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What's New in 23.01

This release contains new features, security updates and bug fixes.

See Release Notes for further details.

New Features

« Factory resets can now be done via a configurable 4-key combination sequence

« Attached display override can be set per video port
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Overview

The PColP® Zero Client Firmware Administrators' Guide provides administrators the necessary
information to configure and deploy PColP Zero Clients. It provides configuration steps for
connecting to a variety of hosts, and contains links to related documentation that may be required to
successfully complete a PColP solution. It assumes thorough knowledge of conventions and
networking concepts, including firewall configuration and the PColP protocol.
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Who Should Read This Guide?

This guide is written for IT administrators who are managing and configuring Tera2 PColP® Zero
Clients in a PColP environment.

/" Understanding Terms and Conventions in our guides

For information on the industry specific terms, abbreviations, text conventions, and graphic
symbols used in this guide, see Using Product and Component Guides and the Glossary.
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Using This Guide

This guide explains how to configure Tera2 PColP Zero Client firmware for this release. This guide
describes your Tera2 PColP Zero Client's capabilities, and explains how to set up, configure, and
manage your Tera2 PColP Zero Client. It also answers frequently asked questions.

Use the following list for quick access to the topics covered in this guide:

* Who Should Read This Guide?: Outlines the document's intended readers and provides industry
specific terms, abbreviations, text conventions, and graphic symbols used in this guide that you
may find useful.

* Introducing Your Tera2 PColP Zero Client: Describes the main features of the Tera2 PColP Zero
Client, outlines the peripherals you can attach to it, and lists the hosts the Tera2 PColP Zero Client
can connect to. You'll also learn about the configuration tools—the pre-session display, and the

PColP Management Console—and learn about support for common features under typical
deployment scenarios.

« Setting Up Your Tera2 PColP Zero Client: Describes how to set up your Tera2 PColP Zero Client, and
outlines what you need to do to secure the Tera2 PColP Zero Client.

+ Establishing a PColP Connection: Shows you how to connect to a PColP agent, PColP Remote
Workstation Card, Amazon Spokesperson, or Horizon Desktops, and how to disconnect from a
PColP session.

+ Managing Your Tera2 PColP Zero Client Describes all the settings you can configure using your
Tera2 PColP Zero Client's pre-session display, Administrative Web Interface (AWI), and the PColP
Management Console. This section also describes how to connect to an endpoint manager, view
information about your Tera2 PColP Zero Client, reset the device, and upload certificates and
firmware.
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Getting More Information

In addition to this guide, the Tera2 PColP Zero Client documentation includes Release Notes

For detailed information on using the PColP Management Console to manage deployments with large
numbers of PColP Zero Clients and Remote Workstation Cards, see the PColP® Management

Console Administrators’ Guide.

For information on installing and configuring additional Tera2 Remote Workstation Cards and Tera2
PColP Zero Clients so that you can use additional monitors on your desk, see Tera2 PColP® Multi-

Monitor Deployment Guide.

For information about administering PColP hosts, see one of the following Administrators’ Guides:

Windows Hosts

« PColP® Standard Agent for Windows Administrators' Guide

* PColP® Graphics Agent for Windows Administrators' Guide

Linux Hosts

« PColP® Standard Agent for Linux Administrators' Guide

* PColP® Graphics Agent for Linux Administrators' Guide

Remote Workstation Card Hosts

* Remote Workstation Card Firmware Administrators' Guide
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Release Notes

Release Notes for PColP Zero Client firmware releases can be found at the Support site on the
release notes page.
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About the PColP Zero Client

About the Tera2 PColP Zero Client

This section provides an overview of your Tera2 PColP Zero Client. It also describes the devices and
PColP hosts that can connect to it, introduces the tools you use to manage your Tera2 PColP Zero
Client, and summarizes support for common features under typical deployment scenarios.

-15/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide About the Management Tools

About the Management Tools

About the Management Tools

The following configuration and administrative management tools are available for PColP Zero
Clients:

* PColP On-Screen Display (OSD): The PColP Zero Client's pre-session built-in interface for
configuring the device’s firmware. For more information, see About the PColP On-Screen Display.

* PColP Administrative Web Interface (AWI): A web-based interface for configuring a specific PColP
Zero Client’s firmware remotely after typing the client’s IP address into the browser’s address bar.
For more information, see About the PColP Administrative Web Interface.

* PColP Zero Client Administrative Management Software: A management tool for configuring and
managing multiple PColP Zero Clients remotely. Our management software is the PColP
Management Console. For further information see PColP Management Console, or see PColP®

Management Console Administrators’ Guide for configuration and technical procedures.

& Secure Environments

Use the PColP Management Console in secure environments to configure and manage your Zero
Clients after disabling the Zero Client AWI and OSD Configuration selections.
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About the On-Screen Display

About the PColP On-Screen Display

The PColP On-Screen Display (OSD) is a graphical user interface (GUI) embedded within the client. It
displays when the client is powered on and a PColP session is not in progress. The only exception to
this is when the client is configured for a managed startup or auto-reconnect.

Options

teradici.

. Connect |

0OSD main window

An Options menu at the top-left enables users to access various sub-menus to configure the client
and view information about it. A Connect button in the center of the window enables users to connect
the client to a virtual desktop or to a PColP Remote Workstation Card.
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OSD Recovery Mode

Recovery mode is a special mode of the Tera2 PColP Zero Client firmware that takes effect when the
client experiences a problem that renders it unable to operate. Recovery mode automatically
becomes active under the following conditions:

« A firmware update fails.
* The client has an invalid configuration.

* The client has been unable to complete its boot sequence after a number of attempts.

This mode lets you correct the configuration, or upload a replacement firmware or certificate file.

When the client is in recovery mode, the OSD screen displays the following initial screen:

Warning: Recovery mode

This Zero Client is in Recovery mode due to an
interrupted or corrupted firmware load. Please

alert your administrator to upload firmware and
restart the Zero Client.

. Continue |

OSD recovery mode
OSD RECOVERY MODE OPTIONS

Select the Options menu to see the available options for configuring and displaying information when
the client is in recovery mode.
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EN Teradici Emulated Client Display (10.0.34.4)

Options

Configuration
Diagnostics
Information

Password

OSD recovery mode available options

- Configuration: Lets you correct the problem by changing the network configuration (including IPv6
settings), clearing the management state, and resetting the configuration and permissions settings
stored on the device.

* Diagnostics: Displays the client’s event log messages.
* Information: Displays hardware and firmware version information about the client.

* Password: Enables you to update the client's administrative password.

See also: Troubleshooting a Tera2 PColP Zero Client in Recovery Mode.
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About Overlay Windows

Overlay windows occasionally appear on top of the user's PColP session to display pertinent
information when the status changes, for example, when the network connection is lost or an
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unauthorized USB device is plugged in. These overlays show network, USB device, and monitor
statuses as icons and text.
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Overlay Window Description

Bl Display link training failed

Display link training failed overlay

g Half-duplex network
- connection

Half duplex overlay

g MNetwork connection lost

Network connection lost overlay

Bl Resolution not supported

No support resolutions found overlay

- Preparing desktop...

Preparing desktop overlay

This overlay only displays on Tera2 clients that contain
DisplayPort display interfaces (as opposed to DVI
interfaces). The DisplayPort protocol requires a link
training sequence for adapting to differing cable lengths
and signal qualities. If this training does not succeed, this
overlay appears with the message: Display link training
failed.

PColP technology is not compatible with half-duplex
network connections. When a half-duplex connection is
detected, this overlay appears with the message: Half-
duplex network connection.

Loss of network connectivity is indicated using an overlay
with the message Network connection lost over the most
recent screen data. This overlay appears when the client
network cable is disconnected or when no PColP protocol
traffic is received by the client for more than two seconds.
The lost network connection message appears until the
network is restored or the timeout expires (and the PColP
session ends).

Consider disabling this notification message in sessions
to virtual desktops.

Tip: Consider disabling this notification message in
sessions to virtual desktops

It is not recommended to use this notification message
when using PColP devices with virtual desktops. Normal
scheduling within the virtual desktop hypervisor can
falsely trigger this message. To prevent this problem, you

can disable the Enable Peer Loss Overlay setting.

Display resolution may have limitations due to resource
constraints when all four ports have large displays
connected. If the resolution limit is exceeded, this overlay
appears with the message: No support resolutions found.
Please Try unplugging other displays.

When a user first logs into a PColP session, this overlay
appears with the message: Preparing desktop...

If an unauthorized USB device is connected, this overlay
appears with the message USB device not authorized.
This overlay lasts for approximately five seconds.
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Overlay Window

o<~ USB device not authorized

USB device not authorized overlay

-ﬁ USE over current notice

USB over current notice overlay

USE device not supported

" behind a high-speed hub

USB device not supported behind a high-speed hub
overlay

Bl Resolution not supported

Resolution not supported overlay

Zero Client updates
g required. Disconnect now
a to apply. Client rebootin
less than 60 seconds!

Reboot overlay

Video Source Overlays
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About the On-Screen Display

Description

If the USB devices connected to the client cannot be
handled by the USB ports, this overlay appears with the
message USB over current notice. This overlay remains
until USB devices are removed to meet the current
handling of the USB ports.

Some USB devices cannot be connected through a high
speed (USB 2.0) hub, and should instead be connected
directly to the Tera2 PColP Zero Client or through a full
speed (USB 1.1) hub. If such a device is connected to the
Tera2 PColP Zero Client through a high speed hub, this
overlay appears with the message: USB device not
supported behind high speed hub. This overlay lasts for
approximately five seconds.

If the resolution of a monitor connected to the client
cannot be supported by the host, the monitor is set to its
default resolution and this overlay appears with the
message: Resolution not supported.

If a configuration change via AWI or Management Console
profile application requires a PColP Zero Client reboot, the
user will be provided with a warning of the pending reboot.
This will allow the user to save any work they may have
open. This setting is disabled by default. This setting can
be enabled and configured with any of 4 timing options.
See PColP Management Console profile documentation

for profile management information. This setting can be
found in the Management Console profile under the
POWER section or on the AWI Configuration > Reset page.

Available options:

+ 0 seconds (disabled)
+ 30 seconds
+ 60 seconds (1 minute)

+ 300 seconds(5 minutes)
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Improper connection of the host video source is denoted by two possible overlays, as shown next.
These overlays appear for approximately five minutes. The monitor is put into sleep mode
approximately 15 seconds after they appear.

Overlay Window Description

When no video source is connected to the host, this overlay
- MNo source signal appears with the message: No source signal. This helps you
B debug a situation where the host does not have the video

No source signal overlay source connected or the host PC has stopped driving a video
signal. To correct this, connect the host PC video to the host.
(This message can also be triggered by the host going into

display power save mode.)

When a video source to the host does not correspond to the
- Source signal on other port video port used on the client, this overlay appears with the
message: Source signal on other port. This helps you debug a

Source signal on other port overlay situation where the video source is connected to the wrong
port. To correct this, swap the video ports at the host or the

client.
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OSD Menus

The Options menu in the upper left corner has five sub-menus that link to OSD configuration,

information, and status pages:

« Configuration: This menu contains links to pages that let you define how the device operates and
interacts with its environment. Each tab has an OK, Cancel, and Apply button that lets you accept or
cancel the settings changes made.

* Diagnostics: This menu contains links to pages that help diagnose issues concerning the client.

* Information: The page under this menu displays hardware and firmware version information about
the device and the client’s IP address.

« User Settings: This menu contains links to pages that let users define mouse, keyboard, image,
display topology, touch screen, tablet, and region settings, and also the certificate checking mode.

« Password: The page under this menu lets you update the administrative password for the device.

7" Password option appears when password protection is enabled.

The Password menu option is only present in the OSD for devices that are configured with
password protection enabled. If this option is not visible in the Options menu, you can make it
visible by using a PColP Management Console profile to enable password protection for the
device. You can also use a PColP Management Console profile to hide a single menu item, the
entire Options menu, or all menus from users. For details, see the PColP® Management Console

Administrators’ Guide.

Options
Configuration
Diagnostics
Information
User Settings

Password

OSD Options menu
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The GUI Reference in this documentation contains full details about each page. For information about
how to configure or manage a device using these OSD pages, see the appropriate section in the GUI
Reference.
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About the Administrative Web Interface

About the PColP Administrative Web Interface

The PColP Administrative Web Interface (AWI) enables you to interact remotely with a PColP
endpoint. From the AWI, you can manage and configure a client, view important information about i,
and upload firmware and certificates to it.

Disabled by default

As of firmware 6.4, the AWI is disabled by default. See Configuring Access to Management Tools

for instructions on how to enable the AWI.

After you type the device's IP address into an Microsoft Edge, Mozilla Firefox, or Google Chrome
browser, the browser will use HTTPS to connect to the device's AWI web page. Access to the AWI is
controlled using an administrative password, which can be optionally disabled. The Zero Client
supports one AWI login at a time. If a user attempts to login to the AWI while another user is logged
in, the AWI provides a warning that a user is currently logged in. Should a user continue to login the
existing user is disconnected.

The AWI's HTTPS connection is secured using a PColP root Certificate Authority (CA) certificate. To
avoid warning messages when you log into the AWI, it is recommended that you install this certificate
in your browser. The certificate file (cacert.pem) is always included in a firmware release, but you can
also download it directly from How do | get the fix the unsecure browser warning when accessing the
Management Console 2.x and 3.x web interface? (1406). Detailed instructions on how to install the

certificate are also included in the knowledgebase article.
The following browsers are supported in this release:

« Firefox: current version
« Chrome: current version

* Microsoft Edge: current version
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Logging into the Administrative Web Interface

To log into the Administrative Web Interface (AWI) web page:

1. Using a web browser, enter the client's IP address in the address bar. According to network
requirements, this address may be either a static or dynamic address as follows:

« Static IP Address: The IP address is hard-coded and must be known.

» Dynamic IP Address: The Dynamic Host Configuration Protocol (DHCP) server dynamically
assigns the IP address. You can get it from the DHCP server.

2. From the Log In page, enter the administrative password.

/" Contact your reseller for your device's AWI password

Contact your reseller to obtain the default password for your device's AWI.

Log In

Please enter the administrative password to access this device.

Password: I

Idle Timeout: INever j Log In |

AWI Log In page

3. To change idle timeout (the time after which the device is automatically logged off), select an
option from the Idle Timeout drop-down menu.

4. Click Log In.
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7" Some PColP devices do not require a password to log in

Some PColP devices have password protection disabled and do not require a password to log

in.

If configured in the firmware defaults, the Initial Setup page appears the first time you log in. You can
configure audio, network, and session parameters on this page. After you click Apply, the Home page
appears for each subsequent session. This page provides an overview of the device status.

If a warning message appears when you try to log in, then a session is already in progress on that
device. Only one user can log into a device at one time. When a new session logs in, the current
session is ended and the previous user is returned to the Log In page.
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AWI Initial Setup Page

The AWI's Initial Setup page contains the audio, and network configuration parameters that you must
set before a client or host device can be used. This page helps to simplify initial setup and reduce the
time for new users to establish a session between a Tera2 PColP Zero Client and PColP Remote
Workstation Card.

7" Complex environments require further configuration

More complex environments that use host discovery or connection management systems require
further configuration than is available on the Initial Setup page.
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About the Administrative Web Interface

The AWI Home page displays a statistics summary for the Tera2 PColP Zero Client. You can display

the Home page at any time by clicking the Home link at the top left section of the menu bar.

teradici.

PColP

PCoIP® Zero Client

Processor

Connection State:

Connection Duration:

802.1X Authentication Status:
Session Encryption Type:

PCoIP Packets (Sent/Received/Lost):
Bytes (Sent/Received):

Round Trip Latency (Min/Avg/Max):
Transmit Bandwidth (Min/Avg/Max/Limit):
Receive Bandwidth (Min/Avg/Max):

Pipeline Processing Rate (Avg/Max):
Endpoint Image Settings In Use:
Initial Image Quality (Min/Max):
Image Quality Preference:

Build To Lossless:

PCoIP® device status and statistics for the current session.

: TERA2321 revision 0.0 (512 MB)
Time Since Boot:
PCoIP Device Name:

7 Days 7 Hours 1 Minutes 12 Seconds
pcoip-portal-0030040f8ba3

Connected to VDI host 192.168.63.216
0 Days 8 Hours 24 Minutes 35 Seconds
Disabled

AES-128-GCM

1108849 /983422 / 547 (0.0 %)
155727102 / 434504596
1/1/11ms

0/8 /264 /8000 kbps

0/0 /9056 kbps

0/ 40 Mpps
Host
50/80

45
Disabled

Maximum Rate:

Display User Defined Output Process Rate Image Quality
1 24 fps 0 fps Lossy
2 24 fps 0 fps Lossy

AWI: Home page

-31/496 -

Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide About the Administrative Web Interface

The previous figure shows session statistics for devices that can support four connected displays. If
your deployment only supports two displays, information for these two displays will appear in the
bottom area of the page.
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AWI Home Page Statistics
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Statistics Description

Processor PColP processor type, version, and RAM size
Time Since Boot Length of time that the PColP processor has been running.
PColP Device Name The logical name for the device.

This field is the name the client registers with the DNS server if DHCP is enabled or the
system is configured to support registering the hostname with the DNS server. (See the
PColP Device Name parameter on the Label page.)

Connection State The current (or last) state of the PColP session. Possible connection states are:
+ Asleep

+ Canceling

+ Connected

+ Connection Pending
+ Disconnected

+ Waking
Connection Duration Displays the length of time the device has been connected to a host endpoint.

802.1X Authentication Indicates whether 802.1X authentication is enabled or disabled on the device.
Status

Session Encryption Type Displays the encryption algorithm in use when a session is active.

PColP Packets Statistics PColP Packets Sent: The total number of PColP packets sent in the current/last
session.
PColP Packets Received: The total number of PColP packets received in the current/
last session.
PColP Packets Lost: The total number of PColP packets lost in the current/last
session.

Bytes Bytes Sent: The total number of bytes sent in the current/last session.
Bytes Received: The total number of bytes received in the current/last session.

Round Trip Latency The minimum, average, and maximum round-trip PColP system and network latency in
milliseconds (+ 1 ms).

Bandwidth Statistics Transmit Bandwidth: The minimum, average, and maximum traffic transmitted by the
Tera processor. The active bandwidth limit is the maximum amount of network traffic
the Tera processor may currently generate. The value is derived from the configured
bandwidth parameters and the current (or last) network congestion levels.

Receive Bandwidth: The minimum, average, and maximum traffic received by the Tera
processor.

Pipeline Processing Rate Shows the average and maximum amount of image data being processed by the
image engine (in megapixels per second).
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Statistics Description

Endpoint Image Settings Displays if the image settings being used are configured within the client or within the
In Use host. This is based on how the Use Client Image Settings field is configured on the
Image page for the host device.

Initial Image Quality The minimum and maximum quality setting is taken from the Image page for the
device.
The active setting is what's currently being used in the session and only appears on the
host.

Image Quality Preference This setting is taken from the Image Quality Preference field on the Image page. The
value determines if the image is set to a smoother versus a sharper image.

Build to Lossless Options that may appear in this field include the following:
Enabled: The Disable Build to Lossless field on the Image page is unchecked.
Disabled: The Disable Build to Lossless field is checked.

Display The port number for the display.
Maximum Rate: Refresh This column shows the refresh rate of the attached display.
Rate If the Maximum Rate field on the Image page is set to 0 (that is, there is no limit), the

maximum rate is taken from the monitor’s refresh rate.
If the Maximum Rate field on the Image page is set to a value greater than 0, the refresh
rate shows as User Defined.

Output Process Rate The frame rate currently being sent from the image engine on the host to the client.
Image Quality Shows the current lossless state of the attached display:
* Lossy

* Perceptually lossless

* Lossless

/" Clicking Reset Statistics also resets statistics on Home page

When you click the Reset Statistics button on the Session Statistics page, the statistics reported in
the Home page are also reset.
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AWI Recovery Mode

Recovery mode is a special mode of the Tera2 PColP Zero Client firmware that takes effect when the
client experiences a problem that renders it unable to operate. Recovery mode automatically
becomes active under the following conditions:

+ A firmware update fails.
* The client has an invalid configuration.

* The client has been unable to complete its boot sequence after a number of attempts.
This mode lets you correct the configuration, or upload a replacement firmware or certificate file.

When the client is in recovery mode, the following AWI login screen displays when you enter the

client’s IP address in your browser’s address bar:

Log In
Please enter the administrative password to access this device.
This Zero Client is in Recovery mode due to an interrupted or corrupted

firmware load. Please alert your administrator to upload firmware and restart
the Zero Client.

Password: |

Idle Timeout: INever LI Log In |

AWI recovery mode
AWI RECOVERY MODE OPTIONS

After logging in, the AWI displays the recovery mode Home page. The menus at the top show the
available options for configuring and displaying information.
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Log Out

PCoIP® Zero Client

Home

PCoIP® Zero Client

the Zero Client.

Configuration /

Processor:
Time Since Boot:
PCoIP Device Name:

Connection State:

Connection Duration:

802.1X Authentication Status:
Session Encryption Type:

PCoIP Packets (Sent/Received/Lost):
Bytes (Sent/Received):

Round Trip Latency (Min/Avg/Max):
Transmit Bandwidth (Min/Avg/Max/Limit):
Receive Bandwidth (Min/Avg/Max):

Pipeline Processing Rate (Avg/Max):
Endpoint Image Settings In Use:
Initial Image Quality (Min/Max):
Image Quality Preference:

Build To Lossless:

Diagnostics / Info / Upload

PCoIP® device status and statistics for the current session.

This Zero Client is in Recovery mode due to an interrupted or corrupted
firmware load. Please alert your administrator to upload firmware and restart

TERA2140 revision 1.0 (128 MB)
19 Days 6 Hours 12 Minutes 7 Seconds
pcoip-portal-emu001-025056972792

Disconnected

N/A
Not in Session

5/4/3(37.5%)

2/1

10/50/ 100 ms

10000 / 50000 / 110000 / 100000 kbps
1000 / 2000 / 5000 kbps

0 /0 Mpps
Client
10/ 20

30
Enabled

Maximum Rate:

Display User Defined

1 N/A N/A
2 N/A N/A
3 N/A N/A
4 N/A N/A

Output Process Rate

Image Quality
N/A
N/A
N/A
N/A

AWI recovery mode — home page

- Configuration: Enables you to correct the problem by changing the network configuration (including
IPv6 settings), clearing the management state, updating the client’s administrative password, and

resetting the configuration and permissions settings stored on the device.
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* Diagnostics: Displays the client’s event log messages and lets you reset the PColP processor.

* Information: Displays hardware and firmware version information about the client.

* Upload: Lets you upload firmware and certificates for a client.
You can also use the Management Console to upload firmware and certificates to a group of Tera2
PColP Zero Clients. For details, see PColP® Management Console Administrators’ Guide.

See also: Troubleshooting a Tera2 PColP Zero Client in Recovery Mode.
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AWI Menus
The AWI has five main menus that link to the various configuration and status pages:

« Configuration: The pages under this menu let you configure the various aspects for the device, such
as network settings, language, session parameters, and so on.

* Permissions: The pages under this menu let you set up the permissions for the USB on the client
and host.

* Diagnostics: The pages under this menu help you troubleshoot the device.

* Info: The pages listed this menu let you view firmware information and the devices currently
attached to the device.

* Upload: The pages under this menu let you upload a new firmware version, an OSD logo, and your
certificates to the device.

The following figure shows the menus and pages available in the AWI.
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( Login )
[ Initial Setup / Home Page j
( Confi:uration Jel Permisions Jel Diagntstics el Irto Rt Upload )
( InitiaI:Setup ] [ ULB J [ Eventt Log j [ Vertsion ) [ Firm%/vare ]
( Net\?,ork ) ( Session{ControI ) ( Attached Devices ) ( OSD‘Logo )
( Iov6 ) ( Session [Statistics ) ( Certificate )
( Managlement ) ( Aurjio )
( UéB ] [ Dis$lay j
( Au[dio ) ( PColP P‘rocessor )
( SCIEP ) ( Packet Capture )
( Lalbel )
( Accless )
( Dism[)very ]
( SN[MP )
( Seslsion )
( Bandlwidth )
( Langluage ]
( Pm[/ver )
( Imallge )
( Tirlne )
( Unified Comlmunications )
( Pass[word )
( Reset Pa[rameters )

AWI menu overview

& Refer to GUI Reference section

The GUI Reference in this documentation contains full details about each page. For information
about how to configure or manage a device using these AWI pages, see the appropriate section in
the GUI Reference.
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What Can You Connect To Using Your Tera2 PColP
Zero Client?

Your Tera2 PColP Zero Client can connect to wide variety of host desktops and peripherals. This

section provides an overview of your connection options. It describes:

* PColP Host Support

* Device Support

» Supported Displays and Resolutions

& Physically Setting Up a Tera2 PColP Zero Client

For instructions on how to physically set up a Tera2 PColP Zero Client and connect it to USB
devices, monitors, and a network, see the Connecting the Tera2 PColP Zero Client to the Network
and knowledge base article 1025. This guide has detailed instructions for each step of the

installation process.

PColP Host Support

Tera2 PColP Zero Clients are pre-configured to connect directly to PColP Connection Manager or
VMware Horizon brokers, but you can easily configure them for any session connection type. Tera2
PColP Zero Clients can connect to the following PColP host endpoints:

* PColP Remote Workstation Cards

« HP Anyware

» Amazon WorkSpaces Desktops

+ VMware Horizon Desktops
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Device Support

The Tera2 PColP Zero Client supports the following devices:

* Monitors: Depending on the Tera2 PColP Zero Client model, you can attach up to four monitors.

* Analog devices: You can attach analog output devices such as headphones and speakers to the
Tera2 PColP Zero Client’s analog output (line out) jack and analog input devices such as
microphones and recording devices to the client’s analog input (line in) jack.

+ USB devices: You can attach a variety of USB devices to your Tera2 PColP Zero Client. USB human
interface device (HID) devices (for example, keyboards, mice, Wacom tablets) are locally terminated
by the client. Non-HID devices (for example, mass storage devices, some printers, non-isochronous
scanners) are automatically bridged when the USB permissions are set to allow the device. The
drivers for many of these devices need to be installed in the host operating system (0OS).

Supported Displays and Resolutions

Tera2 PColP Zero Clients support from one to four displays at the following resolutions:

PColP Zero Client Processor Name Maximum No. of Supported Displays and Resolutions

TERA2321 1 x 3840x2160 ? See 4K Capabilities

1 x 2560x1600"
2 x 1920x1200

TERA2140 2 x 3840x2160% See 4K Capabilities
2 x 2560x1600"
4x1920x1200
4K Capabilities

4k resolutions are supported on 4K UHD monitors connected to PColP Zero Client DisplayPort
models using firmware 20.01 or newer, while connected to:

* Remote Workstation Cards running firmware 20.01 or newer
* HP Anyware host agents with supported configurations

* Horizon View agents with supported configurations
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EDID and timing behavior

The PColP Zero Client will attempt to use the native timing of the monitor's EDID. 4K 60 Hz timings
are not supported and the Zero Client will search for a 4K @ 30 Hz timing instead.

& EDID does not have 4K @ 30 Hz Timing

If your monitor supports 4K but does not have an EDID that contains a 4k resolution of 3840x2160
@ 30 Hz, you can use the OSD's Enable Preferred Resolution Override

Review each configuration and understand its use case before determining which 4K configuration to
use. Frame rates will adapt automatically based on the content being displayed. Along with having a
4K UHD monitor, it is recommended that the network connection between the Remote Workstation
Card and Zero Client is 1Gb or higher.

POSSIBLE 4K ZERO CLIENT CONFIGURATIONS

» Dual DisplayPort (TERA2321) PColP Zero Clients can support 1 4K UHD @ 30 Hz display at 15
frames per second (FPS) for full screen. A video that takes up half of the screen can run at 30 FPS

* Quad DisplayPort (TERA2140) can support up to 2 4K UHD @ 30 Hz displays, both running 15 FPS
simultaneously, or 1 running 15 FPS for a full screen and the other static. A video that takes up half
of the screen can run at 30 FPS

4K REQUIREMENTS

« 4K firmware 20.01 or newer
» DisplayPort model of a quad (TERA2140) or dual (TERA2321) zero client
* Enable Attached Display Override feature must be disabled

* 1 Gb connection between the client and host (for a better experience)
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7" 4K Host Requirements

4K host requirements are found in their respective Administrators' Guides

* PColP Remote Workstation Card Administrative Guide

* HP Anyware Host Agent Administrative Guides

* VMware Documentation

1. Tera2 PColP Zero Clients support 2560x1600 resolution on attached displays using either DVI
(with Y-cable) or DisplayPort interfaces. For instructions on how to connect cables to Tera2
PColP Zero Clients with DVI and/or DisplayPort ports to support this resolution, see knowledge
base article 1025. ««

2. Tera2 PColP Zero Clients support 3840x2160 (4K UHD) resolution at 15 FPS on attached
displays using Display Port interfaces when the changing content is full screen. A video that
takes up half of the screen can run at 30 FPS. ««
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Setting Up Your Zero Client

Setting Up Your Tera2 PColP Zero Client

This section describes how to connect your Tera2 PColP Zero Client to the network. You'll also learn
how to configure initial setup parameters, as well as secure your Tera2 PColP Zero Client so that you
can establish a successful PColP session.

The topics include:

* Enabling the AWI

« Connecting the Tera2 PColP Zero Client to the Network

* Configuring Initial Setup Parameters

« Securing Your Tera2 PColP Zero Client

* Reset Notification

Connecting Peripherals

1. Connect USB keyboard and mouse.

2. Connect one end of the Ethernet cable to the zero client and the other end to a switch/router. The
switch or router should be on the same network as the Remote Workstation Card or virtual
desktop server. For more advanced network environments, visit the support site.

3. Connect monitor cables to the zero client.

4. Connect speakers and/or headphones (optional). Connect power supply to the zero client and a
power source.

Press the front panel PColP button to power on the zero client after your peripherals are connected to
the zero client.
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Reset Notification

You can have your PColP Zero Client display a pop up message that notifies you that your PColP Zero
Client is about to restart. This feature is beneficial when performing a remote configuration change
via the AWI or a PColP Management Console profile update that requires the PColP Zero Client to
reboot. Enabling this feature can provide you the time to save important work before the reboot

happens. This setting can be found in the AWI Reset Parameters page and in the Management
Console profile Power section.

This feature has 4 configurable options.

+ 0 seconds (disabled)
+ 30 seconds
* 60 seconds (1 minute)

+ 300 seconds(5 minutes)
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Connecting the Tera2 PColP Zero Client to the
Network

To connect the Tera2 PColP Zero Client:

1. Connect a USB keyboard and mouse to any of the Tera2 PColP Zero Client USB ports.

2. Connect one end of the Ethernet cable to the Tera2 PColP Zero Client and the other end to a
switch/router. The switch or router should be on the same network as the Remote Workstation
Card or virtual desktop server if there is not a PColP Management Console that is managing the
PColP endpoints.

3. Connect monitor cables to the Tera2 PColP Zero Client.

& Connect monitors using correct ports

To ensure the best experience, connect monitors to the zero client ports in sequential order
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7" Supporting 2560 x 1600 resolutions

Ensure your cables are connected as shown when configuring monitors for 2560 x 1600
resolutions. For more information see knowledge base article 1025

B

TERA2321-DW

| Display

Single Display at 2560 x 1600 Resolution

TERAZ2140-DW

------- © Display 1
Only supported
p’ on DisplayPort
TERA2321-DP+DW1
9 D 1
pb O Display
------- © Display2
L

TERA21400P

Dual Displays at 2560 x 1600 Resolutions

& Connecting to Remote Workstation Cards

For additional information when connecting monitor cables using PColP Remote Workstation
Cards, refer to the Remote Workstation Card Administrators' Guide - Installation section

4. (Optional) Connect speakers and/or headphones to the Tera2 PColP Zero Client.

5. Connect the power supply to the Tera2 PColP Zero Client and a power source.

6. Press the front panel button to power on the Tera2 PColP Zero Client.
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Configuring Initial Setup Parameters

Before you use your Tera2 PColP Zero Client for the first time, you need to configure initial setup

parameters, including setting basic audio, network, and session information.

You can perform this initial setup from the AWI Initial Setup page, shown next.

Initial Setup (1:1 Manual Configuration)

These settings must be configured before the device is used for the first time

Step 1: Audio

Enable HD Audio: ¥ Note: To enable audio, please ensure that audio is also enabled on the Host.

Step 2: Network

Enable DHCP:
IP Address:

Subnet Mask:
Gateway:

Primary DNS Server:
Secondary DNS Server:

Step 3: Session

Step 4: Apply Changes

AWI Initial Setup page

192
192

®

(168 |.
(168 |.

.
~

.[164

The Client is configured to use Connection Management. With Connection Management enabled,
the Client will request a Host from the Connection Manager. To manually configure the session,
Connection Management must be disabled on the Configuration-»Connection Management page.

| Apply

Cancel

The following parameters display on the AWI Initial Setup page:
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Audio Parameters

Category Parameter Description
Audio Enable HD Audio Enables audio support on the client
Network Enable DHCP Enables DHCP (as opposed to using manual IP address

configuration)

IP Address Device's IP address

Subnet Mask Device'’s subnet mask

Gateway Device's gateway IP address
Primary DNS Server Device's primary DNS IP address
Secondary DNS Device's secondary DNS IP address
Server

© You can also configure network settings from the OSD and AWI Network and Audio pages

You can configure the initial setup settings, as well as other network settings, from the OSD and
AWI Network pages. To configure network settings from these pages, see Configuring Audio and

Configuring Network Settings.

Session Parameters

Session parameters are configured from the AWI Configuration -> Session page.
To configure initial setup parameters from the AWI:

1. From the AWI, select Configuration > Initial Setup.

2. From the AWI Initial Setup page, configure audio, and network parameters.

3. Browse to Configuration > Session and select your preferred session type.

4. Click Apply to save your configuration.
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Securing Your Tera2 PColP Zero Client

Securing Your Tera2 PColP Zero Client

The security needs of your deployment are driven by your specific environment. You can configure
Tera2 PColP Zero Clients to meet security requirements for a range of scenarios, from high-security
environments to trusted environments.

Securing your Tera2 PColP Zero Client involves some or all of these tasks, depending on your
deployment needs:

* Disable the AWI: For high security environments, the Administrative Web Interface should be
disabled and the PColP Management Console used as the tool for configuring PColP endpoints.
See Configuring Access to Management Tools

Disable SLP Discovery: Ensure SLP Discovery is disabled and configure your PColP Zero Client to

connect to a specific PColP host.

* Peering to Your Remote Workstation Card: Zero Clients can be peered to a unique Remote
Workstation Card allowing for a secure connection between dedicated PColP Zero Clients and
Remote Workstation Cards using custom peer-to-peer certificates. See Peering Remote Workstation

Cards

- Setting the Certificate Checking Mode: Configure how the Tera2 PColP Zero Client behaves if it
can't verify a secure connection to the server. See Setting Certificate Checking Mode.

* Uploading certificates to the Tera2 PColP Zero Client: Depending on the certificate checking mode
you choose, you may have to upload server certificates to the Tera2 PColP Zero Client's certificate
store. See Uploading Certificates.

Configuring the Tera2 PColP Zero Client with an Endpoint Manager: Configure your Tera2 PColP
Zero Client for either automatic or manual discovery by an endpoint manager. See Connecting to an

Endpoint Manager.

* Configuring 802.1X Network Device Authentication: Configure 802.1X network device
authentication for enhanced security. See Configuring 802.1X Network Device Authentication.

« Configuring Access to Management Tools: Configure a PColP device management tool for
managing the Tera2 PColP Zero Client, disable administrative access to the Tera2 PColP Zero
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Client's AWI, or force an administrative password change the next time someone accesses the AWI
or OSD. See Configuring Access to Management Tools.

& You can access additional security functionality from the PColP Management Console

You can configure security settings for multiple devices from the PColP Management Console, as
well as access additional AWI and OSD security settings (including password settings and the
option to hide OSD menus). For more information, see the PColP® Management Console

Administrators’ Guide.
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Default Security Mode

Out of the box, the Tera2 PColP Zero Client is configured with the following security settings:

* The Certificate Checking Mode is set to Warn before connecting to untrusted servers. See Setting
Certificate Checking Mode.

* The Security Level is set to Low. See About Tera2 PColP Zero Client Security Levels.

* The security certificate store is empty. See About Certificates and Uploading Certificates.
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Setting Certificate Checking Mode

When the Tera2 PColP Zero Client can't verify a secure connection to the host or connection broker,
its behavior is determined by the Certificate Checking Mode option.

You configure this option from the OSD Certificate page (shown next).

User Settings

Certificate | Mouse | Keyboard | Image | Display Topology | Touch Screen | Tablet | Region

teradici. PColP® Zero Client

Cenrtificate Checking Mode:

This mode determines how the client proceeds when it cannot verify that your connection to
the server is secure. It is not recommended that you change this setting unless instructed to
do so by your system administrator,

O Never connect to untrusted servers
® Warn before connecting to untrusted servers

O Do not verify server identity certificates

‘v oK ‘ ’ Cancel ’ Apply

OSD Certificate page
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© Trusting Servers

Server trust is established by certificates. Certificates are uploaded to the Tera2 PColP Zero Client
through endpoint managers such as the PColP Management Console. For more information, see
Performing Common Tasks.

© Preventing users from changing the Certificate Checking Mode option

You can prevent users from changing the Certificate Checking Mode option on the OSD Certificate
page. To do this, access the Certificate Check Mode Lockout option found in the advanced options
for any of the PColP® Connection Manager or View Connection Server session connection types.

To set the Certificate Checking Mode:

1. From the OSD, select Options > User Settings > Certificate.
2. From the OSD Certificate page, choose one of the Certificate Checking Mode options:

* Never connect to untrusted servers: Configures the client to reject the connection if a trusted,
valid certificate is not installed.

- Warn before connecting to untrusted servers: Configures the client to display a warning if an
unsigned or expired certificate is encountered, or when the certificate is not self-signed and
the client trust store is empty.

* Do not verify server identity certificates: Configures the client to enable all connections.

3. Click OK.
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Peering Zero Clients to Remote Workstation Cards

PColP Zero Clients can be peered (paired) to Remote Workstation Cards using custom certificates to
establish a secure PColP peer-to-peer connection. This optional but recommended configuration
allows for a more secure connection than the default connection. The custom peer-to-peer certificate
and the root certificate must be present in both the Zero Client and Remote Workstation card
certificate store. The custom certificate must then be applied to the Peer-to-Peer Certificate field,
which is displayed when the Direct to Host Session Connection Type is selected. Only certificates that
match the selected TLS Security Mode option are displayed.

& Changing Session Connection Type

If you need to change your Session Connection Type from connecting to Remote Workstation
Cards, be sure to change the TLS Security Mode to Maximum Compatibility: TLS 1.2 or higher
with 112-bit or higher elliptic curve encryption.

7" Remote Workstation Card Configuration

Ensure you follow the same procedure on your peered (paired) Remote Workstation Card before
attempting to connect to it. See the PColP Remote Workstation Card Administrators' Guide for

details.

& Support for Peer-to-Peer connections

*The peer-to-peer connection using certificates supports connections between PColP Zero Clients
and Remote Workstation Cards only. This configuration is done via the AWI.

« Peer-to-peer certificates can also be requested via SCEP. If using SCEP, the certificate will
automatically be selected in the Advanced Session Configuration page. See Obtaining
Certificates Automatically Using SCEP.
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& Important: OCSP (Online Certificate Status Protocol)

OCSP (Online Certificate Status Protocol) is currently not supported for custom peer-to-peer
certificates

To configure a secure peer-to-peer connection to a PColP Remote Workstation Card:

Prior to following these steps you will need your certificates, which can be generated manually or
automatically using the Simple Certificate Enrollment Protocol (SCEP).

1. Upload both your custom peer-to-peer certificate and your root certificate to your PColP Zero
Client certificate store. See Uploading Certificates.

& Remote Workstation Certificate

Ensure the desired trusted certificate is uploaded to the Remote Workstation Card certificate
store.

2. Select Direct to Host for the Session Connection Type on the Session page.

3. Enter the DNS Name or IP Address of the Remote Workstation Card that you are going to have a
peer-to-peer connection with.

4. Select Show Advanced Options.
5. Select the TLS Security Mode that matches your certificate.

6. Select the correct Peer-to-Peer Certificate. (If it is not displayed, you have not yet uploaded it to
the certificate store)

7. Select Apply.
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Log Out PColIP® Zero Client

Home Configuration / Permissions / Diagnostics / Info / Upload

teradici.

PColP

Session

Configure the connection to a device

Session Connection Type: Direct to Host v

DNS Name or IP Address: | 10.0.155.213

Hide Advanced Options

Wake Host from Low Power State: Wake-On-LAN Enabled + Peer Addres:V

Host Wake MAC Address:| 00 - 30 - 04 - 13 - B2 - 8B

Enable Auto-Reconnect: [_|

Enable Peer Loss Overlay: |

Enable Preparing Desktop 0
Overlay: “—

Enable Session Disconnect )
Hotkey: 2 CTRL + ALT + F12

PColP Utility Bar Mode: | Disabled v

TLS Security Mode:  Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption

Peer-to-Peer Certificate: | 2.) endpoint v

Disconnect Message Filter: | Show All

Enable DSCP: [_|

Enable Congestion Notification: (v

Apply Cancel

/7" Notes

- If a custom peer to peer certificate is applied and a connection is made, and the custom
certificate is removed from the certificate store on either endpoint, a subsequent connection

will not establish.

* A connection reset is required before changes take affect.
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PColP Connections

Establishing a PColP Connection

Tera2 PColP Zero Clients can establish a PColP session with a variety of hardware and software
PColP hosts. Zero Clients establish a session by setting its session connection type via the OSD or
AWI to connect to a supported host.

You can find Zero Client configuration information for supported hosts in the following topics:

 Connecting to PColP Remote Workstation Cards.

* Connecting to HP Anyware.

» Connecting to Amazon WorkSpaces Desktops.

* Connecting to VMware Horizon Desktops and Applications.
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Configuring Sessions via the OSD

OSD: Amazon WorkSpaces Session Settings

Use the Amazon WorkSpaces session Connection Type to connect directly to your Amazon
WorkSpaces desktop through multi-factor authentication when connecting with PColP Zero Clients
on firmware 6.0 or later. This connection type removes the need to deploy and manage the PColP
Connection Manager for Amazon WorkSpaces in order to connect PColP Zero Clients to Amazon
WorkSpaces.

© Security Consideration

The connection manager determines the security requirements. Amazon connection manager
requires multi-factor authentication when connecting to Amazon WorkSpaces.

6 Advanced Options

Advanced parameters for this session type are accessible from the AWI.
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Network | IPv6 | Management | SCEP | Labet [ Discovery | Sessica | Power | Display | Access | Audo | Resat
@ amazon' /or<opaces
)

Configure the ConMeCction to @ paer Gavice

Cornection Type Amazon WorkSpaces -]
Registration Code [

Connaction Name

OK Cencel Apply

0SD: Amazon WorkSpaces Session Settings

The following parameters can be found on the OSD Session tab for the Amazon WorkSpaces

selection.

0SD Amazon WorkSpaces Parameters

Parameter Description

Registration Code Enter the code provided by Amazon when your Workspace was created.

Connection Name The name you gave your connection displayed in the OSD when you turn your zero client on.
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OSD: Auto Detect Session Settings

This connection type automatically detects which broker protocol a connection server is using so
users in a mixed environment (for example, one that uses View Connection Servers and PColP
Connection Managers) do not have to manually reconfigure the session type each time they switch
brokers. Once a successful connection has been made, the server URI will automatically appear in the
Server drop-down list on the user's OSD Connect screen, along with any other desktops the user has

successfully connected to. Additionally, you can use Auto Detect when connecting directly to HP
Anyware.

Configuration 25|

MNetwork I IPv6 I Management | SCEP | Label | Discovery ‘ Session ’ Power | Display IAooess | Audio | Reset ‘
- n
teradici. PColP® Zero Client
Configure the connection to a peer device
Connection Type: ‘Auto Detect H
Server URI: ‘
Unlock | oK || cancel | Apply

OSD session connection type — Auto Detect

The following parameters can be found on the OSD Auto Detect page.
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OSD Auto Detect Parameters

Parameter Description

Server URI Enter the Uniform Resource Identifier (URI) for the PColP Connection Manager, Broker, or HP
Anyware host.

The URI must be in the form https://<host FQDN> or https://<ip address>. Once a successful
connection has been made, it will appear in the Server drop-down list on the OSD Connect page if the
Tera2 PColP Zero Client is configured to cache servers.
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OSD: Direct to Host Session Settings

Select the Direct to Host session connection type from the Options > Configuration > Session page to
configure a client to connect directly to a host.

Click the Advanced button to configure advanced settings for this option.

Configuration

MNetwork | IPv6 | Management | SCEPR | Label | Discovery ‘ Session ’ Power | Display | Access | Audio | Reset ‘

Configure the connection to a peer device

Connection Type: ‘vDirect to Host I"

DNS Name or IP Address:  [192.168.1.100

|‘ Advanced |

Unlock \ oK ] \ Cancel | ] Apply |

OSD Session Connection Type — Direct to Host
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Advanced Settings

Wake Host from Low Power State:  |Wake-On-LAN Enabled + Peer Address I"
Host Wake MAC Address: - - - - -
Host Wake IP Address:

Enable Auto-Reconnect: [
Enable Peer Loss Overlay: [

Enable Preparing Desktop Overlay: [

Disconnect Message Filter: Show Al H

| oK | \ Cancel \

Advanced Settings

The following parameters can be found on the OSD Direct to Host page.
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OSD Direct to Host Parameters
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Parameters Description

DNS Name or Enter the IP address or DNS name for the host.

IP Address

Wake Host Select whether to use the PColP Remote Workstation Card’s MAC and IP address or a custom
from Low MAC and IP address when configuring the Wake-On-LAN feature on a client. This feature wakes
Power State up the host when the user presses the client’s power button, a key on the keyboard, or clicks the

Connect button on the Connect window .

+ Wake-On-LAN Enabled + Peer Address: After you have successfully connected to the
PColP Remote Workstation Card, both the card’s MAC address and IP address are
automatically populated in the Host Wake MAC Address and Host Wake IP Address.

+ Wake-On-LAN Enabled + Custom Address: When selected, enables you to manually enter
the MAC address and IP address of the device you want to wake up.
If the Remote Workstation Card Software is installed in the host PC and the Use host PC
NIC for Wake-on-LAN setting is enabled in the Features > Power Management section of
the Remote Workstation Card Software GUI, the MAC address and IP address of the host
PC'’s network interface card (NIC) will automatically be populated in the Host Wake MAC
Address and Host Wake IP Address read-only fields.

The hardware on the host PC must be able to support waking from low power state (off/
hibernate/sleep) when it receives a wake-on-LAN packet.
You can disable the Wake-On-LAN feature from the AWI Power page.

Host Wake Enter the host’s MAC address to complete the host wake up configuration when Wake-On-LAN
MAC Address Enabled + Custom Address is selected.
When Wake-On-LAN Enabled + Peer Address is selected, the host's MAC address is populated
after a successful connection. The client will send a 'magic packet' to the MAC address to wake
the host computer from a low power state. The client will send a 'magic packet' to this MAC
address to wake the host computer from a low power state.

Host Wake IP Enter the host’s IP address to complete the host wake up configuration when Wake-On-LAN
Address Enabled + Custom Address is selected. The client will send a 'magic packet' to this IP address to
wake the host computer from a low power state.

Enable Auto- When enabled, lets the client automatically reconnect with the last connected host when a

Reconnect session is lost.

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Preparing This overlay provides assurance that login is proceeding if the desktop takes more than a few

Desktop seconds to appear.

Overlay

Disconnect

Message Filter

-67/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide OSD: Direct to Host Session Settings

Parameters Description

This field lets you control what type of messages appear when a session is disconnected. There
are three categories:
Information: User- or administrator-initiated actions affecting the session:

« You have been disconnected because you logged in from another location or your host
was shut down or restarted.

+ You have been disconnected because an administrator disconnected you.

+ You have been disconnected because you logged in from another location.

+ You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

« You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
« Session closed remotely.

+ Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.
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Parameters Description

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT

administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log
disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All messages — This option shows all disconnect messages including Info, Warning,
and Error messages.

+ Show Error and Warnings Only — This option hides info messages and displays only Error
and Warning messages.

+ Show Error Only - This option hides Info and Warning messages and displays only Error
messages.

« Show None - Don’t show any disconnect messages.
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OSD: Direct to Host + SLP Host Discovery Session Settings

Select the Direct to Host + SLP Host Discovery session connection type from the Options >
Configuration > Session page to configure a client to connect directly to a host and to use Service
Location Protocol (SLP) to discover the host automatically.

7" Disabling SLP Host Discovery

We recommend disabling SLP discovery to create a secure environment.

Click the Advanced button to configure advanced settings for this option.
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Configuration

MNetwork | IPv6 | Management | SEER | Label | Discovery ‘ Session ‘ Powver | Display | Access |Audio | Reset |
Configure the connection to a peer device
Connection Type: :Direct to Host + SLP Host Discovery l"
| Advanced |
Unlock ] OK || cancel || Apply |

OSD session connection type — Direct to Host + SLP Host Discovery
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ranced Settings

Enable Auto-Reconnect: [0
Enable Peer Loss Overlay: [

Enable Preparing Desktop Overlay: [

Disconnect Message Filter: ‘Show All "‘

\ OK | | Cancel \

Advanced Settings

The following parameters can be found on the OSD Direct to Host + SLP Host Discovery page.
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OSD Direct to Host + SLP Host Discovery Parameters
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Parameters Description

Enable Auto- When enabled, lets the client automatically reconnect with the last connected host when a
Reconnect session is lost.

Enable Peer Loss When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss
Overlay of network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger

this message.

Enable Preparing When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.
Desktop Overlay
This overlay provides assurance that login is proceeding if the desktop takes more than a
few seconds to appear.

Disconnect This field lets you control what type of messages appear when a session is disconnected.
Message Filter There are three categories:

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your
host was shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.
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Parameters Description

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server

log disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and
Error messages.

+ Show Error and Warnings Only — This option hides info messages and displays only
Error and Warning messages.

+ Show Error Only — This option hides Info and Warning messages and displays only
Error messages.

+ Show None - Don’t show any disconnect messages.
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OSD: PColP Connection Manager Session Settings

Select the PColP Connection Manager session connection type from the Options > Configuration >
Session page to configure the client to use a PColP Connection Manager as the PColP session broker
or when connecting to a HP Anyware host.

Click the Advanced button to configure advanced settings for this option.

Configuration 25|

MNetwork I IPv6 I Management | SCEP | Label l Discovery ‘ Session ’ Powwer | Display IAooess | Audio I Reset ‘
- n

teradici. PColP® Zero Client

Configure the connection to a peer device
Connection Type: ‘PCOH:’ Connection Manager H
Server URI: H
| Advanced |

Unlock | oK \ \ Cancel | \ Apply |

OSD Session connection type — PColP Connection Manager
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Advanced Settings

teradici.

OSD: PColP Connection Manager Session Settings

PColP®Zero Client

Desktop Name to Select:

Auto Connect:

Remember Username:

Auto Launch If Only One Desktop:
Use OSD Logo For Login Banner:
Enable Peer Loss Overlay:

Enable Preparing Desktop Overlay:
Disconnect Message Filter;

Organization ID:

Disabled

O
O
O
O

|Show Al

\ Apply \ \ Cancel \

Advanced Settings

The following parameters can be found on the OSD PColP Connection Manager page.
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OSD PColP Connection Manager Parameters
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Parameter Description

Server URI Enter the Uniform Resource Identifier (URI) for the PColP Connection Manager, Broker, or HP
Anyware host.

The URI must be in the form https://<host FQDN> or https://<ip address>.

Desktop Name to Enter the desktop name used by the client when starting a session.
Select
Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a
PColP session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This
wait time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will
always perform a single attempt to contact the connection server when this option is
selected.

After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Remember When enabled, the user name text box automatically populates with the last username
Username entered.

Auto Launch If When enabled, users are automatically connected to a provisioned desktop after user
Only One Desktop credentials are entered.

This feature only applies to users who are entitled to a single desktop. It does not apply to
users entitled to multiple virtual desktops.

Use OSD Logo for When enabled, the OSD logo banner appears at the top of login screens in place of the default
Login Banner banner.

Enable Peer Loss When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss
Overlay of network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger

this message.

Enable Preparing When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.
Desktop Overlay
This overlay provides assurance that login is proceeding if the desktop takes more than a few
seconds to appear.

Disconnect This field lets you control what type of messages appear when a session is disconnected.
Message Filter There are three categories:
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Parameter Description

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another
was shut down or restarted.

location or your host

* You have been disconnected because an administrator disconnected you.

* You have been disconnected because you logged in from another

location.

+ You have been disconnected because you disconnected from your workstation.

Warning: System-initiated, but expected actions affecting the session:
+ You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

+ Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100).
administrator for assistance.

* You have been disconnected due to a configuration error (0x201).
administrator for assistance.

* You have been disconnected due to a configuration error (0x300).
administrator for assistance.

* You have been disconnected due to a configuration error (0x301).
administrator for assistance.

* You have been disconnected due to a configuration error (0x302).
administrator for assistance.

* You have been disconnected due to a configuration error (0x303).
administrator for assistance.

* You have been disconnected due to a configuration error (0x305).
administrator for assistance.

* You have been disconnected due to a configuration error (0x400).
administrator for assistance.

* You have been disconnected due to a configuration error (0x401).
administrator for assistance.

* You have been disconnected due to a configuration error (0x402).
administrator for assistance.

* You have been disconnected due to a configuration error (0x403).
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server

log disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All- This option shows all disconnect messages including Info, Warning, and
Error messages.

+ Show Error and Warnings Only - This option hides info messages and displays only
Error and Warning messages.

+ Show Error Only — This option hides Info and Warning messages and displays only
Error messages.

+ Show None - Don't show any disconnect messages.

Organization ID Enter an organization ID for the company (for example, 'mycompany.com’). This field accepts
any UTF-8 character.

You only need to specify this parameter if the PColP Connection Manager requests it. The
organization ID is used for certain types of PColP Broker Protocol authentication messages.
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OSD: PColP Connection Manager + Auto-Logon Session Settings

Select the PColP Connection Manager + Auto-Logon session connection type from the Options >
Configuration > Session page to configure a client to automatically enter a user’s login details when a
PColP Connection Manager is used as the PColP session broker, or when connecting directly to a HP
Anyware host.

Click the Advanced button to configure advanced settings for this option.

Take precautions to secure PColP Zero Clients

Passwords are stored locally in retrievable form when PColP Zero Clients are configured with this
session connection type. For this reason, it should not be used in high security environments.
Ensure that you take precautions to prevent theft of the zero client if you do use this session
connection type.
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figuration

MNetwork | IPv6 | Management | SEER | Label | Discovery ’ Session ‘ Power | Display |Aocess | Audio | Reset ‘
teradici. PColP® Zero Client
Configure the connection to a peer device
Connection Type: ‘PCOlP Connection Manager + Auto-Logon I"
Server URI: ‘
User name: ‘ ’
Password: ‘ ‘
Domain: H ‘
| Advanced |
Unlock | oK | ] Cancel \ \ Apply |

OSD Session Connection Type — PColP Connection Manager + Auto-Logon
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Advanced Settings

teradici. PColP® Zero Client

Desktop Name to Select: H

Auto Connect: ’Disabled H

Auto Launch If Only One Desktop: [
Use OSD Logo For Login Banner: [
Enable Peer Loss Overlay: [

Enable Preparing Desktop Overlay: [

Disconnect Message Filter:  |Show All H

\ Apply \ \ Cancel \

Advanced Settings

The following parameters can be found on the OSD PColP Connection Manager + Auto-Logon page.
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OSD PColP Connection Manager + Auto-Logon Parameters
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Parameter Description

Server URI Enter the Uniform Resource Identifier (URI) for the PColP Connection Manager, Broker, or HP
Anyware host.

The URI must be in the form https://<host FQDN> or https://<ip address>.

User name Enter the user name for the client (maximum number of characters is 128). This user name
will be sent to the specified connection server.

Password Enter the password for the client (maximum number of characters is 128). This password will
be sent to the specified connection server.

Domain Enter the domain for the client (maximum number of characters is 256). This domain will be
sent to the specified connection server.

Desktop Name to Enter the desktop name used by the client when starting a session.
Select
Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a
PColP session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This
wait time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
perform a single attempt to contact the connection server when this option is selected.

After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Auto Launch If When enabled, users are automatically connected to a provisioned desktop after user
Only One Desktop credentials are entered.

This feature only applies to users who are entitled to a single desktop. It does not apply to
users entitled to multiple virtual desktops.

Use OSD Logo for When enabled, the OSD logo banner appears at the top of login screens in place of the default

Login Banner banner.

Enable Peer Loss When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable Preparing When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Desktop Overlay
This overlay provides assurance that login is proceeding if the desktop takes more than a few
seconds to appear.
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Parameter Description

Disconnect This field lets you control what type of messages appear when a session is disconnected.
Message Filter There are three categories:

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your host
was shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

« Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT

administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server
log disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and
Error messages.

+ Show Error and Warnings Only — This option hides info messages and displays only
Error and Warning messages.

+ Show Error Only — This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
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OSD: View Connection Server Session Settings

Select the View Connection Server session connection type from the Options > Configuration >

Session page to configure a client to use a View Connection Server as the broker when connecting to
a VMware desktop.

7" Connecting a View Connection Server to a workstation

You can also use a View Connection Server to connect to a workstation with a PColP Remote
Workstation Card installed. For this option, VMware Horizon Agent must be installed on the remote
workstation, and a number of other configuration requirements for both the client and host must
be in place. For complete details, refer to Using PColP® Host Cards with VMware View.

Click the Advanced button to configure advanced settings for this option.
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OSD: View Connection Server Session Settings

vmware Horizon

DNS Name or IP Address:

Configure the connection to a peer device

Connection Type: ‘»\/iew Connection Server H

| Advanced |

Unlock

|

ok || cancel || apply |

OSD Session connection type — View Connection Server
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vmware' Horizon

Pool Name to Select:

Port:

Auto Connect:

Remember Username:

Auto Launch If Only One Pool:
Use OSD Logo For Login Banner:
Prefer GSC-IS:

Enable Peer Loss Overlay:
Enable Preparing Desktop Overlay:
Enable RDS Application Access:
Enable IPv6 Address Resolution:
Prefer IPv6 for FQDN Resolution:

Disconnect Message Filter:

Configure the advanced View Connection Server settings for the device

OSD: View Connection Server Session Settings

| | Leave blank for default

Disabled

7

= O O

1 o |

Show All

[ Apply ‘ | Cancel |

Advanced Settings

The following parameters can be found on the OSD View Connection Server page.
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0OSD View Connection Server Parameters
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Parameter Description

DNS Name or Enter the View Connection Server's DNS name or IP address. For VMware Horizon Daas, this is

IP Address the DNS name or IP address of the VMware Horizon DaaS Desktop Portal.

Pool Name to Enter the pool name. When the list includes a pool with this name, the client will immediately start
Select a session with that pool.

This field is case-insensitive.

Port By default, port 443 is used to communicate with the connection server. If your network is set up
to use a non-standard port for secure connections, enter the port number.

Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a PColP
session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This wait
time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
perform a single attempt to contact the connection server when this option is selected.

After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Remember When enabled, the user name text box automatically populates with the last username entered.
Username

Auto Launch If When enabled, users are automatically connected to a provisioned desktop or application after
Only One Pool user credentials are entered.

This feature only applies to users who are entitled to a single desktop. It does not apply to users
entitled to multiple virtual desktops.

Use OSD Logo When enabled, the OSD logo banner appears at the top of login screens in place of the default
for Login banner.

Banner

Prefer GSC-IS When enabled, if a smart card (CAC) supports more than one interface such as GSC-IS and PIV

then GSC-IS is used. However in the case where the card supports both GSC-IS and PIV, and only
PIV objects are configured on the card then the connection may fail. If this is the case uncheck
the box and retest. If a smart card supports only one interface, such as either GSC-IS or PIV
endpoint, then only the GSC-IS or PIV endpoint interface is used regardless of this setting. This
only affects smart card access performed outside of PColP sessions.

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of
Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.
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Parameter Description

Desktop applications that require the peer loss notification should re-enable the feature through
the OSD, AWI, or PColP Management Console.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.
Preparing

Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few
Overlay seconds to appear.

Enable RDS When enabled and users connect to a VMware Horizon View Connection Server that offers
Application applications, a list of available applications will be presented.

Access

Applications open in full-screen mode, but can be re-sized once users are in session.

Enable IPv6 This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
Address IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPvé and FQDN
Resolution capability to the View connection Server and receive IPv6 and FQDN peer addresses back.

Prefer IPv6 for When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client requests
FQDN a session.

Resolution

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message are three categories:

Filter

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your host was
shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

+ You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

+ You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

+ Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

+ Show Error and Warnings Only — This option hides info messages and displays only Error
and Warning messages.

« Show Error Only — This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
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OSD: View Connection Server + Auto-Logon Session Settings

Select the View Connection Server + Auto-Logon session connection type from the Options >
Configuration > Session page to configure a client to automatically enter a user’s login details when a
View Connection Server is used to connect to a VMware desktop.

Click the Advanced button to configure advanced settings for this option.

Take precautions to secure PColP Zero Clients

Passwords are stored locally in retrievable form when PColP Zero Clients are configured with this
session connection type. For this reason, it should not be used in high security environments.
Ensure that you take precautions to prevent theft of the zero client if you do use this session
connection type.
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OSD: View Connection Server + Auto-Logon Session Settings

MNetwork I IPv6 | Management | SEER | Label I Discovery ‘ Session ‘ Power | Display | Access | Audio I Reset |

vmware Horizon

Connection Type:

DNS Name or IP Address:
User name:

Password:

Domain:

Configure the connection to a peer device

‘»\/iew Connection Server + Auto-Logon "l

[ Advanced ]

|.__| n | QC I‘:Z,_

OK  |[ cancel || Apply |

OSD Session connection type — View Connection Server + Auto-Logon
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vmware” Horizon

Configure the advanced View Connection Server settings for the device

Pool Name to Select: “

Port: [ ] Leave blank for default

Auto Connect: lDisabIed H

Auto Launch If Only One Pool:  [J

Use OSD Logo For Login Banner:
Enable Peer Loss Overlay:

Enable Preparing Desktop Overlay:
Enable RDS Application Access:

1 o o

Enable IPv6 Address Resolution:

Prefer IPv6 for FQDN Resolution:

Disconnect Message Filter:  |Show All |'|

[ Apply H Cancel ]

Advanced Settings

The following parameters can be found on the OSD View Connection Server + Auto-Logon page.
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OSD View Connection Server + Auto-Logon Parameters
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Parameter Description

DNS Name or IP Enter the View Connection Server's DNS name or IP address. For VMware Horizon Daas, this is
Address the DNS name or IP address of the VMware Horizon DaaS Desktop Portal.
User name Enter the user name for the client (maximum number of characters is 128). This user name

will be sent to the specified connection server.

Password Enter the password for the client (maximum number of characters is 128). This password will
be sent to the specified connection server.

Domain Enter the domain for the client (maximum number of characters is 256). This domain will be
sent to the specified connection server.

Pool Name to Enter the pool name. When the list includes a pool with this name, the client will immediately
Select start a session with that pool.

This field is case-insensitive. For Teral PColP Zero Clients, this parameter is called Desktop
Name to Select.

Port By default, port 443 is used to communicate with the connection server. If your network is set
up to use a non-standard port for secure connections, enter the port number.

Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a
PColP session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This
wait time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
perform a single attempt to contact the connection server when this option is selected.

After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Auto Launch If When enabled, users are automatically connected to a provisioned desktop or application after
Only One Pool user credentials are entered.
For Tera1 PColP Zero Clients, this parameter is called Auto Launch If Only One Desktop.

This feature only applies to users who are entitled to a single desktop. It does not apply to
users entitled to multiple virtual desktops.

Use OSD Logo for When enabled, the OSD logo banner appears at the top of login screens in place of the default

Login Banner banner.

Enable Peer Loss When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.
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Parameter Description

Enable Preparing When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.
Desktop Overlay
This overlay provides assurance that login is proceeding if the desktop takes more than a few
seconds to appear.

Enable RDS When enabled and users connect to a VMware Horizon View Connection Server that offers
Application applications, a list of available applications will be presented.
Access

Applications open in full-screen mode, but can be re-sized once users are in session.

Enable IPv6 This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
Address IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN
Resolution capability to the View connection Server and receive IPv6 and FQDN peer addresses back.
Prefer IPv6 for When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client

FQDN Resolution requests a session.

Disconnect This field lets you control what type of messages appear when a session is disconnected.
Message Filter There are three categories:

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your host
was shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server

log disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

+ Show Error and Warnings Only — This option hides info messages and displays only
Error and Warning messages.

+ Show Error Only — This option hides Info and Warning messages and displays only Error
messages.

+ Show None — Don't show any disconnect messages.
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OSD: View Connection Server + Kiosk Session Settings

Select the View Connection Server + Kiosk session connection type from the Options > Configuration
> Session page to configure a client to use Kiosk mode when connecting to a VMware desktop via a
View Connection Server.

Click the Advanced button to configure advanced settings for this option.

Take precautions to secure PColP Zero Clients

Passwords are stored locally in retrievable form when PColP Zero Clients are configured with this
session connection type. For this reason, it should not be used in high security environments.
Ensure that you take precautions to prevent theft of the zero client if you do use this session
connection type.
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vmware Horizon
Configure the connection to a peer device
Connection Type: ‘»\/iew Connection Server + Kiosk "l
DNS Name or IP Address: ‘
® Zero Client MAC © Custom
Username: CM-|02:50:56:97:27:92
Password: H
[ Advanced ]

Unlock \ OK || cancel || Apply |

OSD Session connection type — View Connection Server + Kiosk
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vmware' Horizon

Configure the advanced View Connection Server settings for the device

Port: ’_
Use OSD Logo For Login Banner:
Enable Peer Loss Overlay:

Enable Preparing Desktop Overlay:
Enable RDS Application Access:
Enable IPv6 Address Resolution:

Prefer IPv6 for FQDN Resolution:

O 000 oOo

’ Leave blank for default

OSD: View Connection Server + Kiosk Session Settings

Disconnect Message Filter:  |Show All

| Apply || cancel |

Advanced Settings

The following parameters can be found on the OSD View Connection Server + Kiosk page.
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0OSD View Connection Server + Kiosk Parameters
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Parameter Description

DNS Name or IP Enter the View Connection Server’s DNS name or IP address.
Address
Username Select the type of user name that matches the naming you use for the devices on the View

Connection Server.
+ Zero Client MAC: Select this option to automatically populate the Username field with
the MAC address of the Tera2 PColP Zero Client.

+ Custom: Enter the user name for the Tera2 PColP Zero Client. This user name has the

prefix 'Custom'’.

When Custom is selected as the user name type, enter the value for this component of the
custom user name. This field is limited to 13 characters.

Password To password protect the virtual machine for the kiosk, enter a password in this field. This
password must match the one entered for the device in the View Connection Server.

Port By default, port 443 is used to communicate with the connection server. If your network is set
up to use a non-standard port for secure connections, enter the port number.

Use OSD Logo for When enabled, the OSD logo banner appears at the top of login screens in place of the default

Login Banner banner.

Enable Peer Loss When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable Preparing When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Desktop Overlay
This overlay provides assurance that login is proceeding if the desktop takes more than a few
seconds to appear.

Enable RDS When enabled and users connect to a VMware Horizon View Connection Server that offers
Application applications, a list of available applications will be presented.
Access

Applications open in full-screen mode, but can be re-sized once users are in session.

Enable IPv6 This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
Address IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN
Resolution capability to the View connection Server and receive IPv6 and FQDN peer addresses back.
Prefer IPv6 for When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client

FQDN Resolution requests a session.

Disconnect This field lets you control what type of messages appear when a session is disconnected.
Message Filter There are three categories:

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another location or your host
was shut down or restarted.
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Parameter Description

* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server

log disconnect codes mean? (KB 1094).
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Parameter Description

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

+ Show Error and Warnings Only - This option hides info messages and displays only
Error and Warning messages.

+ Show Error Only — This option hides Info and Warning messages and displays only Error
messages.

+ Show None — Don't show any disconnect messages.
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OSD: View Connection Server + Imprivata OneSign Session Settings

Select the View Connection Server + Imprivata OneSign session connection type from the Options >
Configuration > Session page to configure a client to authenticate through the Imprivata OneSign
system in addition to a View Connection Server when connecting to a VMware desktop.

Click the Advanced button to configure advanced settings for this option.

Configuration

MNetwork | IPv6 | Management | SCEP | Label | Discovery ’ Session ’ Powerl Display |Aocess | Audio | Reset |

Configure the connection to a peer device

Connection Type: ’\/iew Connection Server + Imprivata OneSignl"

Bootstrap URL: ’

| Advanced |

Unlock |i oK | [ cancel |[ Apply |

OSD Session Connection Type - View Connection Server + Imprivata OneSign
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vmware' Horizon

Configure the advanced View Connection Server settings for the device

OneSign Pool Name Mode: |Ign0re the Pool Name to Select field H

Pool Name to Select:

Remember Username:

[

Use OSD Logo For Login Banner:
Prefer GSC-IS:

= O

Enable Peer Loss Overlay:
Enable Preparing Desktop Overlay:
Enable RDS Application Access:

I ) |

Enable IPv6 Address Resolution:

Prefer IPv6 for FQDN Resolution:

Disconnect Message Filter:  |[Showv Al H

| Apply || cancel |

Advanced Settings

The following parameters can be found on the OSD View Connection Server + Imprivata OneSign
page.
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OSD View Connection Server + Imprivata OneSign Parameters
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Parameter Description

Bootstrap URL Enter the bootstrap URL used to find an initial OneSign server in a OneSign authentication
deployment.

OneSign Pool Select whether the Pool Name to Select property is used in OneSign mode.

Name Mode « Ignore the Pool Name to Select field

* Use the Pool Name to Select field if set For Teral PColP Zero Clients, this
parameter is called OneSign Desktop Name Mode.

Pool Name to Enter the pool name. When the list includes a pool with this name, the client will immediately start
Select a session with that pool. This field is case-insensitive. For Tera1 PColP Zero Clients, this
parameter is called Desktop Name to Select

Remember When enabled, the user name text box automatically populates with the last username entered.
Username

Use OSD Logo When enabled, the OSD logo banner appears at the top of login screens in place of the default
for Login banner.

Banner

Prefer GSC-IS When enabled, if a smart card (CAC) supports more than one interface such as GSC-IS and PIV

then GSC-IS is used. However in the case where the card supports both GSC-IS and PIV, and only
PIV objects are configured on the card then the connection may fail. If this is the case uncheck
the box and retest. If a smart card supports only one interface, such as either GSC-IS or PIV
endpoint, then only the GSC-IS or PIV endpoint interface is used regardless of this setting. This
only affects smart card access performed outside of PColP sessions.

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.This

Preparing overlay provides assurance that login is proceeding if the desktop takes more than a few seconds

Desktop to appear.

Overlay

Enable RDS When enabled and users connect to a VMware Horizon View Connection Server that offers

Application applications, a list of available applications will be presented. Applications open in full-screen

Access mode, but can be re-sized once users are in session.

Enable IPv6 This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered

Address IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN

Resolution capability to the View connection Server and receive IPv6 and FQDN peer addresses back.

Prefer IPv6 for When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client requests

FQDN a session.

Resolution

This field lets you control what type of messages appear when a session is disconnected. There
are three categories:
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Parameter Description

Disconnect

Message Information: User- or administrator-initiated actions affecting the session:

Filter

* You have been disconnected because you logged in from another location or your host was

shut down or restarted.

* You have been disconnected because an administrator disconnected you.

* You have been disconnected because you logged in from another location.

+ You have been disconnected because you disconnected from your workstation.

Warning: System-initiated, but expected actions affecting the session:
+ You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

+ Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100).
administrator for assistance.

* You have been disconnected due to a configuration error (0x201).
administrator for assistance.

* You have been disconnected due to a configuration error (0x300).
administrator for assistance.

* You have been disconnected due to a configuration error (0x301).
administrator for assistance.

* You have been disconnected due to a configuration error (0x302).
administrator for assistance.

* You have been disconnected due to a configuration error (0x303).
administrator for assistance.

* You have been disconnected due to a configuration error (0x305).
administrator for assistance.

* You have been disconnected due to a configuration error (0x400).
administrator for assistance.

* You have been disconnected due to a configuration error (0x401).
administrator for assistance.

* You have been disconnected due to a configuration error (0x402).
administrator for assistance.

* You have been disconnected due to a configuration error (0x403).
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x404). Contact your IT

administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:

+ Show All - This option shows all disconnect messages including Info, Warning, and Error

messages.

+ Show Error and Warnings Only — This option hides info messages and displays only Error

and Warning messages.

+ Show Error Only — This option hides Info and Warning messages and displays only Error

messages.

+ Show None - Don't show any disconnect messages.

-115/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P


https://help.teradici.com/s/article/1094
https://help.teradici.com/s/article/1094

PColP Zero Client Firmware Administrators Guide Configuring Sessions via the AWI

Configuring Sessions via the AWI

AWI: Amazon WorkSpaces

Select the Amazon WorkSpaces session connection type from the Configuration > Session page to
configure the client to connect directly to your Amazon WorkSpaces desktop through multi-factor
authentication when connecting with PColP Zero Clients on firmware 6.0 or newer. This connection
type removes the need to deploy and manage the PColP Connection Manager for Amazon
WorkSpaces in order to connect PColP Zero Clients to Amazon WorkSpaces.

© Security

The connection manager determines the security requirements. Amazon WorkSpaces session
type uses an Amazon connection manager which requires multi-factor authentication when
connecting to Amazon WorkSpaces.
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Session

Configure the connection to a device

Session Connection Type: | Amazon WorkSpaces v |

AWS Registration Code: | }
AWS Connection Name: | ‘

| Hide Advanced Options \

Desktop Name to Select: | |

Certificate Check Mode: |Varn before connecting to untrusted servers v |

Certificate Check Mode Lockout: | prevent users from changing the Certificate Check Mode

Auto Connect: | Disabled v |
Connection Server Cache Mode: | Last servers used ¥ | | Clear cache entries |
Auto Launch If Only One C
Desktop: —

Enable Peer Loss Overlay: [

Enable Preparing Desktop O
Overlay: —

Enable Session Disconnect ¥ CTRL + ALT + F12

Hotkey:
PColIP Utility Bar Mode: | Disabled v |
TLS Security Mode: IMaximum Compatibility: TLS 1.1 or higher with RSA keys v
Disconnect Message Filter: | Show All v
Enable DSCP: [

Enable Congestion Notification: #

Apply | Cancel

AWI Session Connection type — Amazon WorkSpaces

The following parameters can be found in the AWI Session tab when the Amazon WorkSpaces
connection type is selected with the advanced tab showing.
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AWI Amazon WorkSpaces
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Parameter Description

AWS Enter the registration code from the invitation email sent after creating your Amazon WorkSpace.

Registration

Code

AWS Enter a name for this registered Amazon WorkSpace instance.

Connection

Name

Desktop Name Enter the desktop name used by the client when starting a session.

to Select This field is case-insensitive.

Certificate Select the level of verification performed on the certificate presented by the connection server:

Check Mode * Never connect to untrusted servers: Configure the client to reject the connection if a
trusted, valid certificate is not installed. (This is the most secure option.)

+ Warn before connecting to untrusted servers: Configure the client to display a warning if
an unsigned or expired certificate is encountered, or if the certificate is not self-signed and
the Tera2 PColP Zero Client trust store is empty. (This option is selected by default.)

* Do not verify server identity certificates: Configure the client to enable all connections.
(This option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD.
Check Mode

Lockout

Auto Connect This field determines the client’s auto connect behavior after startup:

« Enabled: The client automatically connects with the connection server after startup and a
PColP session ends, bypassing the OSD Connect page.

+ Disabled: The client does not automatically connect with the connection server.

+ Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This
wait time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always

perform a single attempt to contact the connection server when this option is selected.

After enabling Auto Connect, the client must be power-cycled for the change to take effect.
Connection This field determines which Amazon Workspaces a user can select from the connection drop-
Server Cache down menu on the OSD Connect page.
Mode - Last servers used: Select this option if you want users to select the cached list of Amazon

WorkSpaces. The drop-down lists the previous 50 WorkSpaces that the Zero Client
established a successful connection to. If the cache is not cleared, new connections will
begin to replace WorkSpaces that were previously cached starting at the oldest saved
connection first.

+ Read-only: Select this option if you want users to select an Amazon WorkSpace from a
read-only list. This list is created from a PColP Management Console profile that has
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Parameter Description

Broker Address Cache List entries. and it will replace the Amazon WorkSpaces cached

entries when applied to the Zero Client.

Auto Launch If When enabled, users are automatically connected to a provisioned desktop after user credentials
Only One are entered.
Desktop

This feature only applies to users who are entitled to a single desktop. It does not apply to users
entitled to multiple virtual desktops.

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Preparing

Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few

Overlay seconds to appear.

Enable Session When enabled, users can press the ctr1 [+ a1t [+ r12 | hotkey sequence to quickly disconnect

Disconnect a PColP session. See Disconnecting from a Session for details.

Hotkey

PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in

Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a

session or to shut down a remote workstation. For Direct to Host session connection types,
Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process

mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites + Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.

* Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option
provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:
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Parameter Description

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another
shut down or restarted.

location or your host was

* You have been disconnected because an administrator disconnected you.

* You have been disconnected because you logged in from another

location.

* You have been disconnected because you disconnected from your workstation.

Warning: System-initiated, but expected actions affecting the session:
+ You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

+ Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100).
administrator for assistance.

* You have been disconnected due to a configuration error (0x201).
administrator for assistance.

* You have been disconnected due to a configuration error (0x300).
administrator for assistance.

* You have been disconnected due to a configuration error (0x301).
administrator for assistance.

* You have been disconnected due to a configuration error (0x302).
administrator for assistance.

* You have been disconnected due to a configuration error (0x303).
administrator for assistance.

* You have been disconnected due to a configuration error (0x305).
administrator for assistance.

* You have been disconnected due to a configuration error (0x400).
administrator for assistance.

* You have been disconnected due to a configuration error (0x401).
administrator for assistance.

* You have been disconnected due to a configuration error (0x402).
administrator for assistance.

* You have been disconnected due to a configuration error (0x403).
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log
disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

+ Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
Enable DSCP When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic

accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

+ DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low,
medium, or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
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Parameter Description

networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

Enable When enabled, transport congestion notification is enabled to enable PColP endpoints to react
Congestion accordingly if an intermediate network node sets the congestion notification bit in either the IP
Notification header or PColP transport header. For more information about the PColP transport header, see

PColP Packet Format.
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AWI: Auto Detect Session Settings

Select the Auto Detect session connection type from the Configuration > Session page to let the
Tera2 PColP Zero Client automatically detect which broker protocol a connection server is using so
users in a mixed environment (for example, one that uses View Connection Servers and PColP
Connection Managers) do not have to manually reconfigure the session type each time they switch
brokers. Once a successful connection has been made, the server URI will automatically appear in the
Server drop-down list on the user's OSD Connect screen, along with any other desktops the user has
successfully connected to. Additionally, you can use Auto Detect when connecting directly to HP
Anyware.

Session

Configure the connection to a device

Session Connection Type: IAutO Detect j

Server URI: |

Apply | Cancel

AWI Session connection type — Auto Detect
The following parameters can be found on the AWI Auto Detect page.

AWI Auto Detect Parameters

Parameter Description

Server URI Enter the Uniform Resource Identifier (URI) for the PColP Connection Manager, Broker, or HP
Anyware host.

The URI must be in the form https://<host FQDN> or https://<ip address>. Once a successful

connection has been made, it will appear in the Server drop-down list on the OSD Connect page if the
Tera2 PColP Zero Client is configured to cache servers.
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AWI: Direct to Host Session Settings

Select the Direct to Host session connection type from the Configuration > Session page to configure

the client to connect directly to a Remote Workstation Card.

Session

Configure the connection to a device

Session Connection Type: [Direct to Host v|
DNS Name or IP Address: |192.168.e.4 |

[ Hide Advanced Options
Wake Host from Low Power | viake-On-LAN Enabled + Peer Address v

State:

Host Wake MAC Address: @2 -30 -@4 -19 -(@ -75
Enable Auto-Reconnect: ()

Enable Peer Loss Overlay: ()

Enable Preparing Desktop O
Overlay:

Enable Session Disconnect
Hotkey:

PColIP Utility Bar Mode: [Disabled v

B CTRL + ALT + F12

TLS Security Mode: |.‘1aximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption v

Disconnect Message Filter: | Show A1l v

Enable DSCP: (]

Enable Congestion Notification:

AWI Session connection type — Direct to Host

The following parameters can be found on the AWI Direct to Host page.

-125/496 -

Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide AWI: Direct to Host Session Settings

AWI Direct to Host Parameters
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Parameters Description

DNS Name or Enter the IP address or DNS name for the Remote Workstation Card.

IP Address

Wake Host Select whether to use the PColP Remote Workstation Card's MAC and IP address or a custom
from Low MAC and IP address when configuring the Wake-On-LAN feature on a client. This feature wakes
Power State up the host when the user presses the client's power button, a key on the keyboard, or clicks the

Connect button on the Connect window.

+ Wake-On-LAN Enabled + Peer Address: After you have successfully connected to the
PColP Remote Workstation Card, both the card’s MAC address and IP address are
automatically populated in the Host Wake MAC Address and Host Wake IP Address fields.

+ Wake-On-LAN Enabled + Custom Address: When selected, enables you to manually enter
the MAC address and IP address of the device you want to wake up.

If the Remote Workstation Card Software is installed in the host PC and the Use host PC
NIC for Wake-on-LAN setting is enabled in the Features > Power Management section of
the Remote Workstation Card Software GUI, the MAC address and IP address of the host
PC's network interface card (NIC) will automatically be populated in the Host Wake MAC
Address and Host Wake IP Address fields.

The hardware host must be able to support waking from low power state (off/hibernate/sleep)
when it receives a wake-on-LAN packet.

You can disable the Wake-On-LAN feature from the AWI Power page.

Host Wake Enter the host's MAC address to complete the host wake up configuration when Wake-On-LAN
MAC Address Enabled + Custom Address is selected.
When Wake-On-LAN Enabled + Peer Address is selected, the host's MAC address is populated
after a successful connection. The client will send a 'magic packet' to the MAC address to wake
the host computer from a low power state.

Host Wake IP Enter the host’s IP address to complete the host wake up configuration when Wake-On-LAN
Address Enabled + Custom Address is selected. The client will send a 'magic packet' to this IP address to
wake the host computer from a low power state.

Enable Auto- When enabled, lets the client automatically reconnect with the last connected host when a

Reconnect session is lost.

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When a user first logs into a PColP session, this overlay appears with the message: Preparing

Preparing desktop...

Desktop

Overlay

Enable

Session
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Parameters Description

Disconnect When enabled, users can press the ctr1 [+ a1t J+ r12 | hotkey sequence to quickly disconnect a
Hotkey PColP session. See Disconnecting from a Session for details.

PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in
Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a

session or to shut down a remote workstation. For Direct to Host session connection types,
Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process

mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites « Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.

* Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option
provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another location or your host was
shut down or restarted.

+ You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.
+ Unable to connect (0x1001). Contact your IT administrator.

+ Unable to connect (0x1002). Contact your IT administrator.
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Parameters Description

+ Session closed remotely.
« Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

+ Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.

Enable DSCP When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
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Parameters Description

proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic
accordingly. Additional settings can be configured via group policy for systems using PColP
software hosts such as HP Anyware. See your host agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

» DSCP value of AF12 for USB virtual channels

Software Host Agent (configurable OS policy to set session priority to low,
medium, or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

Enable When enabled, transport congestion notification is enabled to enable PColP endpoints to react
Congestion accordingly if an intermediate network node sets the congestion notification bit in either the IP
Notification header or PColP transport header. For more information about the PColP transport header, see

PColP Packet Format.
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AWI: Direct to Host + SLP Host Discovery Session Settings

Select the Direct to Host + SLP Host Discovery session connection type from the Configuration >
Session page to configure the client to connect directly to a host and to use Service Location
Protocol (SLP) to discover the host automatically.

Session

Configure the connection to a device

Session Connection Type:IDirect to Host + SLP Host Discovery :I

Hide Advanced Options

Enable Auto-Reconnect:

Enable Peer Loss Overlay: I

Enable Preparing Desktop r
Overlay:

Enable Session Disconnect
Hotkey: ™ CTRL + ALT + F12

PCoIP Utility Bar Mode: | Disabled ~|
Session Negotiation Cipher Suites: IMaximum Compatibility: TLS 1.0 or higher with RSA keys LI
Disconnect Message Filter: IShow All 3

Enable DSCP: ™

Enable Congestion Notification: V¥

Apply | Cancel |

AWI Session connection type — Direct to Host + SLP Host Discovery

The following parameters can be found on the AWI Direct to Host + SLP Host Discovery page.
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AWI Direct to Host + SLP Host Discovery Parameters
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Parameters Description

Enable Auto- When enabled, lets the client automatically reconnect with the last connected host when a

Reconnect session is lost.

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Preparing

Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few

Overlay seconds to appear.

Enable When enabled, users can press the ctr1 [+ a1t J+ r12 | hotkey sequence to quickly disconnect a

Session PColP session. See Disconnecting from a Session for details.

Disconnect

Hotkey

PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in

Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a

session or to shut down a remote workstation. For Direct to Host session connection types,
Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process

mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites + Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.

* Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option
provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another location or your host was
shut down or restarted.
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Parameters Description

* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, seeWhat do the PColP server log

disconnect codes mean? (KB 1094).
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Parameters Description

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

+ Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

- Show None — Don't show any disconnect messages.
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Parameters Description

Enable DSCP

Enable
Congestion
Notification

When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic
accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP_Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

+ DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low, medium,
or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

When enabled, transport congestion notification is enabled to enable PColP endpoints to react
accordingly if an intermediate network node sets the congestion notification bit in either the IP
header or PColP transport header. For more information about the PColP transport header, see
PColP Packet Format.

-136/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P


https://docs.teradici.com/find/product/hp-anyware/current

PColP Zero Client Firmware Administrators Guide AWI: PColP Connection Manager Session Settings

AWI: PColP Connection Manager Session Settings

Select the PColP Connection Manager session connection type from the Configuration > Session
page to configure the client to use a PColP Connection Manager as the PColP session broker or when
connecting to a HP Anyware host.

Session
Configure the connection to a device

Session Connection Type: | PCoIP Connection Manager v

Server URI:

| Hide Advanced Options

Desktop Name to Select:
Certificate Check Mode: | Warn before connecting to untrusted servers v

Certificate Check Mode Lockout: Prevent users from changing the Certificate Check Mode
Auto Connect: | Disabled v

Connection Server Cache Mode: | Last servers used ¥ | Clear cache entries |

Enable Self Help Link:

Auto Launch If Only One
Desktop:

Remember Username: ¥
Use OSD Logo For Login Banner:

Enable Peer Loss Overlay:

Enable Preparing Desktop
Overlay:

Enable Session Disconnect
¥/ CTRL + ALT + F12

Hotkey:
PCoIP Utility Bar Mode: | Disabled v
TLS Security Mode: [.\1aximum Compatibility: TLS 1.1 or higher with RSA keys v
Disconnect Message Filter: | Show All v
Enable DSCP:

Enable Congestion Notification: ¢

Organization ID:

| Apply I Cancel |

AWI Session connection type — PColP Connection Manager

The following parameters can be found on the AWI PColP Connection Manager page.
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AWI PColP Connection Manager Parameters
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Parameter Description

Server URI Enter the Uniform Resource Identifier (URI) for the PColP Connection Manager, Broker, or HP
Anyware host.

The URI must be in the form https://<host FQDN> or https://<ip address>.

Desktop Name Enter the desktop name used by the client when starting a session.

to Select This field is case-insensitive.

Certificate Select the level of verification performed on the certificate presented by the connection server:
Check Mode + Never connect to untrusted servers: Configure the client to reject the connection if a

trusted, valid certificate is not installed. (This is the most secure option.)

+ Warn before connecting to untrusted servers: Configure the client to display a warning if
an unsigned or expired certificate is encountered, or if the certificate is not self-signed and
the Tera2 PColP Zero Client trust store is empty. (This option is selected by default.)

« Do not verify server identity certificates: Configure the client to enable all connections.
(This option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD.
Check Mode

Lockout

Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a PColP
session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This wait
time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
perform a single attempt to contact the connection server when this option is selected.
After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Connection This field determines whether a connection server is dynamically added to the Server drop-down
Server Cache menu on the OSD Connect page when a user types in a valid server URI, or whether it appears in
Mode a read-only list for the user to select.

« Last servers used: Select this option if you want a list of cached servers that a user has
typed in to appear in the Server drop-down menu on the OSD Connect page. The cache
lists the previous 25 servers that established a successful connection. If the cache is not
cleared, new connections will begin to replace servers that were previously cached starting
at the oldest saved connection first.

+ Read-only: Select this option if you want users to select a connection server from a read-
only list. This list is created using the PColP Management Console. This list will replace
the cached listed servers when it is selected for use.
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Parameter Description

Enable Self See Enabling the Self Help Link for details.

Help Link

Auto Launch If When enabled, users are automatically connected to a provisioned desktop after user
Only One credentials are entered.

Desktop

This feature only applies to users who are entitled to a single desktop. It does not apply to users
entitled to multiple virtual desktops.

Remember When enabled, the user name text box automatically populates with the last username entered.

Username

Use OSD Logo When enabled, the OSD logo banner appears at the top of login screens in place of the default

for Login banner.

Banner

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Preparing

Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few

Overlay seconds to appear.

Enable Session When enabled, users can press the ctrl [+ a1t [+ r12 | hotkey sequence to quickly disconnect

Disconnect a PColP session. See Disconnecting from a Session for details.

Hotkey

PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in

Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a

session or to shut down a remote workstation. For Direct to Host session connection types,
Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process

mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide
the utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session
Negotiation
Cipher Suites
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Parameter Description

Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
between the PColP client and the PColP host.
« Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve
encryption: This option provides maximum compatibility.

+ Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option

provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your host
was shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

+ You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
« Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

« Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.
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Parameter Description

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT

administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log
disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

« Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
Enable DSCP When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic

accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP_Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

+ DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low,
medium, or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
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Parameter Description

+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

Enable When enabled, transport congestion notification is enabled to enable PColP endpoints to react
Congestion accordingly if an intermediate network node sets the congestion notification bit in either the IP
Notification header or PColP transport header. For more information about the PColP transport header, see

PColP Packet Format.

Organization ID Enter an organization ID for the company (for example, ‘'mycompany.com’). This field accepts
any UTF-8 character.

You only need to specify this parameter if the PColP Connection Manager requests it. The
organization ID is used for certain types of PColP Broker Protocol authentication messages.

Enabling the Self Help Link

The Self Help Link option lets you configure a self-help link that will appear on the OSD Connect
window. When users click this link, they are automatically connected to a specific desktop that can be
used as a corporate resource—for example, a desktop containing IT help information. After enabling
this option, you configure all the necessary details to automatically log users in to the desktop that
you specify. You also configure the link text that you want to appear on the Connect window.
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Enable Self Help Link: ¥

Connection Server: |
Port: | (Leave blank for default)

Username: |

Password: |

Domain: |

Pool Name to Select: |
Link Text: |

Enable Self Help Link options

When you enable this field, the following options appear:

Parameter Description

Connection Enter the fully-qualified domain name of the connection server brokering the desktop (for
Server example, a PColP Connection Manager for a PColP Connection Manager session connection type,
or a View Connection Server for a View Connection Server session connection type).

Port By default, port 443 is used to communicate with the connection server. If your network is set up
to use a non-standard port for secure connections, enter the port number.

Username To password protect the self-help desktop, enter a username in this field.
Password To password protect the self-help desktop, enter a password in this field.

Domain Enter the domain name for the self-help desktop (for example, mycompany.com).
Pool Name to Enter the pool or desktop name for the self-help desktop.

Select

Link Text Enter the text that you want to appear as hyperlinked text on the Connect window.
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AWI: PColP Connection Manager + Auto-Logon Session Settings

Select the PColP Connection Manager + Auto-Logon session connection type from the Configuration
> Session page to configure the client to automatically enter a user’s login details when a PColP
Connection Manager is used as the PColP session broker, or when connecting directly to a HP
Anyware host.

Take precautions to secure PColP Zero Clients

Passwords are stored locally in retrievable form when PColP Zero Clients are configured with this
session connection type. For this reason, it should not be used in high security environments.
Ensure that you take precautions to prevent theft of the zero client if you do use this session
connection type.
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Session

Configure the connection to a device

Session Connection Type: I PCoIP Connection Manager + Auto-Logon EI

Server URI: Iht,tps ://1lterwkstn90.teradici.local

Logon Username: |

Logon Password: |

Logon Domain Name: |

Hide Advanced Options

Desktop Name to Select: |

Certificate Check Mode: IWarn before connecting to untrusted servers j

Certificate Check Mode Lockout: [ Prevent users from changing the Certificate Check Mode

Auto Connect: I Disabled LI

Connection Server Cache Mode: ILast: servers used EI Clear cache entries

Auto Launch If Only One Desktop: ¥
Use OSD Logo For Login Banner: [

Enable Peer Loss Overlay:

Enable Preparing Desktop
Overlay:

Enable Session Disconnect
Hotkey: ¥ CTRL + ALT + F12

PCoIP Utility Bar Mode: | Disabled |
Session Negotiation Cipher Suites: |Maximum Compatibility: TLS 1.0 or higher with RSA keys :]
Disconnect Message Filter: | Show All :]

Enable DSCP: ™

Enable Congestion Notification: ¥

Apply I Cancel I

AWI Session Connection type — PColP Connection Manager + Auto-Logon

The following parameters can be found on the AWI PColP Connection Manager + Auto-Logon page.
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AWI PColP Connection Manager + Auto-Logon Parameters
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Parameter Description

Server URI Enter the Uniform Resource Identifier (URI) for the PColP Connection Manager, Broker, or HP
Anyware host.

The URI must be in the form https://<host FQDN> or https://<ip address>. Once a successful
connection has been made, it will appear in the Server drop-down list on the OSD Connect page if
the Tera2 PColP Zero Client is configured to cache servers.

Logon Enter the user name for the client (maximum number of characters is 128). This user name will
Username be sent to the specified connection server.

Logon Enter the password for the client (maximum number of characters is 128). This password will be
Password sent to the specified connection server.

Logon Domain Enter the domain for the client (maximum number of characters is 256). This domain will be sent
Name to the specified connection server.

Desktop Name Enter the desktop name used by the client when starting a session.

to Select

This field is case sensitive.

Certificate Select the level of verification performed on the certificate presented by the connection server:
Check Mode * Never connect to untrusted servers: Configure the client to reject the connection if a
trusted, valid certificate is not installed. (This is the most secure option.)

+ Warn before connecting to untrusted servers: Configure the client to display a warning if an
unsigned or expired certificate is encountered, or if the certificate is not self-signed and the
Tera2 PColP Zero Client trust store is empty. (This option is selected by default.)

- Do not verify server identity certificates: Configure the client to enable all connections.
(This option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD
Check Mode or AWI.

Lockout

Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a PColP
session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This wait
time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
perform a single attempt to contact the connection server when this option is selected.

After enabling Auto Connect, the client must be power-cycled for the change to take effect.
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Parameter Description

Connection This field determines whether a connection server is dynamically added to the Server drop-down
Server Cache menu on the OSD Connect page when a user types in a valid server URI, or whether it appears in a
Mode read-only list for the user to select.

- Last servers used: Select this option if you want a list of cached servers that a user has
typed in to appear in the Server drop-down menu on the OSD Connect page. The cache lists
the previous 25 servers that established a successful connection. If the cache is not
cleared, new connections will begin to replace servers that were previously cached starting
at the oldest saved connection first.

+ Read-only: Select this option if you want users to select a connection server from a read-
only list. This list is created using the PColP Management Console. This list will replace the
cached listed servers when it is selected for use.

Auto Launch If When enabled, users are automatically connected to a provisioned desktop after user credentials
Only One are entered.
Desktop

This feature only applies to users who are entitled to a single desktop. It does not apply to users
entitled to multiple virtual desktops.

Use OSD Logo When enabled, the OSD logo banner appears at the top of login screens in place of the default

for Login banner.

Banner

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Preparing

Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few

Overlay seconds to appear.

Enable When enabled, users can press the ctr1 [+ a1t |+ r12 | hotkey sequence to quickly disconnect a

Session PColP session. See Disconnecting from a Session for details.

Disconnect

Hotkey

PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in

Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a

session or to shut down a remote workstation. For Direct to Host session connection types,

Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process
mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

* Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.
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Parameter Description

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites + Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.
* Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option

provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your host was
shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.
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Parameter Description

Enable DSCP

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:
« Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

+ Show Error and Warnings Only — This option hides info messages and displays only Error
and Warning messages.

« Show Error Only — This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic

accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

+ DSCP value of AF12 for USB virtual channels
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Parameter Description

Software Agent (configurable OS policy to set session priority to low, medium,
or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

Enable When enabled, transport congestion notification is enabled to enable PColP endpoints to react
Congestion accordingly if an intermediate network node sets the congestion notification bit in either the IP
Notification header or PColP transport header. For more information about the PColP transport header, see

PColP Packet Format.
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AWI: View Connection Server Session Settings

Select the View Connection Server session connection type from the Configuration > Session page to
configure the client to use a View Connection Server as the broker when connecting to a VMware
desktop.

7" Connecting a View Connection Server to a workstation

You can also use a View Connection Server to connect to a workstation with a PColP Remote
Workstation Card installed. For this option, VMware Horizon Agent must be installed on the remote
workstation, and a number of other configuration requirements for both the client and host must
be in place. For complete details, refer to Using PColP® Host Cards with VMware Horizon or
reference KB 1044.
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Session

Configure the connection to a device

Session Connection Type: IView Connection Server

DNS Name or IP Address: Iview.teradici.com

Hide Advanced Options |

Pool Name to Select: |
Port: I (Leave blank for default)

=
Certificate Check Mode Lockout: [” Prevent users from changing the Certificate Check Mode

Trusted View Connection Servers: Show | Clear |

Auto Connect: | Disabled

Certificate Check Mode: |Warn before connecting to untrusted servers

[

Clear cache entries

[

Connection Server Cache Mode: ILast servers used

-

Enable Self Help Link:

<l

Auto Launch If Only One Pool:

<l

Remember Username:

Use OSD Logo For Login Banner:

<7

Prefer GSC-IS:

Enable Peer Loss Overlay:

Enable Preparing Desktop
Overlay:

Enable Session Disconnect
Hotkey:

-

M CTRL + ALT + F12
o
PCoIP Utility Bar Mode: | Disabled

Enable RDS Application Access:

[

Session Negotiation Cipher Suites: |Maximum Compatibility: TLS 1.0 or higher with RSA keys

[

Disconnect Message Filter: | Show All

Custom Session SNI: |

Enable DSCP:

<7

Enable Congestion Notification:
Enable IPv6 Address Resolution:
Prefer IPv6 for FQDN Resolution:

o

Apply I Cancel |

AWI Session Connection type — View Connection Server

The following parameters can be found on the AWI View Connection Server page.
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AWI View Connection Server Parameters
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Parameter Description

DNS Name or Enter the View Connection Server's DNS name or IP address. For VMware Horizon Daas, this is
IP Address the DNS name or IP address of the VMware Horizon DaaS Desktop Portal.

Pool Name to Enter the pool name. When the list includes a pool with this name, the client will immediately
Select start a session with that pool. This field is case-insensitive.

Port By default, port 443 is used to communicate with the connection server. If your network is set up

to use a non-standard port for secure connections, enter the port number.

Certificate Select the level of verification performed on the certificate presented by the connection server:
Check Mode Never connect to untrusted servers: Configure the client to reject the connection if a trusted,
valid certificate is not installed. (This is the most secure option.)
Warn before connecting to untrusted servers: Configure the client to display a warning if an
unsigned or expired certificate is encountered, or if the certificate is not self-signed and the Tera2
PColP Zero Client trust store is empty. (This option is selected by default.)
Do not verify server identity certificates: Configure the client to enable all connections. (This
option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD.
Check Mode

Lockout

Trusted View Click the Show button to display View Connection Servers for which the client has received a
Connection valid certificate.

Servers Click the Clear button to clear this cache.

Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a PColP
session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This wait
time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
perform a single attempt to contact the connection server when this option is selected.
After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Connection This field determines whether a connection server is dynamically added to the Server drop-down
Server Cache menu on the OSD Connect page when a user types in a valid server URI, or whether it appears in a
Mode read-only list for the user to select.

« Last servers used: Select this option if you want a list of cached servers that a user has
typed in to appear in the Server drop-down menu on the OSD Connect page. The cache lists
the previous 25 servers that established a successful connection. If the cache is not
cleared, new connections will begin to replace servers that were previously cached starting
at the oldest saved connection first.
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Parameter Description

Enable Self
Help Link

Auto Launch If
Only One Pool

Remember
Username

Use OSD Logo

for Login
Banner

Prefer GSC-IS

Enable Peer
Loss Overlay

Enable
Preparing
Desktop
Overlay

Enable
Session
Disconnect

Hotkey

Enable RDS
Application
Access

PColP Utility
Bar Mode

+ Read-only: Select this option if you want users to select a connection server from a read-
only list. This list is created using the PColP Management Console. This list will replace the
cached listed servers when it is selected for use.

See Enabling the Self Help Link for details.

When enabled, users are automatically connected to a provisioned desktop or application after
user credentials are entered.
For Tera2 PColP Zero Clients, this parameter is called Auto Launch If Only One Desktop.

« This feature only applies to users who are entitled to a single desktop. It does not apply to
users entitled to multiple virtual desktops.

When enabled, the user name text box automatically populates with the last username entered.

When enabled, the OSD logo banner appears at the top of login screens in place of the default
banner.

When enabled, if a smart card (CAC) supports more than one interface such as GSC-IS and PIV
then GSC-IS is used. However in the case where the card supports both GSC-IS and PIV, and only
PIV objects are configured on the card then the connection may fail. If this is the case uncheck
the box and retest. If a smart card supports only one interface, such as either GSC-IS or PIV
endpoint, then only the GSC-IS or PIV endpoint interface is used regardless of this setting. This
only affects smart card access performed outside of PColP sessions.

When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of
network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.
« This overlay provides assurance that login is proceeding if the desktop takes more than a
few seconds to appear.

When enabled, users can press the cerl [+ a1t [+ r12 | hotkey sequence to quickly disconnect a

PColP session. See Disconnecting from a Session for details.

When enabled and users connect to a VMware Horizon View Connection Server that offers
applications, a list of available applications will be presented.
« Applications open in full-screen mode, but can be re-sized once users are in session.

When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in
session and moves the cursor directly under the bar. The utility bar can be used to disconnect a
session or to shut down a remote workstation. For Direct to Host session connection types, Local
Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process mouse
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Parameter Description

events for the utility bar. For all connection types, the mouse must be locally connected (that is,
not bridged).

Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by pointing
the mouse at the top of the screen directly under the utility bar. Users can slide the utility bar to
the right and left at the top of the screen.

Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users cannot
hide the utility bar, but they can slide it to the right and left at the top of the screen.

This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption: This

option provides maximum compatibility.
Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option provides a
higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:
« You have been disconnected because you logged in from another location or your host was
shut down or restarted.
+ You have been disconnected because an administrator disconnected you.
+ You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

+ You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
« Session closed remotely.

« Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.
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Parameter Description

Custom
Session SNI

Enable DSCP

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:

+ Show All — This option shows all disconnect messages including Info, Warning, and Error
messages.

+ Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

« Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.

When enabled, sets a customized Server Name Indication (SNI) string on authorized man-in-the-
middle-enabled clients. The SNI string is appended to the TLS HELLO when the client initiates a
connection with the host.

When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic
accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP Anyware. See your agent documentation for more information.
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Parameter Description

Enable
Congestion
Notification

Enable IPv6
Address
Resolution

Prefer IPv6 for
FQDN
Resolution

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

» DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low, medium,
or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

When enabled, transport congestion notification is enabled to enable PColP endpoints to react
accordingly if an intermediate network node sets the congestion notification bit in either the IP
header or PColP transport header. For more information about the PColP transport header, see
PColP Packet Format.

This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN
capability to the View connection Server and receive IPv6 and FQDN peer addresses back.

When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client requests
a session.
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Enabling the Self Help Link

The Self Help Link option lets you configure a self-help link that will appear on the OSD Connect
window. When users click this link, they are automatically connected to a specific desktop that can be
used as a corporate resource—for example, a desktop containing IT help information. After enabling
this option, you configure all the necessary details to automatically log users in to the desktop that
you specify. You also configure the link text that you want to appear on the Connect window.

Enable Self Help Link: ¥

Connection Server: |
Port: I (Leave blank for default)

Username

Password

Pool Name to Select

:|
:|
Domain:l
:|
:|

Link Text

Enable Self Help Link options

When you enable this field, the following options appear:

Parameter Description

Connection Enter the fully-qualified domain name of the connection server brokering the desktop (for
Server example, a PColP Connection Manager for a PColP Connection Manager session connection type,
or a View Connection Server for a View Connection Server session connection type).

Port By default, port 443 is used to communicate with the connection server. If your network is set up
to use a non-standard port for secure connections, enter the port number.

Username To password protect the self-help desktop, enter a username in this field.
Password To password protect the self-help desktop, enter a password in this field.

Domain Enter the domain name for the self-help desktop (for example, mycompany.com).
Pool Name to Enter the pool or desktop name for the self-help desktop.

Select

Link Text Enter the text that you want to appear as hyperlinked text on the Connect window.
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AWI: View Connection Server + Auto-Logon Session Settings

Select the View Connection Server + Auto-Logon session connection type from the Configuration >
Session page to configure the client to automatically enter a user’s login details when a View
Connection Server is used to connect to a VMware desktop.

Take precautions to secure PColP Zero Clients

Passwords are stored locally in retrievable form when PColP Zero Clients are configured with this
session connection type. For this reason, it should not be used in high security environments.
Ensure that you take precautions to prevent theft of the zero client if you do use this session

connection type.
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Session

Configure the connection to a device

Session Connection Type: IView Connection Server + Auto-Logon j

DNS Name or IP Address: |view.teradici.com

Logon Username: |

Logon Password: |

Logon Domain Name: |

Hide Advanced Options |

Pool Name to Select: |
Port: I (Leave blank for default)

Certificate Check Mode: IWarn before connecting to untrusted servers ;]

Certificate Check Mode Lockout: [” Prevent users from changing the Certificate Check Mode

Trusted View Connection Servers: Show I Clear I

Auto Connect: I Disabled 3

Connection Server Cache Mode: |Lasc servers used j Clear cache entries

Auto Launch If Only One Pool: ¥
Use OSD Logo For Login Banner: [~

Enable Peer Loss Overlay: [~

Enable Preparing Desktop r
Overlay:

Enable Session Disconnect
Hotkey: M CTRL + ALT + F12

Enable RDS Application Access: [

PCoIP Utility Bar Mode: | Disabled =l
Session Negotiation Cipher Suites: IMaximum Compatibility: TLS 1.0 or higher with RSA keys j
Disconnect Message Filter: | Show All j

Custom Session SNI: |

Enable DSCP:

<7

Enable Congestion Notification:
Enable IPv6 Address Resolution:
Prefer IPv6 for FQDN Resolution:

o

Apply Cancel

AWI Session Connection type — View Connection Server + Auto-Logon

The following parameters can be found on the AWI View Connection Server + Auto-Logon page.
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AWI View Connection Server + Auto-Logon Parameters
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Parameter Description

DNS Name or Enter the View Connection Server's DNS name or IP address. For VMware Horizon Daas, this is
IP Address the DNS name or IP address of the VMware Horizon DaaS Desktop Portal.

Logon Enter the user name for the client (maximum number of characters is 128). This user name will
Username be sent to the specified connection server.

Logon Enter the password for the client (maximum number of characters is 128). This password will be
Password sent to the specified connection server.

Logon Domain Enter the domain for the client (maximum number of characters is 256). This domain will be sent
Name to the specified connection server.

Pool Name to Enter the pool name. When the list includes a pool with this name, the client will immediately
Select start a session with that pool.

This field is case-insensitive. For Teral PColP Zero Clients, this parameter is called Desktop
Name to Select.

Port By default, port 443 is used to communicate with the connection server. If your network is set up
to use a non-standard port for secure connections, enter the port number.

Certificate Select the level of verification performed on the certificate presented by the connection server:
Check Mode * Never connect to untrusted servers: Configure the client to reject the connection if a
trusted, valid certificate is not installed. (This is the most secure option.)

+ Warn before connecting to untrusted servers: Configure the client to display a warning if an
unsigned or expired certificate is encountered, or if the certificate is not self-signed and the
Tera2 PColP Zero Client trust store is empty. (This option is selected by default.)

+ Do not verify server identity certificates: Configure the client to enable all connections.
(This option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD
Check Mode or AWI.

Lockout

Trusted View Click the Show button to display View Connection Servers for which the client has received a
Connection valid certificate.

Servers Click the Clear button to clear this cache.

Auto Connect This field determines the client’s auto connect behavior after startup:

Enabled: The client automatically connects with the connection server after startup and a PColP
session ends, bypassing the OSD Connect page.

Disabled: The client does not automatically connect with the connection server.

Enabled With Retry On Error: The client will continuously attempt to contact the connection
server. After a connection failure, the client waits before attempting to connect again. This wait
time increases with each successive failure. The wait interval is not configurable.

Devices running firmware 4.1.1 or lower do not support Retry On Error behavior and will always
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perform a single attempt to contact the connection server when this option is selected.
After enabling Auto Connect, the client must be power-cycled for the change to take effect.

Connection This field determines whether a connection server is dynamically added to the Server drop-down

Server Cache

Mode

Auto Launch If
Only One Pool

Use OSD Logo

menu on the OSD Connect page when a user types in a valid server URI, or whether it appears in a
read-only list for the user to select.

+ Last servers used: Select this option if you want a list of cached servers that a user has
typed in to appear in the Server drop-down menu on the OSD Connect page. The cache lists
the previous 25 servers that established a successful connection. If the cache is not
cleared, new connections will begin to replace servers that were previously cached starting
at the oldest saved connection first.

+ Read-only: Select this option if you want users to select a connection server from a read-
only list. This list is created using the PColP Management Console. This list will replace the
cached listed servers when it is selected for use.

When enabled, users are automatically connected to a provisioned desktop or application after
user credentials are entered.
For Tera2 PColP Zero Clients, this parameter is called Auto Launch If Only One Desktop.

This feature only applies to users who are entitled to a single desktop. It does not apply to users
entitled to multiple virtual desktops.

When enabled, the OSD logo banner appears at the top of login screens in place of the default

for Login banner.
Banner
Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay

network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this

message.
Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.
Preparing
Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few
Overlay seconds to appear.
Enable When enabled, users can press the  cerl [+ a1t [+ r12 | hotkey sequence to quickly disconnect a
Session PColP session. See Disconnecting from a Session for details.
Disconnect
Hotkey
Enable RDS When enabled and users connect to a VMware Horizon View Connection Server that offers
Application applications, a list of available applications will be presented.
Access

Applications open in full-screen mode, but can be re-sized once users are in session.
PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in
Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a

session or to shut down a remote workstation. For Direct to Host session connection types,
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Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process

mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites + Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.
* Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option

provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:
* You have been disconnected because you logged in from another location or your host was
shut down or restarted.
* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.
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* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

+ Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
Custom When enabled, sets a customized Server Name Indication (SNI) string on authorized man-in-the-

Session SNI middle-enabled clients. The SNI string is appended to the TLS HELLO when the client initiates a
connection with the host.

Enable DSCP When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic
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Enable
Congestion
Notification

Enable IPv6
Address
Resolution

Prefer IPv6 for
FQDN
Resolution

accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

+ DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low, medium,
or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

When enabled, transport congestion notification is enabled to enable PColP endpoints to react
accordingly if an intermediate network node sets the congestion notification bit in either the IP
header or PColP transport header. For more information about the PColP transport header, see
PColP Packet Format.

This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN
capability to the View connection Server and receive IPv6 and FQDN peer addresses back.

When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client requests
a session.
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AWI: View Connection Server + Kiosk Session Settings

Select the View Connection Server + Kiosk session connection type from the Configuration >
Session page to configure the client to use Kiosk mode when a View Connection Server is used to

connect to a VMware desktop.

Take precautions to secure PColP Zero Clients

Passwords are stored locally in retrievable form when PColP Zero Clients are configured with this
session connection type. For this reason, it should not be used in high security environments.
Ensure that you take precautions to prevent theft of the zero client if you do use this session

connection type.
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Session

Configure the connection to a device

Session Connection Type: IView Connection Server + Kiosk ﬂ

DNS Name or IP Address: Iview.teradici.com

Username Type: I Zero Client MAC EI

Username: [cm-00:30:04:0E:47:89

Password: |

Hide Advanced Options I
Port: | (Leave blank for default)

Certificate Check Mode:IWarn before connecting to untrusted servers j

Certificate Check Mode Lockout: I prevent users from changing the Certificate Check Mode

Trusted View Connection Servers: Show | Clear I

Use OSD Logo For Login Banner: [

Enable Peer Loss Overlay: ™

Enable Preparing Desktop r
Overlay:

Enable Session Disconnect
Hotkey: ¥ CTRL + ALT + F12

Enable RDS Application Access: [~

PCoIP Utility Bar Mode: | Disabled Rd|
Session Negotiation Cipher Suites: IMaximum Compatibility: TLS 1.0 or higher with RSA keys :I
Disconnect Message Filter: I Show All j

Custom Session SNI: I

Enable DSCP:

<7

Enable Congestion Notification:

Enable IPv6 Address Resolution:

.|

Prefer IPv6 for FQDN Resolution:

Apply | Cancel I

AWI Session Connection type — View Connection Server + Kiosk

The following parameters can be found on the AWI Session Connection Server + Kiosk page.
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DNS Name or Enter the View Connection Server's DNS name or IP address.

IP Address

Username Select the type of user name that matches the naming you use for the devices on the View
Type Connection Server.

+ Zero Client MAC: Select this option to automatically populate the Username field with the
MAC address of the Tera2 PColP Zero Client.

« Custom: Enter the user name for the Tera2 PColP Zero Client. This user name has the prefix
‘Custom’.

Username When Custom is selected as the user name type, enter the value for this component of the
custom user name. This field is limited to 13 characters.

Password To password protect the virtual machine for the kiosk, enter a password in this field. This
password must match the one entered for the device in the View Connection Server.

Port By default, port 443 is used to communicate with the connection server. If your network is set up
to use a non-standard port for secure connections, enter the port number.

Certificate Select the level of verification performed on the certificate presented by the connection server:
Check Mode * Never connect to untrusted servers: Configure the client to reject the connection if a
trusted, valid certificate is not installed. (This is the most secure option.)

+ Warn before connecting to untrusted servers: Configure the client to display a warning if an
unsigned or expired certificate is encountered, or if the certificate is not self-signed and the
Tera2 PColP Zero Client trust store is empty. (This option is selected by default.)

- Do not verify server identity certificates: Configure the client to enable all connections.
(This option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD

Check Mode or AWI.

Lockout

Trusted View Click the Show button to display View Connection Servers for which the client has received a

Connection valid certificate.

Servers Click the Clear button to clear this cache.

Use OSD Logo When enabled, the OSD logo banner appears at the top of login screens in place of the default

for Login banner.

Banner

Enable Peer When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of

Loss Overlay network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

Enable When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

Preparing

Desktop This overlay provides assurance that login is proceeding if the desktop takes more than a few

Overlay seconds to appear.
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Enable When enabled, users can press the  cerl [+ a1t |+ r12 | hotkey sequence to quickly disconnect a
Session PColP session. See Disconnecting from a Session for details.

Disconnect

Hotkey

Enable RDS When enabled and users connect to a VMware Horizon View Connection Server that offers
Application applications, a list of available applications will be presented.

Access

Applications open in full-screen mode, but can be re-sized once users are in session.

PColP Utility When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in

Bar Mode session and moves the cursor directly under the bar. The utility bar can be used to disconnect a
session or to shut down a remote workstation. For Direct to Host session connection types,
Local Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process

mouse events for the utility bar. For all connection types, the mouse must be locally connected
(that is, not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites + Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.

* Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option
provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another location or your host was
shut down or restarted.

* You have been disconnected because an administrator disconnected you.
* You have been disconnected because you logged in from another location.

* You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
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Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

- Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).

You can choose to display:

+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.
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+ Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

+ Show None - Don't show any disconnect messages.
Custom When enabled, sets a customized Server Name Indication (SNI) string on authorized man-in-the-

Session SNI middle-enabled clients. The SNI string is appended to the TLS HELLO when the client initiates a
connection with the host.

Enable DSCP When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic
accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
+ DSCP value of AF32 for desktop imaging, real-time virtual channels

+ DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low, medium,
or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

When enabled, transport congestion notification is enabled to enable PColP endpoints to react
accordingly if an intermediate network node sets the congestion notification bit in either the IP
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Enable header or PColP transport header. For more information about the PColP transport header, see
Congestion PColP Packet Format.

Notification

Enable IPv6 This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
Address IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN
Resolution capability to the View connection Server and receive IPv6 and FQDN peer addresses back.

Prefer IPv6 for When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client requests
FQDN a session.

Resolution
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AWI: View Connection Server + Imprivata OneSign Session Settings

Select the View Connection Server + Imprivata OneSign session connection type from the
Configuration > Session page to configure the client to authenticate through the Imprivata OneSign
system in addition to a View Connection Server when connecting to a VMware desktop.
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Session

Configure the connection to a device

Session Connection Type: IView Connection Server + Imprivata Onef;l

Bootstrap URL: |https ://steronesign0l.teradici.local

Hide Advanced Options

OneSign Pool Name Mode: I Ignore the Pool Name to Select field EI

Pool Name to Select: |

OneSign Appliance Verification: INo verification: Connect to any appliance

Direct To View Address: |

Certificate Check Mode: |Warn before connecting to untrusted servers :I

Certificate Check Mode Lockout: [~ Prevent users from changing the Certificate Check Mode

Trusted View Connection Servers: Show I Clear |
v

Remember Username:

<

Use OSD Logo For Login Banner:

<7

Prefer GSC-IS:

Enable Peer Loss Overlay:

i .

Enable Preparing Desktop
Overlay:

Enable Session Disconnect
Hotkey: ¥ CTRL + ALT + F12

Enable RDS Application Access: [~

PCoIP Utility Bar Mode: | Disabled |

Pre-session Reader Beep: |Use Existing Setting :]

Invert Wiegand Data: IUse Existing Setting j

Restrict Proximity Cards: I” Only use proximity cards for tap-in/tap-out

Session Negotiation Cipher Suites: IHaximum Compatibility: TLS 1.0 or higher with RSA keys

Disconnect Message Filter: I Show All EI

Custom Session SNI: |

Enable DSCP:

<7

Enable Congestion Notification:

Enable IPv6 Address Resolution:

o

Prefer IPv6 for FQDN Resolution:

Apply Cancel

AWI Session Connection type — View Connection Server + Imprivata OneSign

The following parameters can be found on the AWI View Connection Server + Imprivata OneSign

page.
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AWI View Connection Server + Imprivata OneSign Parameters
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Bootstrap URL Enter the bootstrap URL used to find an initial OneSign server in a OneSign authentication
deployment.

OneSign Pool Select whether the Pool Name to Select property is used in OneSign mode.

Name Mode + Ignore the Pool Name to Select field

+ Use the Pool Name to Select field if set
For Tera1 PColP Zero Clients, this parameter is called OneSign Desktop Name Mode.

Pool Name to Enter the pool name. When the list includes a pool with this name, the client will immediately
Select start a session with that pool.

This field is case-insensitive. For Tera1 PColP Zero Clients, this parameter is called Desktop
Name to Select.

Onesign Select the level of verification performed on the certificate presented by the OneSign appliance
Appliance server:
Verification + No verification: Connect to any appliance

« Full verification: Only connect to appliances with verified certificates

Direct To View Enter the address of the View Connection Server to use when OneSign servers cannot be

Address reached. When configured, a Direct to View link occurs on the OSD Connect page and user
authentication screens. When users click the link, it cancels the current OneSign connection or
authentication flow and starts a Horizon View authentication flow instead. This feature provides a
mechanism for OneSign PColP Zero Client users to access their View desktops when the
OneSign infrastructure is unavailable.

Certificate Select the level of verification performed on the certificate presented by the connection server:
Check Mode  Never connect to untrusted servers: Configure the client to reject the connection if a
trusted, valid certificate is not installed. (This is the most secure option.)

+ Warn before connecting to untrusted servers: Configure the client to display a warning if an
unsigned or expired certificate is encountered, or if the certificate is not self-signed and the
Tera2 PColP Zero Client trust store is empty. (This option is selected by default.)

+ Do not verify server identity certificates: Configure the client to enable all connections.
(This option is not secure.)

Certificate When enabled, prevents users from changing the Certificate Check Mode settings from the OSD
Check Mode or AWI.

Lockout

Trusted View Click the Show button to display View Connection Servers for which the client has received a
Connection valid certificate.

Servers Click the Clear button to clear this cache.

Remember When enabled, the user name text box automatically populates with the last username entered.
Username
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Use OSD Logo

for Login
Banner

Prefer GSC-IS

Enable Peer
Loss Overlay

Enable
Preparing
Desktop
Overlay

Enable
Session
Disconnect

Hotkey

Enable RDS
Application
Access

PColP Utility
Bar Mode

Pre-session
Reader Beep

When enabled, the OSD logo banner appears at the top of login screens in place of the default
banner.

When enabled, if a smart card (CAC) supports more than one interface such as GSC-IS and PIV
then GSC-IS is used. However in the case where the card supports both GSC-IS and PIV, and only
PIV objects are configured on the card then the connection may fail. If this is the case uncheck
the box and retest. If a smart card supports only one interface, such as either GSC-IS or PIV
endpoint, then only the GSC-IS or PIV endpoint interface is used regardless of this setting. This
only affects smart card access performed outside of PColP sessions.

When enabled, the 'Network Connection Lost' overlay appears on the display(s) when a loss of
network connectivity is detected. Normal hypervisor scheduling delays can falsely trigger this
message.

When enabled, the 'Preparing Desktop' overlay appears on the display(s) when users log in.

This overlay provides assurance that login is proceeding if the desktop takes more than a few
seconds to appear.

When enabled, users can press the cerl [+ a1t [+ r12 | hotkey sequence to quickly disconnect a

PColP session. See Disconnecting from a Session for details.

When enabled and users connect to a VMware Horizon View Connection Server that offers
applications, a list of available applications will be presented.

Applications open in full-screen mode, but can be re-sized once users are in session.

When enabled, the PColP Utility Bar appears at the top of the primary display when a user is in
session and moves the cursor directly under the bar. The utility bar can be used to disconnect a
session or to shut down a remote workstation. For Direct to Host session connection types, Local
Cursor and Keyboard must be enabled in order for the Tera2 PColP Zero Client to process mouse

events for the utility bar. For all connection types, the mouse must be locally connected (that is,
not bridged).

+ Disabled: Disables the PColP Utility Bar. By default, the utility bar is disabled.

+ Enabled: Enables and auto-hides the PColP Utility Bar. Users can show the utility bar by
pointing the mouse at the top of the screen directly under the utility bar. Users can slide the
utility bar to the right and left at the top of the screen.

+ Enabled and Pinned: Enables and pins the PColP Utility Bar at the top of the screen. Users
cannot hide the utility bar, but they can slide it to the right and left at the top of the screen.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.
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Parameter Description

Configure whether the proximity card reader beeps when a valid card is tapped on the reader in
OneSign mode:
- Disabled: Disables the feature.

- Enabled: Enables the feature.

« Use Existing Setting: Uses the existing setting (affects only devices running firmware 4.1.0
or greater)

Invert Wiegand Configure whether or not the rf IDEAS proximity reader will invert the Wiegand bits that are read
Data from a user’s ID token. This feature is useful when some of the rf IDEAS readers in your system
are programmed to invert the Wiegand data and others are not. It lets you configure all readers to
read the bits in a consistent manner (whether inverted or not inverted), so that all the readers
behave the same way from a user’s point of view.
+ Disabled: Disables the feature. Wiegand data are not inverted.

+ Enabled: Enables the feature. Wiegand data are inverted.

« Use Existing Setting: Uses the existing setting (affects only devices running firmware 4.2.0
or greater).
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Restrict Configure whether or not proximity cards are restricted to tap-in/tap-out only.
Proximity When this feature is enabled, the proximity card reader is locally terminated (that is, it uses
Cards drivers in the client’s firmware), and proximity cards can only be used for tap-in/tap-out.

When this feature is disabled, the proximity card reader is bridged by default (that is, it uses
drivers in the host 0S), and proximity cards are not restricted. They can be used for tap-in/tap-out
and also during a session—for example, when an application requires in-session authentication.

+ Only use proximity cards for tap-in/tap-out: Enables/disables the feature.
This feature is configurable from the PColP Management Console and AWI only. It requires
firmware version 4.2.0 or higher.

Session Configure the Transport Layer Security (TLS) cipher to use for negotiating the TLS session
Negotiation between the PColP client and the PColP host.
Cipher Suites + Maximum Compatibility: TLS 1.2 or higher with 112-bit or higher elliptic curve encryption:

This option provides maximum compatibility.
+ Suite B: TLS 1.2 with Suite B-compliant 192-bit elliptic curve encryption. This option

provides a higher level of security.

Disconnect This field lets you control what type of messages appear when a session is disconnected. There
Message Filter are three categories:

Information: User- or administrator-initiated actions affecting the session:

* You have been disconnected because you logged in from another location or your host was
shut down or restarted.

* You have been disconnected because an administrator disconnected you.

« You have been disconnected because you logged in from another location.
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Parameter Description

+ You have been disconnected because you disconnected from your workstation.
Warning: System-initiated, but expected actions affecting the session:

* You have been disconnected because your session timed out.
Error: Unexpected system-initiated actions causing session to fail:

* You have been disconnected.

+ Unable to connect (0x1001). Contact your IT administrator.
+ Unable to connect (0x1002). Contact your IT administrator.
+ Session closed remotely.

« Session closed remotely (unknown cause).

* You have been disconnected due to a configuration error (0x100). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x201). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x300). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x301). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x302). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x303). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x305). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x400). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x401). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x402). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x403). Contact your IT
administrator for assistance.

* You have been disconnected due to a configuration error (0x404). Contact your IT
administrator for assistance.

For detailed information about the session disconnect codes, see What do the PColP server log

disconnect codes mean? (KB 1094).
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Parameter Description

You can choose to display:
+ Show All - This option shows all disconnect messages including Info, Warning, and Error
messages.

« Error and Warnings Only — This option hides info messages and displays only Error and
Warning messages.

+ Show Eror Only - This option hides Info and Warning messages and displays only Error
messages.

- Show None — Don't show any disconnect messages.
Custom When enabled, sets a customized Server Name Indication (SNI) string on authorized man-in-the-

Session SNI middle-enabled clients. The SNI string is appended to the TLS HELLO when the client initiates a
connection with the host.

Enable DSCP When enabled, the PColP endpoint assigns a Differentiated Services Code Point (DSCP) value
determined by the transport session priority negotiation between PColP endpoints using
proprietary algorithms, enabling intermediate network nodes to prioritize PColP traffic
accordingly. Additional settings can be configured via group policy for systems using PColP
software endpoints such as HP Anyware. See your agent documentation for more information.

Sessions between Zero Clients and Remote Workstation Cards will only
negotiate a medium priority.

Remote Workstation Card (medium)

+ DSCP value of CS3 for control traffic
+ DSCP value of AF42 for keyboard, mouse, pointer, audio
« DSCP value of AF32 for desktop imaging, real-time virtual channels

» DSCP value of AF12 for USB virtual channels

Software Agent (configurable OS policy to set session priority to low, medium,
or high)

+ DSCP value of CS3 for control traffic (low, medium and high)
+ DSCP value of AF43(low), AF42(medium), AF41(high) for keyboard, mouse, pointer, audio

+ DSCP value of AF33(low), AF32(medium), AF31(high) for desktop imaging and real-time
virtual channels

+ DSCP value of AF13(low), AF12(medium), AF11(high) for USB virtual channels

Warning: We don't recommend enabling DSCP on Zero Clients. The purpose
of enabling this setting is to reduce the workload on network edge devices of
assigning DSCP values on PColP packets. Using this setting requires
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Parameter Description

networking expertise and control over the whole link between PColP
endpoints. See your network administrator and network device
documentation for further information on using DSCP in your network.

Enable When enabled, transport congestion notification is enabled to enable PColP endpoints to react
Congestion accordingly if an intermediate network node sets the congestion notification bit in either the IP
Notification header or PColP transport header. For more information about the PColP transport header, see

PColP Packet Format.

Enable IPv6 This setting supports VMware Horizon View 6.1 implementations, which enable View-brokered
Address IPv6 sessions on IPv6-only networks. When enabled, clients can advertise IPv6 and FQDN
Resolution capability to the View connection Server and receive IPv6 and FQDN peer addresses back.

Prefer IPv6 for When enabled, the client’s IPv6 address is preferred for FQDN resolution when the client requests
FQDN a session.

Resolution
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Connecting to a Session

The OSD enables users to create a PColP session between the client and a remote resource by
clicking the green Connect button in the center of the Connect window.

Connecting to a Session from the Connect Window

1. Enter the requested information (for example, server name or IP address for Auto Detect, PColP
Connection Manager, View Connection Server) and click Connect. If your Tera2 PColP Zero Client
is configured to cache servers in Last servers used mode, this server name will subsequently
appear in the Server drop-down list after a successful connection is made.

2. If you have already connected to a server, it will appear in the Server drop-down list if your Tera2
PColP Zero Client is configured to connect to this server or if it is configured to cache servers in
Last servers used mode. Select the server from the drop-down list and click Connect.

3. If your Tera2 PColP Zero Client is configured to connect directly to a PColP Remote Workstation
Card, you only need to click Connect.

The Connect window differs slightly depending on the session connection type you configure. The
following examples show the Connect window for the Auto Detect and Direct to Host session
connection type.
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terad|CI PColP® Zero Client

Enter the server address for Auto
Detect mode.

Server: ’server.mycompany.oom '_

\' Connect ]

PColP

0OSD Auto Detect window

teradici.

. Connect

teradic

PColP

OSD Direct to Host connect window

While the network connection is initializing, various status messages are displayed above the button
to indicate the progress. If problems are experienced during startup—for example, if the connection
cannot be made or a DHCP lease fails—other messages display in this area to indicate the nature of
the problem.

Once the connection is established, the local GUI disappears, and the session image appears.
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Connecting to a Session Using Smart Cards

Users can connect to a session using smart cards when connected to VMware Horizon virtual
desktops or a PColP Connection Manager that supports this feature.

This section addresses using smart cards when connected to a PColP Connection Manager.

Before connecting to a session using a smart card, connect the USB smart card reader into the Tera2
PColP Zero Client.

While the network connection is initializing, various status messages are displayed to indicate the
progress. If problems are experienced during startup—for example, if the connection cannot be made
—other messages display in this area to indicate the nature of the problem. Once the connection is
established, the local GUI disappears, and the session image appears.

To connect to a session using a smart card:

1. Insert a supported smart card into a supported USB smart card reader. The Connect window
appears. The Connect window may differ slightly depending on your configuration: for example,
the User name and Domain fields may be read-only.

terad|C| PColP*® Zero Client

ktps://10.100.0.68

-

Insert your ID card or enter username and password

User name: |John Doe

N W RN W RN W RN

Password:

Domain:  |TERADICI .

Login Cancel

ey

PColP

2. If required, type your credentials.

-189/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide Making a Trusted HTTPS Connection

Making a Trusted HTTPS Connection

After connecting to the connection server, a user authentication page displays to enable the user to
enter login credentials. The banner on this page indicates the type of connection.

If the correct trusted SSL root certificate for the server has been installed in the Tera2 PColP Zero
Client and all other certificate requirements are met for the configured certificate checking mode (see
Requirements for Trusted Server Connections), the icon at the top of this page shows a closed

padlock symbol with a green check mark, and the 'https' in the server’s URI also displays in green text.

The following image shows the user authentication screen when the Tera2 PColP Zero Client trusts
the server’s certificate. When connecting to other host types, such as VMware Horizon and Amazon
WorkSpaces, you will see a similar authentication screen.

teradici. PColP® Zero Client

(& https:/Aw764-v5301-au2.finteralab.local

Enter your user name and password.

User name: ‘_teradioi\jsmith ‘

WHNNNNNN ‘

Password:

\' Login \ \ Cancel \

PColP

Tera2 PColP Zero Client trusted HTTPS connection

Making an Untrusted HTTPS Connection

If the correct trusted SSL root certificate for a connection server has not been installed in the Tera2
PColP Zero Client, or if other certificate requirements are not met (see Requirements for Trusted

Server Connections), a warning such as the following appears if your Tera2 PColP Zero Client is

configured to warn before connecting to untrusted servers.
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Viewy Connection Server Certificate Warning

L Cannot verify the identity of the server you have contacted.
~ Your credentials will not be secure. Contact your
administrator to ask if this server can be trusted.

|Show Certificate | | continue | | Cancel |

View Connection Server Certificate Warning

PColP Connection Manager Certificate YWarning

1. Cannot verify the identity of the server you have contacted.
Your credentials will not be secure, Contact your
administrator to ask if this server can be trusted.

‘Show Certificate | Continue | |  Cancel |

PColP Connection Manager Certificate Warning

If the user clicks Continue at this warning, the connection will still be secured with HTTPS, but an
open padlock icon with a red 'x' will display on the login screen, along with red 'https' text with
strikethrough formatting, as seen in the top row of the following image. When connecting to other
host types, such as VMware Horizon and Amazon WorkSpaces, you will see a similar screen.
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terad|C| PColP® Zero Client

@) Hitps://sal-pem-be-01.autolab.local

Enter your user name and password.

User name: ‘:jsmith|

Password: ‘

Domain: AUTOLAB.LOCAL E

\_ Login ] \ Cancel ]

PColP

Tera2 PColP Zero Client untrusted HTTPS connection

As an administrator, you can use the Options > User Settings > Certificate page to prevent users from
initiating untrusted server sessions by configuring the Tera2 PColP Zero Client to refuse a connection

to a server that cannot be verified. Depending on the configured server type, this page has a different
banner.
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Certificate | Mouse | Keyboard | Image | Display Topology | Touch Screen | Tablet

vmware” Horizon

Certificate Checking Mode:

i This mode determines how the client proceeds when it cannot verify that your connection
- to the server is secure. It is not recommended that you change this setting unless
instructed to do so by your system administrator,

) Never connect to untrusted servers
® Warn before connecting to untrusted servers

© Do not verify server identity certificates

I_ oK ‘ ‘ Cancel | Apply

VMware Horizon Certificate Checking Mode page

-193/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide

User Settings

Certificate

Mouse

Keyboard | Image | Display Topology

Touch Screen | Tablet

Region

Authenticating the User

teradici.

Certificate Checking Mode:

O Never connect to untrusted servers

® Warn before connecting to untrusted servers

O Do not verify server identity certificates

PColP® Zero Client

This mode determines how the client proceeds when it cannot verify that your connection to
the server is secure. It is not recommended that you change this setting unless instructed to
do so by your system administrator.

oK | ] Cancel

PColP Certificate Checking Mode

Using the AWI, you can enable Certificate Check Mode Lockout from the Session — View Connection

Server or Session — PColP Connection Manager page to prevent users from changing this setting.

Authenticating the User

After the user sends the login credentials, the server performs authentication. If the user name and

password are not entered correctly, or if the Caps Lock key is on, a message displays on this page to

indicate these problems.
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vmware Horizon

e https:#
Enter your user name and password.

Unknown user name or bad password.

User name: |incorrectname

Password: |

Domain:  |[TERADICI -

\. Login | \ Cancel |

PColP

Unknown user name or password

All connections support the down-level logon user name format (DOMAIN\user) in the User name
field. If using a compatible PColP Connection Manager (see its release details for more information),
UPN (user@domain) is also supported in the User name field.

teradici. PColP® Zero Client

& https:/Aw764-v5301-au2.fnteralab.local

Enter your user name and password.

User name: ‘_teradici\jsmith ’

WWN W NN N NN ’

Password:

| Logn | | cancel |

PColP

Tera2 PColP Zero Client with domain field hidden
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teradici. PColP® Zero Client

(& https:/Aw764-v5301-au2.fnteralab.local

Enter your user name and password.

User name: ‘_jsmith@teradioi |

WWN W NN N NN ’

Password:

| Logn | | cancel |

PColP

Tera2 PColP Zero Client with domain field hidden

Connecting to a Desktop

If the user is not configured to connect automatically to a desktop, a list of one or more desktops to

which the user is entitled displays. The user may select the desired one and click Connect.

vmware Horizon

Corporate Pool Reconnect to desktop

. Connect | | Reset¥M || Cancel |

Selecting an entitlement
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If the desktop is available, a message displays on the Connect screen to inform the user that the
server is preparing the desktop. After a few seconds, the PColP session is established and the user
connected.

If the desktop is not available (for example, if the desktop is in the process of rebooting), a second
message also flashes on the Connect screen to inform the user that the assigned desktop source for
this desktop is not currently available. The firmware continuously attempts to connect until the
desktop is ready or the user clicks Cancel to cancel the operation.

If a PColP Connection Manager provides the estimated remaining time to connect to a user's
desktop, the zero client will display the remaining time to the user.

teradici. PColP® Zero Client

Connecting to desktop. Estimated time remaining is 4
minute(s). ..
. Cancel |
5.3, 0rcé PColP

Notification with estimated length of time before connecting

7" Uploading certificates to a single device

For information on how to upload certificates to a single device using the AWI, see Uploading
Firmware.

7" 0SD messages on startup or after a session has been established

For information on other OSD messages that may appear on top of a user’s session during startup

or after a session has been established, see About Overlay Windows.
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Connecting from a Broker

If using an HP Connection Manager or a third-party broker, use the broker's URI credentials for either
an Auto Detect or PColP Connection Manager session type.
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Connecting to PColP Remote Workstation Cards

You can move high-performance Windows or Linux workstations with PColP Remote Workstation
Cards into your data center, and configure sessions between Tera2 PColP Zero Clients and these
workstation hosts over a LAN or WAN. This type of configuration provides a secure, reliable, and easy-
to-manage solution that meets the needs of users who have dedicated computers with graphically
demanding applications.

/" Direct connections with no-IP networks

While PColP Zero Clients and Remote Workstation Cards can be configured to be directly
connected via a no-IP network (a cable connecting both units together with no network devices in
between), it is not a configuration that is supported by Teradici. For more information see KB 1297.

This topic includes information on the following sections:

* Prerequisites

« Configuration Options

» Connection Instructions

Prerequisites

Before connecting a Tera2 PColP Zero Client to a PColP Remote Workstation Card, ensure that the
following conditions are met:

* The PColP Remote Workstation Card and Tera2 PColP Zero Client have compatible firmware
versions. For information on how to upload firmware, see Uploading Firmware.

* You have the correct certificates installed and configured on both devices. See About Certificates

* You are running a supported OS on the workstation and the Remote Workstation Card Software is
installed. For details, see PColP® Remote Workstation Card Software for Windows User Guide or
PColP® Remote Workstation Card Software for Linux User Guide. If you are using a VMware
Connection Server as a broker, the View Agent must also be installed on the host PC or workstation.
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* The Host Driver Function is enabled on the PColP Remote Workstation Card.

* Your network resources meet bandwidth, QoS, latency, jitter, and packet loss requirements. For
more information about designing PColP network architecture, see PColP Session Planning
Administrators' Guide.

Configuration Options

The following session connection types are available for PColP Zero Client-to-PColP Remote
Workstation Card connections:

& Best Security Practices

We highly recommend using custom peer-to-peer certificates to create a more secure environment
when connecting to your Remote Workstation Card. Contact your IT department to ensure your
deployment is in accordance with your Company's security policy. See Peering Zero Clients to
Remote Workstation Cards for details.

» Connecting direct to host

» Connecting using SLP host discovery

* Connect using HP Anyware Manager

« Connecting using a third-party connection broker

» Connecting using the View Connection Server

Connecting Statically Direct to Host

To statically configure a Tera2 PColP Zero Client to connect directly to a specific PColP Remote
Workstation Card, use the Direct to Host session connection type. You will need to provide the DNS
name or IP address of the PColP Remote Workstation Card for this option.

You also need to configure a Direct from Client session connection type on the PColP Remote
Workstation Card. You have the option of enabling the host to accept a connection request from any
client or from a specific client only. If the latter, you need to provide the client's MAC address.
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For details about how to configure the session connection type, see the following topics in the GUI
Reference:

* AWI: Direct to Host Session Settings

» OSD: Direct to Host Session Settings

Connecting using SLP Host Discovery

If PColP Remote Workstation Cards reside on the same subnet as Tera2 PColP Zero Clients, you can
use the Direct to Host + SLP session connection type to configure clients to use Service Location
Protocol (SLP) to discover the PColP Remote Workstation Cards on the subnet. With this
configuration, the client OSD will list the first 10 cards discovered. The end user can select the desired
one and connect to it.

7" Do not select SLP host discovery with more than 10 hosts

SLP host discovery is not suitable for deployments with more than 10 hosts if a Tera2 PColP Zero
Client requires an ongoing connection. In this situation, a connection broker is required.

You also need to configure a Direct from Client session connection type on the PColP Remote
Workstation Card. You have the option of enabling the host to accept a connection request from any
Tera2 PColP Zero Client or from a specific one only. If the latter, you need to provide the client's MAC
address.

For details about how to configure the session connection type, see the following topics in the GUI
Reference:

* AWI: Direct to Host + SLP Host Discovery Session Settings

* OSD: Direct to Host + SLP Host Discovery Session Settings

Connecting using HP Anyware Manager

HP Anyware Manager enables brokering host PCs containing PColP Remote Workstation Cards with
a Remote Workstation Card Agent installed to Tera2 PColP Zero Clients based on the identity of the
user establishing a connection from the Tera2 PColP Zero Client. The PColP Remote Workstation
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Card Agent for Windows introduces brokering to a Remote Workstation Card deployment, allowing
the desktop to be managed by HP Anyware Manager or by third-party brokers like Leostream. HP
Anyware Manager is best suited for smaller Remote Desktop Card deployments.

HP Anyware Manager requires the PColP Connection Manager session connection type.

For more information, see Connection broker support with PColP technology (1044

For details about how to configure the session connection type, see the following topics in the GUI
Reference:

* AWI: PColP Connection Manager Session Settings

* OSD: PColP Connection Manager Session Settings

Connecting Using a Third-Party Connection Broker

A third-party connection broker is a resource manager that dynamically assigns host PCs containing
PColP Remote Workstation Cards to Tera2 PColP Zero Clients based on the identity of the user
establishing a connection from the Tera2 PColP Zero Client. Connection brokers are also used to
allocate a pool of hosts to a group of Tera2 PColP Zero Clients. They are typically used in large PColP
deployments, or when hosts and clients do not reside on the same subnet.

Third-party brokers use the PColP Connection Manager session connection type.

For more information, see Connection broker support with PColP technology (1044

For details about how to configure the session connection type, see the following topics in the GUI
Reference:

* AWI: PColP Connection Manager Session Settings

* OSD: PColP Connection Manager Session Settings

Connecting Using the View Connection Server

You can also use a View Connection Server to broker a connection between Tera2 PColP Zero Clients
and PColP Remote Workstation Cards.
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For details about how to configure the session connection type, see the following topics in the GUI

Reference:

* AWI: View Connection Server Session Settings

* OSD: View Connection Server Session Settings

For this option, VMware View Agent must be installed on the remote workstation, and a number of
other configuration requirements for both the client and host must be in place. For complete details,
refer to Using PColP® Host Cards with VMware View.

Connecting Using HP Anyware Manager or a Third Party Broker

To connect using a broker:

1. If using Using HP Anyware Manager or a Third Party Broker, ensure the Remote Workstation Card

Agent is installed on the remote workstation.

6 Identifying the Remote Workstation Card Agent is Installed

Once the Remote Workstation Card Agent is installed on the host PC, the PColP Control Panel
icon will be displayed in the list of active programs running on your taskbar. Hover your mouse
over the PColP icon to confirm the PColP Control Panel is installed. In most cases you will also

have the PColP Host Software installed.

PColP Control Panel

5:34 PM
L]
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2. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’s OSD, select

one of the following connection types:

* View Connection Server if you are using a VMware broker

« PColP Connection Manager if you are using HP Anyware Manager or a third-party broker.
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3. Enter the DNS name or IP address of the broker, and click OK.
4. Click the Connect button.

5. When prompted, enter your remote workstation’s login credentials.

6 Advanced settings

For details about advanced settings, see View Connection Server or PColP Connection Manager.
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Connecting to HP Anyware

HP Anyware, is an application that enables users to remotely access a physical or virtualized remote
workstation using the PColP protocol without having to install a PColP Remote Workstation Card. To
ease administration burdens, consider brokering with HP Anyware Manager or a third party broker

compatible with the PColP broker protocol. Our technology partners with compatible connection
brokers can be found here. See the appropriate broker documentation for brokering requirements and
configuration steps.

The HP Anyware supports two deployment scenarios using Auto Detect and PColP Connection
Manager Zero Client session connection types:

« Deskside deployment: Connecting directly to a physical workstation.

« Data center deployment: Connecting to a physical or virtualized workstation either directly,
brokering with HP Anyware Manager, or via a compatible third-party broker from one of our
technology partners such as Leostream.

This topic includes information on the following sections:

* Prerequisites

« Configuration Options

» Connection Instructions

Prerequisites

Before connecting a Tera2 PColP Zero Client to a workstation running HP Anyware, ensure that the
following prerequisites are in place:
* You are using a Tera2 PColP Zero Client (TERA2321 or TERA2140 processor) to connect.

* The remote workstation has HP Anyware installed.
For details on available HP Anyware hosts, see the HP Anyware Architecture Guide

For workstation requirements and HP Anyware Agent installation details, see the respective agent
Administrators' Guide found at the Support site.
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« If using a broker, see the appropriate broker documentation.

* HP Anyware Manager

« See your third party broker documentation. For a list of compatible third party brokers see our
list of Connection Brokering Technology Partners.

Configuration Options

For both deskside and data center deployments, the following session connection types are available
for PColP Zero Client-to-HP Anyware connections:

* AWI: Auto Detect

» OSD: Auto Detect

* AWI: PColP Connection Manager

* OSD: PColP Connection Manager

* AWI: PColP Connection Manager + Auto-Logon

* OSD: PColP Connection Manager + Auto-Logon

Connection Instructions

Before connecting, you will need to know the IP address or Fully Qualified Domain Name (FQDN) of
your physical or virtualized workstation if you are connecting directly (deskside deployment). If you
are connecting using a third-party broker (data center deployment), you will need to know the IP
address or FQDN of the PColP Connection Manager. See the documentation from your equipment
supplier for instructions on how to configure your broker.

7" Type 'https://' before the IP address or fully qualified computer name

The syntax of the Server URI (uniform resource identifier) field on the Session page requires
https:// before the IP address or FQDN. If you do not enter it, https:// will automatically be inserted

when you click OK.
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Connecting Using Auto Detect

This connection type automatically detects which broker protocol a connection server is using so
users in a mixed environment (for example, one that uses View Connection Servers and PColP

Connection Managers) do not have to manually reconfigure the session type each time they switch
brokers.

To connect using Auto Detect connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’s OSD, select the
Auto Detect connection type.
2. In the Server URI field, enter the FQDN or IP address of one of the following and click OK:

* Your workstation, if you are connecting directly.

* PColP Connection Manager, if you are connecting through a third-party broker.

3. Click the Connect button.

4. When prompted, enter your login credentials.

After you make a successful connection using Auto Detect, the IP address or FQDN of your host is
automatically saved in the Server drop-down list on the OSD Connect dialog, along with the IP
address or FQDN of any other hosts to which you have connected.

Connecting Using PColP Connection Manager

To connect using the PColP Connection Manager connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’s OSD, select the
PColP Connection Manager connection type.

2. In the Server URI field, enter the FQDN or IP address of one of the following and click OK:
* Your workstation, if you are connecting directly.

* PColP Connection Manager, if you are connecting through a third-party broker.
3. Click the Connect button.

4. When prompted, enter your login credentials.
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6 Advanced settings

For details about advanced settings, see OSD: PColP Connection Manager Session Settings.

Connecting Using PColP Connection Manager + Auto-Logon

To connect using the PColP Connection Manager and Auto-Logon connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client's OSD, select the

PColP Connection Manager + Auto-Logon connection type.
2. In the Server URI field, enter the FQDN or IP address of one of the following, and click OK:
« Your workstation, if you are connecting directly.
+ The PColP Connection Manager, if you are connecting through a third-party broker.
3. Enter the user name, password, and domain name for the user to be automatically logged in.

4. Click the Connect button.

6 Advanced settings

For details about advanced settings, see OSD: PColP Connection Manager + Auto-Logon Session
Settings.
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Connecting to Amazon WorkSpaces Desktops

Amazon WorkSpaces is a fully managed cloud-based desktop service that enables end users to
access their documents, applications, and resources. Tera2 PColP Zero Clients together with Amazon
WorkSpaces provide a secure, easy to manage solution for delivering users with a rich desktop
experience.

This topic includes information on the following sections:

* Prerequisites

« Configuration Options

» Connection Instructions

Prerequisites

For the best user experience, we recommend using firmware version 6.0 or later with Amazon
WorkSpaces (hourly pricing).
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Before connecting a Tera2 PColP Zero Client to an Amazon WorkSpaces desktop, ensure that the
following prerequisites are in place:

* You are using a Tera2 PColP Zero Client (TERA2321 or TERA2140 processor) to connect.

/" Firmware Versions

* PColP Zero Clients on firmware 6.0+ can connect directly to Amazon WorkSpaces using
Multifactor Authentication.

 Firmware 21.10+ can cache up to 50 registration codes

* Firmware up to 20.07 can cache up to 10 registration codes

* You have an AWS account with Amazon WorkSpaces up and running. For information, see AWS
documentation.

* Your network has full connectivity to your Amazon WorkSpaces. For information, see AWS
documentation.

Configuration Options

The following session connection types are available for Tera2 PColP Zero Client-to-Amazon
WorkSpaces connections:

* AWI: Amazon WorkSpaces

* OSD: Amazon WorkSpaces Session Settings

* AWI: Auto Detect Session Settings

* OSD: Auto Detect Session Settings

* AWI: PColP Connection Manager Session Settings

* OSD: PColP Connection Manager Session Settings

* AWI: PColP Connection Manager + Auto-Logon Session Settings

* OSD: PColP Connection Manager + Auto-Logon Session Settings
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Connection Instructions

Connecting to Amazon WorkSpaces Directly

© Multi-factor Authentication (MFA)

When connecting directly, Amazon WorkSpaces may require multi-factor authentication in order to
connect. This may be regardless of how you have set up your Amazon WorkSpaces. You are also
required to use firmware 6.0 or newer on your PColP Zero Client when connecting directly.

To connect using Amazon WorkSpaces session connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’s OSD, select the
OSD: Amazon WorkSpaces Session Settings connection type.

2. Enter the registration code from the invitation email sent after creating your Amazon WorkSpace.
3. Enter a name for this registered Amazon WorkSpace instance.

4. Click the Connect button.

Connecting to Amazon WorkSpaces using the PColP Connection Manager
for Amazon WorkSpaces

PColP Connection Manager for Amazon WorkSpaces is required to connect to Amazon WorkSpaces
when using PColP Zero Clients with firmware releases older than 6.0. You will need to know the IP
address of your PColP Connection Manager for Amazon WorkSpaces appliance when using this
connection type.

6 Using the correct firmware

we recommend directly connecting to Amazon WorkSpaces when using PColP Zero Clients with
firmware 6.0 or newer.
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7" Type 'https://' before the IP address or fully qualified computer name

The syntax of the Server URI (uniform resource identifier) field on the Session page requires
https:// before the IP address or FQDN. If you do not enter it, https:// will automatically be inserted

when you click OK.

Connecting Using Auto Detect

This connection type automatically detects which broker protocol a connection server is using so
users in a mixed environment (for example, one that uses View Connection Servers and PColP
Connection Managers) do not have to manually reconfigure the session type each time they switch
brokers.

To connect using the Auto Detect connection type:
1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’'s OSD, select the

Auto Detect connection type.

2. In the Server URI field, enter the IP address of your PColP Connection Manager for Amazon
WorkSpaces, and click OK.

3. Click the Connect button.

4. When prompted, enter your login credentials.

7" After connecting using Auto Detect, the system saves your host's IP address or fully qualified
computer name

After you make a successful connection using Auto Detect, the IP address or FQDN of your host is
automatically saved in the Server drop-down list on the OSD Connect dialog, along with the IP
address or FQDN of any other hosts to which you have connected.

Connecting Using PColP Connection Manager

To connect using the PColP Connection Manager connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client's OSD, select the
PColP Connection Manager connection type.
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2. In the Server URI field, enter the IP address of your PColP Connection Manager for Amazon
WorkSpaces, and click OK.

3. Click the Connect button.

4. When prompted, enter your login credentials.

/" Advanced settings

For details about advanced settings, see OSD: PColP Connection Manager Session Settings.

Connecting Using PColP Connection Manager + Auto-Logon

To connect using the PColP Connection Manager and Auto-Logon connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’s OSD, select the
PColP Connection Manager + Auto-Logon connection type.

2. In the Server URI field, enter the IP address of your PColP Connection Manager for Amazon
WorkSpaces, and click OK.

3. Enter the user name, password, and domain name for the user to be automatically logged in.

4. Click the Connect button.

7" Advanced settings

For details about advanced settings, see OSD: PColP Connection Manager + Auto-Logon Session
Settings.
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Connecting to VMware Horizon Desktops and
Applications

VMware Horizon View provides remote desktop capabilities to users using the PColP protocol and
VMware’s virtualization technology. You can configure Tera2 PColP Zero Clients to connect to
desktops in a VMware Horizon VDI or DaaS environment, or when connecting to VMware Horizon
app-remoting desktops and applications published on an RDS server.

This topic includes information on the following sections:

* Prerequisites

» Connection Types

» Connection Instructions

Prerequisites

Before connecting a Tera2 PColP Zero Client to a VMware Horizon desktop, ensure that the following
prerequisites are in place:

« The VMware Horizon View installation, which includes the VMware Horizon Manager and VMware
Horizon Agent, are version 4.0.1 or newer.

« For VMware Horizon connections to RDS-hosted published desktops and applications, you are
using a Tera2 PColP Zero Client (TERA2321 or TERA2140 processor).

* Your network resources meet bandwidth, QoS, latency, jitter, and packet loss requirements. For

more information about designing PColP network architecture, see the PColP Session Planning
Guide.

Supported Connection Types

The following session connection types are available for Tera2 PColP Zero Client-to-VMware Horizon
connections:

* AWI: View Connection Server
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* OSD: View Connection Server

* AWI: View Connection Server + Auto-Logon

* OSD: View Connection Server + Auto-Logon

« AWI: View Connection Server + Kiosk

» OSD: View Connection Server + Kiosk

* AWI: View Connection Server + Imprivata OneSign

* OSD: View Connection Server + Imprivata OneSign

Connection Instructions

Before connecting, you will need to know the DNS name or IP address of your View Connection
Server. For VMware Horizon Daas, this is the DNS name or IP address of the VMware Horizon DaaS
Desktop Portal.

Connecting with Auto Detect

This connection type automatically detects which broker protocol a connection server is using so
users in a mixed environment (for example, one that uses View Connection Servers and PColP
Connection Managers) do not have to manually reconfigure the session type each time they switch
brokers.

To connect using the Auto Detect connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client's OSD, select the
Auto Detect connection type.

2. In the Server URI field, enter the DNS name or IP address of your View Connection Server (or
VMware Horizon DaaS Desktop Portal), and click OK.

3. Click the Connect button.

4. When prompted, enter your login credentials.
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7" After connecting using Auto Detect, the system saves your host's IP address or fully qualified
computer name

After you make a successful connection using Auto Detect, the IP address or FQDN of your host is
automatically saved in the Server drop-down list on the OSD Connect dialog, along with the IP
address or FQDN of any other hosts to which you have connected.

Connecting with View Connection Server

To connect using the View Connection Server connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client’s OSD, select the
View Connection Server] connection type.

2. In the DNS Name or IP Address field, enter the DNS name or IP address of your View Connection
Server (or VMware Horizon Daa$S Desktop Portal).

3. If you are making a VMware Horizon RDS-hosted application connection:
a. Click Advanced.
b. Click to enable the Enable RDS Application Access option.
c. Click Apply and then OK.

4. Click the Connect button.

5. When prompted, enter your login credentials.

/" Advanced settings

For details about advanced settings, see OSD: View Connection Server Session Settings.

Connecting with View Connection Server + Auto-Logon

To connect using the View Connection Server and Auto-Logon connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client's OSD, select the
View Connection Server + Auto-Logon connection type.

2. In the DNS Name or IP Address field, enter the DNS name or IP address of your View Connection
Server (or VMware Horizon DaaS Desktop Portal).
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3. Enter the user name, password, and domain name for the user to be automatically logged in.
4. If you are making a VMware Horizon RDS-hosted application connection:

a. Click Advanced.

b. Click to enable the Enable RDS Application Access option.

c. Click Apply and then OK.

5. Click the Connect button.

7" Advanced settings

For details about advanced settings, see OSD: View Connection Server + Auto-Logon.

Connecting with View Connection Server + Kiosk

View Connection Server + Kiosk mode enables you to configure Tera2 PColP Zero Clients to connect
to a desktop that will be used for a kiosk implementation, such as when multiple users connect to a
desktop to obtain information that is not specific to any one individual. At minimum, you will need to

provide the DNS name or IP address of the View Connection Server and the kiosk user name—either a
custom user name for the kiosk or its MAC address.
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To connect using the View Connection Server and Kiosk connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client's OSD, select the
View Connection Server + Kiosk connection type.

2. In the DNS Name or IP Address field, enter the DNS name or IP address of your View Connection
Server (or VMware Horizon DaaS Desktop Portal).

3. Select whether to populate the Username field with the MAC address of the Tera2 PColP Zero
Client (Zero Client MAC option) or use a customer name (Custom option).

4. If you have selected Custom, enter the custom name of the client.

5. Enter the password for the kiosk virtual machine.

6. If you are making a VMware Horizon RDS-hosted application connection:
a. Click Advanced.
b. Click to enable the Enable RDS Application Access option.
c. Click Apply and then OK.

d. Click the Connect button.

7" Advanced settings

For details about advanced settings, see OSD: View Connection Server + Kiosk.

Connecting with View Connection Server + Imprivata OneSign

Imprivata OneSign enables users to access corporate networks, desktops, and applications with a
single sign on. It also provides a range of authentication options that include proximity cards, smart
cards, tokens, and other methods.

7" Type 'https://' before the fully qualified computer name

The syntax of the Bootstrap URL (uniform resource locator) field on the Session page requires
https:// before the FQDN. If you do not enter it, https:/ will automatically be inserted when you
click OK.
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To connect using the View Connection Server and Imprivata OneSign connection type:

1. From the Options > Configuration > Session menu on the Tera2 PColP Zero Client's OSD, select the
View Connection Server + Imprivata OneSign connection type.

2. In the Bootstrap URL field, enter the DNS of your OneSign authentication server.
3. If you are making a VMware Horizon RDS-hosted application connection:

a. Click Advanced.

b. Click to enable the Enable RDS Application Access option.

c. Click Apply and then OK.

4. Click the Connect button.

7" Advanced settings

For details about advanced settings, see OSD: View Connection Server + Imprivata OneSign.
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Disconnecting from a Session

Disconnecting from a Virtual Desktop

You can disconnect from a virtual desktop session and return to the OSD by either of the following

options.

* Pressing ctr1 [+ a1t [+ r12 |which requires the Enable Session Disconnect Hotkey enabled in the

advanced options on the AWI Session page.

* Pressing the device’s Connect/Disconnect button.

Disconnecting from a Remote Workstation Card

If you are in a session with a PColP Remote Workstation Card and if the Zero Client AWI Power
Parameter Remote Host Power Control is set to Hard Power-off only, the zero client connect/
disconnect button will display the Zero Client Control Panel to control session disconnects. If the
Remote Host Power Control is set to Power-off not permitted, the zero client connect/disconnect

button will initiate a connect or disconnect of a PColP session.

Zero Client
Control Panel

Short press button to navigate to other options.
Your selection will be completed when the timer runs out.

1. Disconnect 4
2. Power Off Workstation

3. Cancel

PColP

Zero Client Control Panel
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To make a selection, tap the Connect/Disconnect button to toggle between options until the desired
one is highlighted, then wait for the four-second countdown to complete.

If you have installed and configured the Remote Workstation Card Software on the host computer,
additional keyboard functionality is provided, allowing you to:

* use the up/down arrow keys on the keyboard to highlight the zero client control panel desired
option, and press Enter |to make the selection.

- use the keyboard number keys (1, 2, 3) that matches the control panel option to select it
immediately.

-usethe cer1 [+ a1t [+ ri12 |shortcut sequence to display the zero client control panel.

To ensure full functionality of the keyboard when in a session with the Remote Workstation Card
ensure all the following settings are made.

» On the zero client, the keyboard must be recognized as locally connected (not bridged).

« The Host Driver Function is enabled on the Remote Workstation Card firmware.

* The Enable Local Cursor and Keyboard feature is enabled on the installed Remote Workstation
Card Software for Linux or Windows on the host computer.

« The Remote Workstation Card Software for Linux or Windows is installed on the host computer and

the Enable Local Cursor and Keyboard feature is enabled.

- (Optional) Enable Session Disconnect Hotkey must be enabled in the advanced options on the
Session page to enable the ctr1 4+ a1t [+ r12 | shortcut sequence.
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Managing Your PColP Zero Client

Managing Your Tera2 PColP Zero Client

This section shows you how to manage your Tera2 PColP Zero Client. You'll learn how to perform

common tasks, view information about your Tera2 PColP Zero Client, configure your Tera2 PColP

Zero Client, and perform diagnostics, such as viewing and configuring logging information, testing
audio, and viewing session statistics. The topics include:

* Performing Common Tasks

» Viewing Information About your Tera2 PColP Zero Client

« Configuring Your Tera2 PColP Zero Client

* Performing Diagnostics
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Performing Common Tasks

Performing Common Tasks

This section describes common tasks you may perform on a regular basis, such as connecting to an
endpoint manager, and uploading firmware and certificates. Other tasks you may perform on a less
regular basis include setting up touch screen displays, configuring the OSD to display a custom logo,
and resetting the Tera2 PColP Zero Client to its factory default values.

© Additional tasks you need to perform

For tasks you need to perform to set up your Tera2 PColP Zero Client, see Setting Up Your Tera2
PColP Zero Client.
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Connecting to an Endpoint Manager

Connecting to an Endpoint Manager

Tera2 PColP Zero Clients are managed in groups by an endpoint manager, such as the PColP
Management Console. Endpoint managers are also the recommended method to configure your zero
client to maintain a high security environment.

Before the endpoint manager can administer a client, the client must see the endpoint manager and
establish a connection to it. This connection process is called discovery. Discovery can be automatic
or manual, and can be initiated from either side; endpoint managers can discover clients, and clients
can discover endpoint managers.

Available discovery methods are determined by your chosen security settings, discovery modes, and
installed certificates, as described in the following sections:

» About Tera2 PColP Zero Client Security Levels

» About Certificates

« Endpoint Manager Discovery Methods

« Staging Clients Using an Endpoint Manager
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About Tera2 PColP Zero Client Security Level Settings

The Discovery Mode setting described in this article is found on the Management page and
configures how endpoint managers are discovered by the Tera2 PColP Zero Client.

Discovery in this context does not refer to discovery of the Tera2 PColP Zero Client by endpoint
managers. For instructions on having an endpoint manager discover your Tera2 PColP Zero Client,
see Endpoint Manager Discovery Methods.

There are three available security level settings in the Tera2 PColP Zero Client: low, medium, and high.
These settings determine whether theTera2 PColP Zero Client can be discovered by an endpoint
manager, how an endpoint manager can be discovered by the Tera2 PColP Zero Client, and also
dictate whether a certificate must be installed in the Tera2 PColP Zero Client for discovery to
succeed.

The security level is configured on the Management page of the OSD or AWI (see Configuring Security

Level). Detailed instructions for allowing discovery under most scenarios, including security level
settings, are described in Endpoint Manager Discovery Methods.

The general implications of each security mode are summarized in the following table and described
in detail next.

Tera2 PColP Zero Client behavior in low, medium, or high security modes and using automatic or
manual discovery modes

Low Low Medium Medium High

Security Security Security Security Security

Automatic Manual Automatic Manual Manual

Can be discovered by
endpoint managers

Can automatically discover
endpoint managers using
DNS

Can trust endpoint managers
using DNS

Can manually connect to
endpoint managers

Can trust endpoint managers
using an installed certificate
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LOW SECURITY MODE

In low security mode, both automatic and manual discovery methods are available. Certificates are
not required in automatic manager discovery mode if the DNS server is configured to provision the
Tera2 PColP Zero Client with the URI of the endpoint manager's bootstrap server and its certificate

fingerprint.
In automatic discovery mode:

* The client can use DNS to automatically discover endpoint managers.

* The client is discoverable by endpoint managers.

* The client can use DNS to trust the endpoint manager. DNS must be configured to provision your
client with the URI and certificate fingerprint of the endpoint manager’s bootstrap server.

© DNS server configuration information

For details about how to configure your DNS server for automatic discovery, see the PColP®
Management Console 3.1 Administrators’ Guide.

In manual discovery mode:

* The client must be manually configured with the endpoint manager’s bootstrap server URI.
* The client is not discoverable by endpoint managers.

* The client must have an installed certificate to trust the endpoint manager.

7" Certificates are installed by an endpoint manager

If a certificate for the endpoint manager has not previously been installed by an endpoint
manager in the client’s certificate store, one must be installed by the endpoint manager. See

Staqging Clients Using an Endpoint Manager.

MEDIUM SECURITY MODE

In medium security mode, the Tera2 PColP Zero Client cannot be discovered by endpoint managers.
The Tera2 PColP Zero Client can discover endpoint managers automatically or manually. Certificates

are required in medium security mode.
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In automatic discovery mode:

* The client can use DNS to automatically discover endpoint managers.
* The client is not discoverable by endpoint managers.

* The client must have an installed certificate to trust the endpoint manager.

7" Certificates are installed by an endpoint manager

If a certificate for the endpoint manager has not previously been installed by an endpoint
manager in the client’s certificate store, one must be installed. See Staging Clients Using an

Endpoint Manager.

In manual discovery mode:

* The client is not discoverable by endpoint managers.
* The client must be manually configured with the endpoint manager’s bootstrap server URI.

* The client must have an installed certificate to trust the endpoint manager.

7" Certificates are installed by an endpoint manager

If a certificate for the endpoint manager has not previously been installed by an endpoint
manager in the client’s certificate store, one must be installed. See Staging Clients Using an

Endpoint Manager.

HIGH SECURITY MODE

In high security mode, the discovery bootstrap phase is disabled. All settings must be manually
configured, and certificates are required:

* The client is not discoverable by endpoint managers.

» The client must be manually configured with the endpoint managers’ internal (and, optionally,
external) URI.

* The client must have an installed certificate to trust the endpoint manager.
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7" Certificates are installed by an endpoint manager

If a certificate for the endpoint manager has not previously been installed by an endpoint
manager in the client’s certificate store, one must be installed. See See Staging Clients Using an

Endpoint Manager.

& Additional Security Tip

We recommend disabling the AWI interface to reduce the attack surface on the Zero Client. We
recommend exclusively using the PColP Management Console to configure the Zero Client.
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About Certificates

Certificates can be used to trust endpoint managers at all security levels, but are required when using
medium or high security.

If a PColP Management Console certificate is required, you can use an issuer certificate—either the
root CA certificate, or the intermediate certificate used to issue the PColP Management Console’s
public key certificate, or the PColP Management Console’s public key certificate.

7" PColP Management Console certificates

For complete information about PColP Management Console components, including the Endpoint
Bootstrap Manager and PColP Management Console certificates, see the PColP® Management
Console Administrators’ Guide.

Custom peer-to-peer certificates can also be used to secure PColP Zero Clients connecting to
Remote Workstation Cards in your deployment. See Peering Remote Workstation Cards for further

details on how to upload and apply custom peer-to-peer certificates.
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Endpoint Manager Discovery Methods

From the AWI Management page, you can set the Tera2 PColP Zero Client's Security Level setting and
discovery method. From the OSD Management page, you can view these settings. To view and set
these settings, see Configuring Security Level and Configuring Discovery.

7" Zero Client Security Level settings

The AWI Management page has specific Security Level settings that are configured for
management discovery. For Zero Client security recommendations see Securing Your Tera2 PColP

Zero Client

There are several ways to register your Tera2 PColP Zero Client with an endpoint manager. These
methods are outlined next.

The methods include:

+ Automatic Endpoint Manager Discovery Using DNS

* Discovering the Client Manually from the Endpoint Manager

« Discovering the Endpoint Manager Manually from the Client Using Low or Medium Security Mode

+ Discovering the Endpoint Manager Manually from the Client Using High Security Mode

The availability of these methods is determined by the Tera2 PColP Zero Client's security settings,
and whether or not it has a certificate installed to trust the endpoint manager.

7" Information about security levels

For complete information about the various security levels and discovery settings, see About Tera2
PColP Zero Client Security Levels.

AUTOMATIC ENDPOINT MANAGER DISCOVERY USING DNS

Tera2 PColP Zero Clients can use DNS to automatically find an endpoint manager. To use automatic
endpoint manager discovery, you must configure the environment for DNS service record discovery,
and the Tera2 PColP Zero Client's security level must be set to low or medium.
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Medium or high security requires an installed certificate

In order to use medium or high security, the Tera2 PColP Zero Client must have been provisioned
with a certificate using an endpoint manager.
For more information, see Staging Clients Using an Endpoint Manager.

7" DNS server Configuration Information

For details about how to configure your DNS server for automatic discovery, see the PColP®
Management Console Administrators’ Guide.

To configure the Tera2 PColP Zero Client for automatic endpoint discovery:

1. From the AWI, select Configuration > Management. The AWI Management page displays.
2. Set the Security Level option to Low or Medium.

3. Set the Manager Discovery Mode option to Automatic.

4. Click Apply.

After the Tera2 PColP Zero Client discovers the endpoint manager, the automatic discovery results

appear on the Management page.

/" Configuring your system for automatic discovery

For information about how to configure your system for automatic discovery from the PColP
Management Console, see the PColP® Management Console Administrators’ Guide.

DISCOVERING THE CLIENT MANUALLY FROM THE ENDPOINT MANAGER

Endpoint managers can be configured to discover endpoints like the Tera2 PColP Zero Client. This
discovery method requires configuration on both the Tera2 PColP Zero Client and the endpoint

manager.
To configure the Tera2 PColP Zero Client to be discoverable by an endpoint manager:

1. From the AWI, select Configuration > Management. The AWI Management page displays.
2. Set the Security Level option to Low.

3. Set the Manager Discovery Mode to Automatic.
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4. Click Apply.

After the Tera2 PColP Zero Client is discovered, the endpoint manager topology appears on the
Management page.

7" Initiating discovery from the PColP Management Console

For more information about initiating discovery from the PColP Management Console, see the
PColP® Management Console Administrators’ Guide.

DISCOVERING THE ENDPOINT MANAGER MANUALLY FROM THE CLIENT USING LOW OR MEDIUM
SECURITY MODE

In low or medium security modes, you can manually discover the endpoint manager by manually
providing the URI for its bootstrap server.

Manual discovery requires a certificate

When manual discovery mode is used, DNS cannot be used to trust the endpoint manager. The
Tera2 PColP Zero Client must have been previously provisioned with a certificate using an

endpoint manager.

For more information, see Staging Clients Using an Endpoint Manager.

To configure a PColP Zero Client with an endpoint manager in low or medium security mode:

1. From the AWI, select Configuration > Management. The AWI Management page displays.
2. Set the Security Level option to Low or Medium.
3. Set the Manager Discovery Mode to Manual.

4. In the Manual Discovery section, type the bootstrap server’'s URI.

7" Bootstrap server URI must use a secured WebSocket prefix

URIs are in this format and require a secured WebSocket prefix: wss://<internal EM IP
address/FQDN>[:port number] The PColP Management Console’s listening port is 5172. If
you omit the port number, port 5172 will be used by default.

-232/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P


https://www.teradici.com/web-help/pcoip_management_console/current

PColP Zero Client Firmware Administrators Guide Connecting to an Endpoint Manager

5. Click Apply.

After the Tera2 PColP Zero Client discovers the endpoint manager, the endpoint manager topology
appears on the Management page.

DISCOVERING THE ENDPOINT MANAGER MANUALLY FROM THE CLIENT USING HIGH SECURITY MODE

In high security mode, automatic discovery is disabled entirely; you must register the Tera2 PColP
Zero Client manually with the endpoint manager from the client.

Manual discovery requires a certificate

When manual discovery mode is used, DNS cannot be used to trust the endpoint manager.
TheTera2 PColP Zero Client must have been previously provisioned with a certificate using an

endpoint manager.

For more information, see Staging Clients Using an Endpoint Manager.

To configure a PColP Zero Client with an endpoint manager using high security mode:

1. From the AWI, select Configuration > Management. The AWI Management page displays.

2. Set the Security Level option to High.

3. In the Endpoint Manager URI for Direct Connect section, find the Internal URI field and type the
endpoint manager’s URI. You can also provide an external URI, if needed.

7" Endpoint manager URI must use a secured WebSocket prefix

URIs are in this format and require a secured WebSocket prefix:

wss://<internal EM IP address/FQDN>[:port number]

The PColP Management Console’s listening port is 5172. If you omit the port number, port 5172
will be used by default.

4. Click Apply.

After the Tera2 PColP Zero Client discovers the endpoint manager, the endpoint manager topology

appears on the Management page.
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Staging Clients Using an Endpoint Manager

An installed certificate is required to connect to an endpoint manager in medium or high security
levels; however, out of the box, the Tera2 PColP Zero Client's local certificate store is empty and it can
only connect using the low security level.

To deploy a system using medium or high security settings, you must stage the device by connecting
to an endpoint manager in low security mode and installing any required certificates.

Once the certificate has been installed, you can connect using any security level.
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Uploading Firmware

You can upload new firmware to your Tera2 PColP Zero Client from the AWI Firmware Upload page as
shown next.

Firmware Upload

Upload a new firmware build

Firmware build filename: I Browse... I
Upload |

AWI Firmware Upload page
The following parameters display on the AWI Firmware Upload page:

Firmware Upload Parameters

Parameter Description

Firmware build The filename of the firmware image to be uploaded. You can browse to the file using the Browse

filename button. The file must be on a local or accessible network drive. The firmware image must be an
.all file.

Upload Click Upload to transfer the specified file to the device. The AWI prompts you to confirm this

action to avoid accidental uploads.

To upload a firmware release to a client:

1. From the AWI, select Upload > Firmware.

2. Click Browse to browse to the folder containing the firmware file. The file will have an .a11
extension.

3. Double-click the correct *.a11 firmware file.

4. Click Upload.
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5. Click OK to confirm that you want to proceed with the upload. The operation may take a few
minutes. When completed, the AWI page displays two buttons: Reset and Continue.

6. Click Reset.
7. Click OK.

7" Important Information

If you're connecting to a PColP Remote Workstation Card, it is recommended that the host and
client use compatible firmware releases. Refer to your Zero Client and Remote Workstation Card
firmware release notes for compatibility details.

As of firmware 5.0.0, Tera2 PColP Zero Clients and PColP Remote Workstation Cards have
separate *.all files for uploading firmware to the device.

If you want to downgrade the firmware to an earlier version, we recommend that you first reset the
device parameters to the factory defaults, upload an earlier version of the firmware, and
reconfigure your device settings. To reset the device, see Resetting Your Tera2 PColP Zero Client.
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Uploading Certificates

Uploading Certificates

You can upload and manage your CA root and endpoint certificates from the AWI's Certificate Upload
page, shown below.

Home Configuration / Permissions / Diagnostics / Info / Upload

Certificate Upload

Upload a certificate in PEM format (Must be < 10238 bytes). For 802.1X and Peer-to-Peer certificates, the certificate must contain the private key as well.

Certificate filename: Browse... No file selected. Upload (Limit of 16 certificates)

Available Storage: 161840 bytes

Erase All Certificates

Uploaded Certificates: Subject: Issued By: Expiration Date:
1) Philip Suite B Root CA Philip Suite B Root CA 06/23/2024 Details Remove
/2 2) endpoint Philip Suite B Root CA 01/01/2020 Details Remove

Selected Peer-to-Peer| _
Certificate: | ~

Selected 802.1X Client
Certificate:

endpoint (Configured in Session settings)

(Configured in Network settings)

AWI Certificate Upload Page

You can simplify the retrieval and installation of digital certificates by enabling devices to obtain
certificates automatically from a Simple Certificate Enrollment Protocol (SCEP) server. To upload
certificates automatically using SCEP, see Obtaining Certificates Automatically Using SCEP.

Certificates used in PColP firmware must be in PEM format with a maximum file size of 10,237 bytes,
and maximum RSA key size of 4096 bits. You can upload up to 16 certificates providing you don't
exceed the maximum storage size of 163,648 bytes. Each SCEP usage type takes up one of the total
number of certificates for upload. As an example, if there are 4 different usage types for certificates
obtained using SCEP, there will be room for 12 remaining certificate uploads. The Available Storage
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field lets you know how much space is left in the certificate store. The Details button allows you to
view information about the particular certificate such as SCEP usage and key type.

Certificate Details:

Issued To: pcoip-portal-
Issued By: CA-INT
Key Usage: Server Authentication
Subject Alternative Name: pcoip-portal- - _ »
Start Date: 11/29/2021 17:34:47 (UTC)
End Date: 11/29/2023 17:34:47 (UTC)
Contains Private Key: true
Key Type: RSA
Intended Purpose (SCEP Usage): Administrative Web Interface
’ Back |

Certificate Details Information

/" Authentication issues

If you have authentication issues after uploading a Connection Server client certificate, see PColP
TROUBLESHOOTING STEPS: View Connection Server Client Certificates (KB 1363) for further
information.

Y

7" Include all security information in 802.1X client certificate

The PColP protocol reads just one 802.1X client certificate for 802.1X compliant networks. Make
sure you include all the security information for your PColP devices in that client certificate. For
more information about uploading certificates, see Certificate management for PColP Zero Clients

and Remote Workstation Cards (KB 1561). For information on 802.1X certificate authentication,

see Configuring 802.1X Network Device Authentication.
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SYSLOG TCP/TLS AUTHENTICATION

The Syslog TCP with TLS connection type should be used when you want to establish a secure
connection between your endpoints and the Syslog Server. Consider the following requirements when
you use the Syslog TCP with TLS connection type to connect to your Syslog server.

» Syslog TCP/TLS authentication requires at a minimum one certificate (a Syslog server CA root
certificate)and if Mutual Authentication is required, a secondary certificate (a Syslog client
certificate).

* The Syslog client certificate must be in .pem format and contain a private key that uses RSA
encryption. If the certificate is in a different format, you must first convert the certificate, including
the private key, to .pem format before uploading it.

« After uploading the Syslog client certificate from the AWI Certificate Upload page, you must
configure Syslog authentication from the AWI Event Log page. This entails changing the Syslog

Connection Type to TCP with TLS, selecting the correct Syslog client certificate from the drop-down
list, and applying your settings.

* The Syslog server CA root certificate must be in .pem format, but should not need to contain a
private key. If the certificate is in a different format, you must convert it to .pem format before
uploading it. This certificate does not require configuration from the Event Log page.

* Both the Syslog client certificate and the Syslog server CA root certificate must be less than 10,238
bytes; otherwise, you will not be able to upload them. Some certificate files may contain multiple
certificates. If your certificate file is too large and it has multiple certificates within, you can open
the file in a text editor, copy and save each certificate to its own file.

802.1X AUTHENTICATION

Consider the following requirements when you use 802.1X authentication.

+ 802.1X authentication requires two certificates—an 802.1X client certificate and an 802.1X server
CA root certificate.

* The 802.1X client certificate must be in .pem format and contain a private key that uses RSA
encryption. If the certificate is in a different format, you must first convert the certificate, including
the private key, to .pem format before uploading it.

« After uploading the 802.1X client certificate from the Certificate Upload page, you must configure
802.1X authentication from the Network page. This entails enabling 802.1X authentication, entering
an identity string for the device, selecting the correct 802.1X client certificate from the drop-down
list, and applying your settings.
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* The 802.1X server CA root certificate must be in .pem format, but should not need to contain a
private key. If the certificate is in a different format, you must convert it to .pem format before
uploading it. This certificate does not require configuration from the Network page.

* Both the 802.1X client certificate and the 802.1X server CA root certificate must be less than 10,238
bytes; otherwise, you will not be able to upload them. Some certificate files may contain multiple
certificates. If your certificate file is too large and it has multiple certificates within, you can open
the file in a text editor, copy and save each certificate to its own file.

The following settings display on the AWI Certificate Upload page.

Certificate Upload Page Parameters

Parameter Description

Certificate filename Used to select a certificate to upload. Upload up to a maximum of 16 root and client
certificates.

Available Storage Amount of remaining storage space to add additional certificates.

Uploaded Certificates This displays any uploaded certificates.
* Remove button: Us this button to delete an uploaded certificate. The
deletion process occurs after the device is rebooted.
* Details button: Use this button to quickly view certificate information.
See Certificate Details Information image.

Selected Peer-to-Peer This is a read-only field. It is linked to the Peer-to-Peer Certificate field on the Session
Certificate page.

802.1X Client This is a read-only field. It is linked to the Client Certificate field on the Network page.
Certificate

To upload a certificate to a client:

1. From the AWI, select the Upload > Certificate.

2. Browse to the folder containing the certificate file. This file will have a .pem extension.
3. Double-click the correct .pem certificate file.

4. Click Upload.

5. Click OK to confirm that you want to proceed with the upload.

6. Click Continue.

If the certificate uploads successfully, it will appear in the Uploaded Certificates section on this page.
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Obtaining Certificates Automatically Using SCEP

Setting Default W ELET T

Console

Certificate Usage

SCEP Server URL

Challenge Password

CA Identifier

Auto Renewal Period 0 (disabled)
Issuing CA Certificate

Client Certificate

Request Certificates
(button)

Status

You can simplify the retrieval and installation of digital certificates by enabling devices to obtain
certificates automatically from a Simple Certificate Enroliment Protocol (SCEP) server.

You can obtain certificates using SCEP for:

+ 802.1X: Allows you to use SCEP to automatically request a custom certificate to use in your 802.1X
configuration.

7" Enabling 802.1X

Enabling 802.1X also requires enabling 802.1X in the Configuration > Networking page of the
OSD or AWI.

- Administrative Web Interface: Allows you to use SCEP to automatically request a custom
certificate for connections to the Administrative Web Interface (AWI).

* Peer-to-peer Max Compatibility: Allows you to use SCEP to automatically request a custom
certificate that allows secure negotiation using any of the common cipher suites to offer flexibility
for your network security requirements.
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* Peer-to-peer Suite B: Used in environments requiring Suite B cryptography. Allows you to use SCEP
to automatically request a custom certificate offering the greatest security for negotiating session
connections with a PColP endpoint.

- Syslog TCP/TLS: Certificates used to ensure a secure connection to your Syslog server.
SCEP Behaviors

The following behaviors are observed when using SCEP to obtain your certificates.

+ A successful SCEP request for a certificate will install the SCEP certificate in the endpoint's
certificate store.

+ A successful SCEP request for a certificate will no longer store the Root CA (or issuing CA)
certificate in the endpoint's certificate store.

* The OSD and AWI SCEP tab will display the Subject and Issuer names of the SCEP client certificate.

* Deleting a peer-to-peer certificate will cause it to revert to using the default peer-to-peer certificate.
This will take effect on next session connection.

* Deleting an AWI SCEP certificate will cause it to revert to using the default AWI certificate. A reboot
is required.

* Removing a 802.1X SCEP certificate happens immediately. The endpoint will fail 802.1X
authentication on the next connection attempt or on the next automatic polling with the 802.1X
switch.

« Additional successful SCEP requests will overwrite any previously installed SCEP certificates for the
same usage.

* Endpoint SCEP certificate requests include the following parameters:

* Subject Name: PColP Device Name
- Subject Alt Name: MAC Address, User Principal Name (UPN), and the Fully Qualified Domain
Name (FQDN)

* SCEP certificate renewal requests occur sequentially in 1 hour intervals when the renewal setting
has been reached. The first request must successfully complete before renewal of the next
certificate is initiated. If unsuccessful, the renewal request for the first certificate is attempted
again. Administrators should periodically review the validity period of the SCEP certificates to
ensure that renewals were successful and the certificates do not expire.

* The PColP endpoint must have NTP properly configured.

* The renewal period must be less than the validity period of the certificate.
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* Based on the configured renewal setting, an endpoint will automatically issue a SCEP renewal
request using the existing certificate for authentication

7" Using Microsoft NDES

Renewal using Microsoft NDES encounters a problem when the Certificate template is
configured to populate the Subject Name with multiple attributes from Active Directory
information (e.g. CN, OU, DC), such is the case when setting the Subject Name to Fully
distinguished name.
To avoid this issue:

« Set the Subject Name to be supplied in the request

« Set the Subject Name to be populated with just the Common Name from the Active

Directory

* Endpoint SCEP requests do not use a TLS connection. The Tera2 endpoint generates its own 3072-
bit SCEP RSA private key when certificates other than Peer-to-peer Suite B certificates are
requested. For Peer-to-peer Suite B certificates, the endpoint generates its own ECC P-384 SCEP

private key.
The private key is used to construct parts of the PKCS#10-formatted certificate request which is

then delivered to the SCEP server, and the SCEP server's Registration Authority (RA) RSA
certificate's public key is used to encrypt the actual certificate request. The SCEP challenge
password is encrypted as it is contained within the certificate request.
The following cryptography algorithms are used to generate a SCEP request:
* Content Key Encryption Algorithm: RSAES-OAEP
* Hash Algorithm: SHA384
+ Content Encryption Algorithm: AES-256-CBC
* RA (Registration Authority) and CA (Certificate Authority) certificates need to have at least 2048 bit

key size

-243/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide Uploading Certificates

6 Endpoint Session TLS Security Mode settings

Hardware endpoints have a required TLS Security Mode setting in each session configuration (i.e.
AWI > Session). The SCEP request must correspond to the TLS Security Mode setting used on the
endpoint.

« If the selected TLS security mode is Suite B, only ECC certs can be selected using the Peer-to-
Peer Certificate drop down list.

« If the selected TLS security mode is Max compatibility, only RSA certs can be selected using
the Peer-to-Peer Certificate drop down list.

* The session TLS security mode must match the selected SCEP issued peer-to-peer certificate
—Peer-to-peer Max Compatibility or Peer-to-peer Suite B—to establish a successful secure
peer-to-peer connection.

If the endpoint is not configured with the correct session TLS Security Mode, the Peer-to-Peer
Certificate field in the AWI Configuration > Session page will not change and remain as
Default, even though the Upload > Certificate page shows the active SCEP issued certificate in
the Selected Peer-to-Peer Certificate field.

* Peered endpoints will not connect until the TLS setting matches the type of certificate being
used and the peered endpoint has the matching configuration.

The following settings display on the OSD and AWI SCEP pages:
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Configuration

Network | IPv6 | Management ‘ SCEP | Label | Discovery | Session | Power | Display | Access | Audio | Reset |

Configure SCEP (Simple Certificate Enrollment Protocol) settings and request certificates

Certificate Usage: 802.1% ™/
SCEP Server URL:
Challenge Password:
CA |dentifier: CAldentifier
Auto Renewal Period: 0 Day(s) before expiration (0 = disabled)
Issuer CA Certificate:

Client Certificate:

Status:

| Unlock | ] | cCancel | Apply

OSD SCEP page
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Home Configuration / Permissions / Diagnostics / Info / Upload

SCEP
Configure SCEP settings and retrieve certificates
Certificate Usage: | 802.1X v
Server URL: | (2]
Challenge Password: | @

CA Identifier: ‘ CAIdentifier |

Auto Renewal Period: | Day(s) before expiration (0 = disabled)

m
A\

Issuer CA: <lNon:

[~
=
(s}
m
A\

Client Certificate: <

|' Request Certificates |

Status:

AWI SCEP page
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SCEP Parameters

Parameter Description

Certificate Usage

SCEP Server URL

Challenge
Password

CA Identifier

Auto Renewal
Period

Issuer CA
Certificate

Client Certificate

Request
Certificates
(button)

Status

1. Open the SCEP page:

Options:
+802.1X

+ Administrative Web Interface
+ Peer-to-peer Max Compatibility
+ Peer-to-peer Suite B

+ Syslog TCP/TLS
Enter the URL for the SCEP server that is configured to issue certificates for the device.

Enter the password required by the SCEP server

A string provided by your CA issuer that uniquely identifies the Certificate Authority when
providing certificates for SCEP requests.

Number of days prior to the existing certificate expiry date to initiate a certificate SCEP
renewal request. If left unconfigured, administrators must manually request a new certificate.

Displays the Issuer CA certificate that signed the client certificate. (The endpoint no longer
stores the Root CA certificate)

Displays the name of the client certificate that has been installed in the device.

After entering the SCEP server address, password, certificate usage, and CA Identifier,
clicking this button initiates the retrieve certificates process.

Displays the status of the request (for example, requesting, successful, failed).

To obtain certificates automatically using SCEP:

+ From the OSD, select Options > Configuration > SCEP.

« From the AWI, select Configuration > SCEP.

2. Select the Certificate Usage type.

A Using Peer-to-peer certificates

If using a Peer-to-peer certificate, confirm the TLS Security Mode in the advanced section of

your Session connection matches your certificate type. A successful secure connection can

only happen when the corresponding PColP endpoint has the correctly configured certificate

applied. See Peering Zero Clients to Remote Workstation Cards
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3. Enter the URL and challenge password for the SCEP server.
4. Enter the CA Identifier if required. Provide a valid CA Identifier or use "CAldentifier" (default).

5. Enter the Auto Renewal Period.

6. Click Request Certificates to retrieve the certificate. The issuing CA and client certificates display
after a successful SCEP request.

The Status section displays the status of the request such as Requesting, Request completed, or
Request failed. Once the SCEP process is completed, the certificate is active.

To delete your SCEP certificate:

1. Browse to the AWI Upload > Certificates page.
2. Click the Remove button beside the certificate you wish to remove.

3. Click Apply and then Continue.
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Assigning an IP Address to a Tera2 PColP Zero Client

When a Tera2 PColP Zero Client is powered on for the first time, you can display its IP address by
logging into the OSD and selecting Options > Configuration > Network.

If you want, you can manually change the IP address either dynamically or statically.

Assigning the IP Address Dynamically

If your network supports DHCP and your Tera2 PColP Zero Client is enabled for DHCP, the Tera2
PColP Zero Client will automatically receive an IP address from your DHCP server when it's first
powered on. One advantage to dynamic IP address assignment is that you can deploy multiple Tera2
PColP Zero Clients simultaneously in your network.

7" The Tera2 PColP Zero Client may receive a different IP address when it's powered off

- If the client is subsequently powered off for a period of time that exceeds its DHCP lease time,
the client may receive a different IP address when it's powered on again. You can avoid this
issue by using a DHCP reservation to permanently associate the IP address received from the
DHCP server with the device.

* As well, if there is no available DHCP server when the zero client powers on, after 4 attempts
the zero client will use it's fall back IP address. Only a power reset will initiate a DHCP request

at this point.

Assigning the IP Address Statically

If your network doesn't support DHCP, the Tera2 PColP Zero Client will use its static fallback IP
address the first time it's powered on. This address is set by the device’'s manufacturer.

You can statically assign an IP address from the Tera2 PColP Zero Client's OSD Network page.
Because all Tera2 PColP Zero Clients from the same manufacturer will have the same default IP
address, you can only deploy a single client at a time when you assign IP addresses statically.
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© You can also configure an IP address from the AWI Initial Setup page

You can also assign an IP address (and other network settings) from the AWI Initial Setup page. To
configure the IP address from this page, see Configuring Initial Setup Parameters.

To statically assign an IP address from the OSD:

1. From the OSD, select Options > Configuration > Network.

2. From the OSD Network page, select Unlock. If required, enter a password to make changes.

3. Ensure that Enable DHCP is not selected, and then enter the client’'s IP address and other network
addresses.

4. Click **Apply, and then click Reset to reset the device so the changes can take effect.

,s

Locating the factory default IP address

You can locate the factory default IP address for a client in the IN OFD: (optional factory defaults)
section of the the device’s event log:

IN OFD: enable static_ip fallback
IN OFD: static_ip fallback timeout
IN OFD: static_ip fallback ip address =
IN OFD: static_ip fallback gateway =
IN OFD: static_ip fallback subnet nask

enabled

120
192.168.1.50
192.168.1.1
255.255.255.0

The static fallback IP address can also be set from the PColP Management Console. In this case, the
event log will display the address as being IN FLASH: rather than IN OFD:

IN
IN
IN
IN
IN

CFD: enable static_ip fallback
OFD: static_ip fallback timeout
FLASH: static_ip fallback ip address
OFD: static_ip fallback_ gateway
OFD: static_ip fallback_subnet_mask

enabled

120
192.168.1.101
182.168.1.1

255.255.255.0

If you reset the client (see Resetting Your Tera2 PColP Zero Client), the static fallback IP address will
revert to the factory default, even when it has been set by the PColP Management Console.
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Assigning a Name to Your Tera2 PColP Zero Client

You can assign a name to your Tera2 PColP Zero Client, as well as add a description and additional
information about the device. You can use the OSD or AWI to assign the information.

Assigning a Device Name from the OSD

You can configure a device name from the OSD Label page, as shown next.

Configuration

Network | IPv6 | Management I SCEP ‘ Label ‘ Discovery | Session | Power I Display | Access | Audio | Reset ‘

C%nfigure the device identification

PColP Device Name: | pcoip-portal-emu001-025056972792 |

MNote: When DHCP is enabled the PColP Device Name is sent to
the DHCP server as the requested hostname.

PColP Device Description: ‘ ‘

Generic Tag. ‘ ‘

Unlock ! OK || cancel | Apply

OSD Label page

The following parameters display on the OSD Label page:
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0OSD Label Parameters

Parameter Description

PColP Device Lets you provide the endpoint a logical name. The default is pcoip-portal-<MAC>, where
Name <MAC> is the device's MAC address.

This field is the name the device registers with the DNS server if DHCP is enabled and the
system is configured to support registering the hostname with the DNS server.

It's important to ensure that the PColP Device Name is unique for each endpoint in the
network and follows these naming conventions:

« The first and last character must be a letter (A-Z or a-z) or a digit (0-9).
+ The remaining characters must be letters, digits, hyphens, or underscores.

« The length must be 63 characters or fewer.

PColP Device A description of the device or other information, such as the location of the device’s endpoint.
Description
The firmware does not use this field. It is provided for administrator use only.

Generic Tag Generic tag can be populated with information about the endpoint.

The firmware does not use this field. It is provided for administrator use only. This field can be
useful for identifying endpoints in Management Console or Syslog servers.

To assign a device name from the OSD:

1. From the OSD, select Options > Configuration > Label.

2. From the OSD Label page, enter a device name, a description, and additional information (if
necessary).

3. Click OK.

Assigning a Device Name from the AWI

You can assign a device name from the AWI Label page, shown next.
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Label

Change the PColP device labels

PCoIP Device Name: [pcoip-portal-0030040ddbbe

Note: When DHCP is enabled the PColIP Device Name is sent to the DHCP server as the requested hostname.

PCoIP Device Description: I

Generic Tag: I

Applyl Cancel |

AWI Label page
The following parameters display on the AWI Label page:

AWI Label Parameters

Parameter Description

PColP Device Lets you give the device a logical name. The default is pcoip-portal-, where is the device’s
Name MAC address.

This field is the name the device registers with the DNS server if DHCP is enabled and the
system is configured to support registering the hostname with the DNS server.

It's important to ensure that the PColP Device Name is unique for each endpoint in the
network and follows these naming conventions:

* The first and last character must be a letter (A-Z or a-z) or a digit (0-9).
+ The remaining characters must be letters, digits, hyphens, or underscores.

+ The length must be 63 characters or fewer.

PColP Device A description of the device or other information, such as the location of the device's endpoint.
Description
The firmware does not use this field. It is provided for administrator use only.

Generic Tag Generic tag information about the device.

The firmware does not use this field. It is provided for administrator use only.

To assign a device name from the AWI:

1. From the AWI, select Configuration > Label.
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2. From the AWI Label page, enter a device name, a description, and additional information (if
necessary).

3. Click Apply.
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Resetting Your Tera2 PColP Zero Client

Setting Management

Console

Reset Parameters (a button)

Enable keyboard shortcut Disabled
Reset Hotkey Sequence (USB Scan Disabled
Code)

Hide keyboard shortcut sequence in Disabled
0SsD

Remote Reset Notification timeout None
(seconds)

You can reset the Tera2 PColP Zero Client's parameters to the factory default values stored in flash
memory from the OSD or AWI. You can also enable a keyboard shortcut to perform the factory reset.

Before resetting your endpoint, you should have a thorough understanding of your current Zero Client
configuration. If you do a factory reset then all configurations are removed including access to the
AWI. The one exception is any custom OSD logo you may have uploaded will remain unchanged.
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Access after a factory reset

A factory reset may require you to access the OSD to perform additional configurations or it may
require your endpoint to be able to connect to a Management Console so the AWI can be enabled
if disabled should you not be at the location of your endpoint.

« Off premises Zero Clients remotely managed by Management Console

If your Zero Client is located at your home and is being remotely managed by Management
Console and you perform a factory reset, you must follow the guide for remote management
(Connecting to a Remote Endpoint from OSD) and ensure you modify the Zero Client network

settings from the OSD screen to add the custom domain name to the network settings and
reboot then Zero Client.

- Zero Clients configured for autodiscovery

If your endpoint was managed by a Management Console prior to performing a factory reset,
the settings to connect to your Management Console will be lost. To get your endpoint back
into the Management Console when on premises, you should have your endpoint configured
for auto discovery. For further DHCP and DNS autoconfiguration directions, see Configuring
Endpoints for autodiscovery using DNS or Configuring Endpoints for Auto Discovery Using

DHCP. When configured for autodiscovery, your endpoint will automatically check back into
the management console when connected to the network. After it establishes communication
with the Management Console, ensure it is in the correct Management Console Group and
apply any profiles that are required for that endpoint. See Configuring Discovery for

information on where to configure your Zero Client discovery settings.
* Manual Discovery

If your endpoint was configured for manual discovery prior to performing a factory reset, you
might have additional configurations to perform. For instance, when using self-signed
certificates you might have to upload this certificate to the Zero Client certificate store and
then enter the public URL for the Management Console. After this, the Management Console
administrator would have to manually rediscover the endpoint. To do this you will need access
to the Zero Client OSD or AWI. See Configuring Access to Management Tools
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vNetwork hfvts | Management I SCEP I Label | Discovery I Session I Power | Display l Access IAudio Reset 7

Reset all configuration and permissions settings stored on the device

Resat Parameters:

Keyboard Shortcut:  CTRL + ALT + SHIFT + SPACE (USB Scan Code 0x2C)

Resat this Zero Client to its factory defaults? Choose Yes
to continue and restart the device or No to cancel

Yes [ No

Unlock Cancel

OSD Reset page
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Log Out PColP® Zero Client

Home Configuration / Permissions / Diagnostics / Info / Upload

teradici.

PColP

Reset

Factory reset all configuration and permission settings stored on the device

Reset Parameters: | Reset

Enable keyboard shortcut:

Reset Hotkey Sequence

+ + + - i " 7 i 47 4
(USB Scan Code): CTRL + ALT + SHIFT | 73 |(He\adec1mal range between 4 and 73 excluding 39, 46, 47, 48, 53, and 65)

Hide keyboard shortcut
sequence in OSD:

O

Remote Reset Notification

timeout (seconds): ®@None O30 O60 U300

AWI Reset page

7" Factory Reset Default Values

Resetting parameters to factory default values does not revert the firmware or clear the custom
0SD logo.

Factory Reset by key combination
Programmed Keyboard Shortcut Factory Reset Warning

Resetting Parameters

From the OSD and AWI Reset pages, you can reset parameters to the factory default values stored in
flash memory.
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To reset parameters to factory defaults:

1. Open the Reset page:

* From the OSD, select Options > Configuration > Reset.

* From the AWI, select Configuration > Reset.

2. From the OSD or AWI Reset page, click Reset. When you click Reset, a prompt appears to confirm
you want to reset the parameters.

Configuring a Factory Reset Shortcut

From the AWI, you can enable a 4 key factory reset shortcut ( ctr1 [+ a1t [+ snift |
+ Another Key J) to reset your PColP Zero Client's parameters to its factory default values. When

enabled, you can use the shortcut to reset device parameters. The shortcut is enabled from the AWI
(or via a Management Console profile) and configured using a hexadecimal keyboard key value in
order to provide the greatest amount of compatibility with the various keyboard designs available in

the marketplace.

7" Hexadecimal Prohibited Shortcut Keys

There are some keys that are prohibited for the endpoint factory reset shortcut sequence.
Prohibited keys are:

* 39 caps
'46 PrtScn

47 scrLk

* 48 Pause

* 53 NumLk and ClearJ

65 - (application/menu key)

For additional information on hexadecimal key value mappings, and OS compatible keyboard
mappings, reference table 12 in the USB HID Usage Tables PDF v1.12 currently provided on the

usb.org site located here.
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You configure the keyboard shortcut on the AWI Reset page. After you enable the shortcut and enter a
hexadecimal value for the required variable shortcut key, you can choose to display or hide the
shortcut on the OSD Reset page. If you choose to hide the shortcut on the OSD page, you can still use
the shortcut to reset parameters, however the shortcut sequence will not be visible on the OSD reset

page.

To enable the reset keyboard shortcut:

1. From the AWI, select Configuration > Reset Parameters.
2. From the AWI Reset page, do the following:
a. Enable the shortcut by selecting the Enable keyboard shortcut check box. When enabled, you
can use the shortcut to automatically reset device parameters.
b. Enter the hexadecimal value for the fourth key.

c. (Optional) To prevent the shortcut from displaying on the OSD Reset page, select the Hide
keyboard shortcut sequence in OSD check box. Even though the shortcut doesn't display, you
can still use the shortcut to reset device parameters.

d. (Optional) To warn users of a pending reset, select a Remote Reset Notification value of 30,
60 or 300 seconds.

6 Remote Reset Notification

If a configuration change (AWI or Management Console profile application) requires a
PColP Zero Client reboot, the administrator can configure a notification warning of the
pending reboot that will be seen on the monitor. This will allow the user to save any work

they may have open. Select either the 30, 60, or 300 second option.

e. Click the Apply button.

-260/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide Displaying an OSD Logo

Displaying an OSD Logo
From the AWI, you can upload an image to display on the OSD Connect page.

After you've uploaded an image, you can configure the image to display on OSD login screens
(instead of the default banner). You can do this if you've configured your Tera2 PColP Zero Client to
use a PColP Connection Manager as the PColP session broker, or a View Connection Server as the
broker when connecting to a VMware desktop.

Displaying a Logo on the OSD Connect Page

From the OSD Logo Upload page, as shown next, you can upload an image to display on the OSD
Connect page.

0OSD Logo Upload

Upload an OSD logo to be displayed on the local GUI (client only)
The OSD logo must be a 24bpp bitmap that does not exceed 256 pixels by 64 pixels. Any other images will be displayed incorrectly, or not at all,

OSD logo filename: Browse.. |No file selected.
Upload |

To display a logo on the OSD Connect page:

1. From the AWI, select Upload > OSD Logo.

2. From the OSD Logo Upload page, click Browse to search for a logo file. The file must be on a local
or accessible network drive.
The 24 bpp (bits per pixel) image must be in BMP format, and its dimensions cannot exceed 256
pixels in width and 64 pixels in height. If the file extension is incorrect, an error message displays.

3. Click Upload to transfer the specified image file to the client. A message confirming the upload
displays.
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Displaying a Logo on OSD Login Screens

You can configure the image you uploaded to display on the OSD Connect page to display at the top
of OSD login screens. You can do this if you've configured your Tera2 PColP Zero Client to use a
PColP Connection Manager as the PColP session broker, or a View Connection Server as the broker

when connecting to a VMware desktop.
To enable a logo to display on OSD login screens:

1. If you haven't already done so, upload an image to display on the OSD Connect page.
2. From the AWI, select Configuration > Session.

3. Select the Use OSD Logo for Login Banner check box to enable the OSD logo banner to display at
the top of login screens (instead of the default banner).

4. Click Apply.
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Setting Up a Touch Screen Display

This topic explains how to install and configure an Elo TouchSystems touch screen display for your
Tera2 PColP Zero Client. You'll learn how to:

» Install an Elo TouchSystems touch screen display (see Installing the Touch Screen Display).

» Configure and calibrate settings for an attached Elo TouchSystems touch screen display (see
Configuring the Touch Screen from the OSD).

« Configure the firmware if you want the touch screen to be controlled by a driver running on the host
(see Setting up the Touch Screen as a Bridged Device)

» Set up auto-logon to bypass authentication when users are connecting to a host with a broker (see
Configuring the Tera2 PColP Zero Client to Automatically Log into a Host Brokered by a Connection

Manager).

Installing the Touch Screen Display

The following procedure shows you how to Install an Elo TouchSystems touch screen display.
To install an Elo TouchSystems touch screen display:

1. Plug in the touch screen’s USB cable to the Tera2 PColP Zero Client’s USB port.

2. Attach the monitor cable from the touch screen to any port on the Tera2 PColP Zero Client.

7" Don't attach multiple touch screens to the PColP Zero Client

You can't attach multiple touch screens to the Tera2 PColP Zero Client, but you can attach
additional non-touch screens to the Tera2 PColP Zero Client in addition to the touch screen as
long as the touch screen is attached to the port on the Tera2 PColP Zero Client that is
configured as the primary port.

3. Plug in the power.

4. Disconnect the Tera2 PColP Zero Client session. This initiates the calibration on the touch screen.
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7" Touch screen's co-ordinates are saved in flash memory

Once the touch screen is calibrated, the co-ordinates are saved in flash memory. You can
manually recalibrate the screen as required through the OSD Touch Screen page.

5. Follow the touch screen prompts. You can test the calibration with your finger (the cursor should
move with your finger). If the screen is not properly calibrated, the system automatically restarts
the calibration program.

Configuring the Touch Screen from the OSD

Setting Default Management
Console

Enable right click on hold Disabled

Right click delay Set for a

shorter delay

Touch screen calibration (N/A; You must
press Start to begin calibration)

The OSD Touch Screen page, as shown next, enables you configure and calibrate settings for an
attached Elo TouchSystems touch screen display.
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User Settings

Certificate | Mouse | Keyboard | Image

Display Topology

Touch Screen | Tablet | Region

Configure the touch screen settings
been detected.

Enable right click on hold:

O

Long
Right click delay:

NOTE: The settings in this tab are applicable only when a compatible touch-capable display has

Short

Touch screen calibration: |

Start

-3

| |

Cancel |

OSD Touch Screen page

7" Supported touch screens

Elo IntelliTouch and Elo AccuTouch are the only Elo TouchSystems touch screens supported.

The following parameters display on the OSD Touch Screen page.
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0OSD Touch Screen Parameters

Parameter Description

Enable right Select this check box to let users generate a right-click when they touch the screen and hold it
click on hold for a few seconds. If disabled, right-clicking is not supported.
Right click delay Slide the pointer to the position (between Long and Short) to determine how long the users

must touch and hold the screen to generate a right-click.

Touch screen When you first connect the touch screen to the Tera2 PColP Zero Client, the calibration program
calibration starts. At the touch screen, touch each of the three targets as they appear.

To test the calibration, run your finger along the monitor and ensure that the cursor follows it. If
it is not successful, the calibration program automatically restarts. Once calibrated, the

coordinates are stored in flash.

To manually start the calibration program, from the OSD Touch Screen page, click Start. Follow
the onscreen prompts.

To configure a touch screen from the OSD:

1. From the OSD, select Options > User Settings > Touch Screen.
2. From the OSD Touch Screen page, update the touch screen settings.

3. Click OK.

Setting up the Touch Screen as a Bridged Device

7" Setting up a touch screen as a bridged device is optional

This procedure is optional and only necessary if you want the touch screen to be set up as a
bridged device.

While a session is active a user may want the touch screen to be controlled by a driver running on the

host. To set this up the touch screen must be added to the list of bridge devices.
To set up the touch screen as a bridged device:

1. Install the touch screen to your Tera2 PColP Zero Client (see Installing the Touch Screen Display).

2. Log into the Tera2 PColP Zero Client AWI.
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3. From the AWI Info menu, click Attached Devices. The Attached Devices page displays (as shown
next), showing the PID and VID information.

VID and PID numbers

Write down the PID and the VID information. From the Permissions menu, click USB to display the
USB permissions page. In the Bridged Devices section, click Add New. Enter the Vendor ID and
Product ID for the touch screen (as shown next), and then click Add.

USB permissions page

Restart the Tera2 PColP Zero Client session. Install the touch screen driver from Elo
TouchSystems. See the Elo TouchSystems documentation for installation and calibration
instructions.

Configuring the Tera2 PColP Zero Client to Automatically Log into a Host
Brokered by a Connection Manager

To make logging into the touch screen device easier, you can configure auto-logon to bypass the
keyboard when using a broker as a connection manager.

If you choose to set this up, users simply need to touch Connect at the Login window instead of also
having to enter their login credentials.

To configure the Tera2 PColP Zero Client to automatically log into a host brokered by a connection
manager:

1. Log into the AWI for the Tera2 PColP Zero Client.

2. From the Configuration menu, select Session.

3. In the Session Connection Type drop-down menu, select PColP Connection Manager + Auto-
Logon or View Connection Server + Auto-Logon, depending on the connection server you're using.

4. Enter the connection server's DNS name or IP address.

5. Complete the user credentials, and then click Apply.
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Viewing Information

Viewing Information About your Tera2 PColP Zero Client

From time to time, you'll want to view information about your Tera2 PColP Zero Client so you can
complete certain tasks or troubleshoot issues. Information you can view includes your Tera2 PColP
Zero Client's IP address, hardware, firmware, and processor information, and information about
attached devices, such as monitors and USB devices.

© Obtaining More Information About Your Tera2 PColP Zero Client

To view additional information about your Tera2 PColP Zero Client, such as statistical and logging
information, see Performing Diagnostics. You can also view processor and statistical information

from the AWI Home page.
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Viewing the IP Address

You can view your Tera2 PColP Zero Client's IP address from the OSD Network page.
To view the Tera2 PColP Zero Client IP address:
* From the OSD, choose Options > Information > Network.

The OSD Network page displays, as shown next, showing the device's IP address.

Information

Yersion | Network ‘

Yiew the IP address of the device

IP Address: 10.0.34.8

| Close |
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Viewing Information About Attached Devices

You can view information about the devices (such as keyboards, mice, monitors, and tablets)
attached to your Tera2 PColP Zero Client. The information displays on the AWI Attached Devices
page, as shown next.

Attached Devices

View presently connected monitors and USB devices

Displays:
Port Model Status Mode Resolution VvID PID Date Serial
1 BenQ EW2420 Connected DVI 1920x1080 @ 60 Hz BNQ 7923 30-2011 V7B00284067
2 BenQ EW2420 Connected DVI 1920x1080 @ 60 Hz BNQ 7923 10-2011 93B02607026
USB Devices:
Device Parent Model Status Controller Internal/External VvID PID CSP Local Driver Serial
0400 Root 1 USB Optical Locally OHCI External 046D COSA 00/00/00 Mouse -
Mouse Connected
0501 Root 3 USB Keyboard Locally OHCI External 046D C31C 00/00/00 Keyboard, -
Connected Remote Control
0602 Root 0 Plantronics Locally OHCI External 047F (C036 00/00/00 Multiple Drivers 45FC57D7A84E204EA43D73B5C8F45591
C520-M Connected

Hide Legend

Legend (Displays):

Status [potential failures] Description
Connected [EDID read failure / EDID override] The display is connected and the EDID has been bridged (host/client)
Disconnected No display or cable has been detected

Not in Session [EDID read failure / EDID override]  The display is connected but we are not in session (client) / we are still asserting hotplug and
emulating the following displays (host)

Unknown On startup on the host, we have not received an EDID request (which determines the mode
type) or have not extracted a set of timing (which tells us definitively that we have a cable
attached)

Potential Failures Description

EDID read failure There was a failure during our DDC channel read of the display EDID. Using a Teradici default
EDID.

EDID override Even though we have not detected a display, we are asserting hotplug and emulating that a
Teradici default EDID is attached.

Cable error A duallink conversion cable has been detected on an incorrect port. Duallink conversion cables

must be connected to the correct pair of DVI ports. The primary connector (labeled "1") of a
conversion cable must be connected to either port 1 or 2 for duallink operation. The secondary
connector (labeled "2") on the duallink conversion cable must be plugged into the correct
companion port (ie, primary port 1/ secondary port 3; primary port 2 / secondary port 4).

The following information displays on the AWI Attached Devices page:
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Attached Devices Information

Statistic Description

Displays This section displays the model, status, mode, resolution, serial number, vendor identification (VID),
product identification (PID), and date of the display attached to each port. This option is only
available when the host is in a PColP session.

USB This section displays the port mode, model, status, device class, subclass, protocol, vendor
Devices identification (VID), and product identification (PID) of the USB device attached to the client.
USB Device Status options include:

Status + Not Connected: No device is connected.

* Not in Session: The device is detected outside of a PColP session.

* Not Initialized: The device is detected in a PColP session but the host controller has not
initialized the device.

- Failed Authorization: The device is detected in a PColP session but is not authorized. (For
more information about USB, see Configuring USB Settings and Permissions.

+ Locally Connected: The device is detected and authorized but locally terminated in a PColP
session (for example, a local cursor).

« Connected: The device is detected and authorized in a PColP session.

7" Each USB device possesses one device descriptor and an interface descriptor for each device
function

Every USB device has a single device descriptor as well as an interface descriptor for each of the
device's functions. (For example, a USB device with a camera, microphone, and button would have
an interface descriptor for each function.)

In the USB specification, the USB Device Class, Sub Class, and Protocol class code fields identify a
device’s functionality so that the correct device driver will load for the device. Depending on the
device, this information can display in either the device descriptor or the interface descriptors, or in
both.

If a device is authorized, the Device Class, Sub Class, and Protocol class code fields that display on
the Attached Devices page are the same values obtained from the device descriptor.

If a device is not authorized, the Device Class, Sub Class, and Protocol class code fields that display
on the Attached Devices page are the same values obtained from the interface that caused the device
to fail authorization.
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To view device information:

1. From the AWI, select Info > Attached Devices.

2. From the AWI Attached Devices page, view information for the devices attached to your Tera2
PColP Zero Client.
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Viewing Hardware and Firmware Information

You can view the device's hardware and firmware details from both the OSD and AWI. The information
displays on the OSD and AWI Version pages.

7" Processor information is also available on the AWI Home page

You can view processor and statistical information about your setup from the AWI Home page. For
more information about the AWI Home page, see AWI Home Page.

Information

Version | Network |

Yiew the hardware and firmware version information

MAC Address: 04-50-56-97-27-92
Unique Identifier; 04-50-56-97-27-92-client-2

Serial Number:
Firmware Part Number: FW023-97
Hardware Version:

Firmware Version: 5.0.0
Firmware Build ID: release/fw/r5_0@34928.a07871e.882173
Firmware Build Date: Aug 7 2015 11.28:52

PColP Processor Family: Tera2
PColP Processor Revision: 1.0

Bootloader Yersion: 0.0.0
Bootloader Build ID:
Bootloader Build Date:

|_ Close ‘

OSD Version page (sample data only)
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Viewing Hardware and Firmware Information

Version

MAC Address:

Unique Identifier:
Serial Number:
Firmware Part Number:
Hardware Version:

Firmware Version:
Firmware Build ID:
Firmware Build Date:

PCoIP Processor Family:
PCoIP Processor Revision:

Bootloader Version:
Bootloader Build ID:
Bootloader Build Date:

View the hardware and firmware version information

00-30-04-0E-47-B9
00-30-04-0E-47-B9
L12110001326
FW023020
6293D008120-A

5.0.0-rc3
release/fw/r5_0@34928.a07871e.882045
Aug 7 2015 11:12:57

Tera2
0.0

2.0.0
r4_8@17300
Feb 17 2015 12:19:58

AWI Version page (sample data only)

The following parameters display on the OSD and AWI Version pages:
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Version Parameters

Parameters Description

VPD Information (Vital Product Data): Information provisioned by the factory to uniquely identify each
device:
+ MAC Address: Host/client unique MAC address.
+ Unique Identifier: Host/client unique identifier.
+ Serial Number: Host/client unique serial number.
 Firmware Part Number: Part number of the current firmware.
+ Hardware Version: Host/client hardware version number.
Firmware Information This information reflects the current firmware details:
« Firmware Version: Version of the current firmware.
- Firmware Build ID: Revision code of the current firmware.
- Firmware Build Date: Build date for the current firmware.
PColP Processor This information provides details about the PColP processor.
Information + PColP Processor Family: The processor family (for example, Tera2).
+ PColP Processor Revision: The silicon revision of the PColP processor. Revision B
of the silicon is denoted by a 1.0.
Bootloader Information This information reflects the current firmware bootloader details:
- Boatloader Version: Version of the current bootloader.
+ Bootloader Build ID: Revision code of the current bootloader.

- Bootloader Build Date: Build date of the current bootloader.

To view hardware and firmware information:

1. Do one of the following:
* Open the AWI Home page.
* Open the OSD __ page: From the OSD, select Options > Information > Version.
* Open the AWI Version page: From the AWI, select Info > Version.

2. From the AWI Home page, or the OSD or AWI Version pages, view the hardware and firmware
information.
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Configuring Your Zero Client

Configuring Your PColP Zero Client

Using either the OSD or AWI PColP Zero Client administrative interfaces, you can configure the PColP
Zero Client to connect to a variety of hosts under different security requirements. These configurable
parameters allow your Zero Client to comply with your company's security policies.

In large secure environments, a management tool such as the PColP Management Console is
recommended to manage multiple PColP endpoints remotely, with the OSD configuration options
restricted and the AWI administrative interface disabled. Descriptions of configurable parameters are
found in this section of the the PColP Zero Client Administrators' Guide while information on how to
apply configurations via the PColP Management Console are found in the PColP Management

Console Administrators' Guide.
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Configuring Access to Management Tools

& Secure Environments

Disable the AWI and use the PColP Manamgement Console to configure endpoints in
environments that have high security requirements. Consider hiding the OSD for extra security.

Setting Default Management
Console

Disable Management Console Disabled

Interface

Disable Administrative Web Enabled

Interface (FW 6.4+)

Force password change on next Disabled

login

Require password protection for Disabled

User Settings

From the OSD and AWI, you can:

* Prevent a PColP administrative tool from managing the PColP Zero Client.
* Disable administrative access to the Tera2 PColP Zero Client's AWI.

* Force an administrative password change the next time someone accesses the AWI or OSD.
From the AWI only, you can:

* Apply the zero client administrative password to the OSD User Settings.

A Do Not Disable all 3 Administrative Interfaces

At least one of the PColP Zero Client's three administrative configuration interfaces (OSD, AWI, or
PColP Management Console) must remain enabled at all times. If you have hidden the OSD
Configuration menu using the PColP Management Console, and you try to disable both the PColP
Management Console interface and the AWI, you will receive an error message.
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As of firmware 6.4, the Administrative Web Interface is disabled by default. You can enable the AWI
by using the OSD or by the PColP Management Console.

You can configure administrative access settings from the OSD, AWI Access pages, as well as the
PColP Management Console. In secure environments, the AWI, OSD, or sections of the OSD may not
be available. In these cases, settings must be managed by the PColP Management Console if
deployed.

For more information on using PColP Management Console profiles, see the PColP Management
Console Adminsitrators' Guide

Configure Administrative Access Settings via the PColP Management
Console

1. Follow your IT security policy and if applicable, configure a new or existing profile to enable the
Administrative Web Interface or the appropriate parameters of the OSD Menu found in SECURITY
section of the PColP Management Console profile.
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Configuring Access to Management Tools

[TERA2 CLIENT [DUAL] ] +
SECURITY
Set In Profile
° Local Administrative Password: @ 0000 = ®
Force Password Change on Next Login: @  Keep Device Setting
° Enable Password Protection for 0SD and AWI1 ©: @ Enable | &
Password Protect User Settings for 0SD©: @  Keep Device Setting
e Administrative Web Interface ©: @ Enable | &
Hotkey Parameter Reset: @  Keep Device Setting
Hide Parameter Reset Hotkey Sequence: @  Keep Device Setting
802.1X Security: @  Keep Device Setting
802.1X Authentication Identity: €@  Keep Device Setting
802.1X Legacy Support ©: @  Keep Device Setting
Management Console Interface ©: @  Keep Device Setting
e Hidden OSD Menu Entries ©: @  Hide Options->Configuration: Enable | &
Hide Options->Diagnostics: Enable | &
Hide Options->Information: Enable | &
Hide Options->User Settings: Enable | &
Hide Options->Password: Enable | &
Hide the Options menu: Enable | &
Hide all Menus: Enable | &
Hidden OSD User Setting tab Entries ©: @  Keep Device Setting
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Profile Management Access Settings

2. Apply the profile to your Zero Client.

The following instructions provided consider the case when the AWI is disabled and the OSD is
available. The images show that the settings in the OSD and AWI are the same, thus the same
instructions apply to changes done via the AWI when it is available. The exception being the OSD
does not have Require password protection for User Settings and either the AWI or PColP
Management Console must be used to configure this setting.

Configuration

Configuring Access to Management Tools

MNetwork | IPv6 | Management | SEER | Label | Discovery | Session | Power | Display ‘ Access ’ Audio | Reset ‘

Change the administrative access settings

Disable Management Console Interface: (]
Disable Administrative Web Interface:  [J

Force password change on next login: [

Unlock | OK | \ Cancel | Apply

OSD Access page
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Log Out PCoIP® Zero Client

Home

teradici.

PColP

Access

Change administrative access settings

Disable Management Console
Interface:

Disable Administrative Web (
Interface:

Force password change on next (
login:

Require password protection for
User Settings:

| Apply | Cancel

AWI Access page

To Disable or Enable the Administrative Web or PColP Management

Console Interface

1. From the OSD, select Options > Configuration > Access.

2. Uncheck the Disable Administrative Web Interface: or Disable Management Console Interface:
option to enable either interface. When either option is selected, you can't access or manage the
Tera2 PColP Zero Client using the selected interface.

3. Click Apply and then OK to save your changes in the OSD.
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To Force an AWI Password Change
When this option is selected, a new password is required when you next access your zero client AWI.

1. From the OSD, select Options > Configuration > Access.

2. Select the Force password change on next login: option.

3. Click Apply and then OK to save your changes in the OSD.

The Require password protection for User Settings setting cannot be configured from the OSD
therefore the following steps are from the AWI. When Require password protection for User Settings

is selected, the Zero Client AWI password is required to change any settings located in OSD > User
Settings.

To Require a Password for OSD User Settings

1. Ensure there is a password applied to the zero client. See Configuring OSD and AWI Password

2. From an enabled AWI, select Options > Configuration > Access.
3. Enable the Require password protection for User Settings option.

4. Click Apply and then OK to save your changes in the OSD.
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7" Failed Login Attempt Warning

A warning message displays if any failed access attempts to the AWI or OSD were detected since
the last successful login. The message provides the date and time of the failed attempt, as shown

next.
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teradici.

PColP

PColIP® Zero Client

PCoIP® device status and statistics for the current session.

There have been 1 failed attempts to log in to the Administrative Web Interface
since the last successful login. The last failed attempt was at 03/20/2014
19:39:06 UTC.

TERA2321 revision 0.0 (512 MB)
0 Days 1 Hours 22 Minutes 40 Seconds

Processor:
Time Since Boot:

PCoIP Device Name:

Connection State:
Connection Duration:

pcoip-portal-0030040e47b9

Connected to VDI host 192.168.63.29
0 Days 1 Hours 18 Minutes 11 Seconds

802.1X Authentication Status:
Session Encryption Type:

PCoIP Packets {Sent/Received/Lost):
Bytes (Sent/Received):

Round Trip Latency (Min/fAvg/Max):
Transmit Bandwidth (Min/Avg/Max/Limit):
Receive Bandwidth (Min/Avg/Max):

Pipeline Processing Rate {Avg/Max/Limit):
Endpoint Image Settings In Use:

Initial Image Quality (Min/Max):

Image Quality Preference:

Build To Lossless:

Disabled

AES-128-GCM

256743 /533958 / 1 (0.0 %)

34451890 /
1/1/2ms

0/ 144 /296 /8000 kbps
0 /904 /10400 kbps

0D/20/ 148
Host

50 /90

50
Disabled

298575332

Mpps

Maximum Rate:

Display User Defined
1 24 fps 9 fps
2 24 fps 1 fps

Output Process Rate

Image Quality
Lossy
Lossy

Failed login attempt message (from AWI)

- 284/496 -

Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide Configuring Audio

Configuring Audio
Setting Management
Console
Enable HD Audio Disabled
Enable Audio Enabled
Enable Local USB Audio Enabled
Driver

Enable Dual Audio Output

Enable Opus Audio Codec Enabled
Audio Input

Device Type USB
Preferred USB Device Vendor 0000

ID

Preferred USB Device Product 0000

ID

Attached USB devices

Audio Output

Device Type USB
Preferred USB Device Vendor 0000
ID

Preferred USB Device Product 0000
ID

Attached USB devices

© Enabling HD audio

You enable HD audio from the AWI Initial Setup page. To enable HD audio, see Configuring Initial

Setup Parameters.

You configure audio parameters from the OSD and AWI Audio pages (shown next).
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Configuring Audio

Configuration

Network | IPv6 | Management | SCEP | Label | Discovery I Session | Power | Display IAocess ‘ Audio | Reset

Select audio input and output devices

Enable Local USB Audio Driver
Enable Dual Audio Output
Enable Opus Audio Codec

Audio Input

Audio Output

Device Type:
Preferred USB Device Wendor 1D
Preferred USB Device Product ID

O ®

Device Type: ‘USB ‘
Preferred USB Device Vendor ID ‘»OOOO ‘
Preferred USB Device Product ID 0000 |
Unlock OK | | Cancel | Apply
OSD Audio page
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Audio

Change audio settings

Enable Audio: ¥ Note: To enable audio, please ensure that audio is also enabled on the Host.

v For optimal performance, install the Teradici Audio Driver on your VM and select it as the default playback device.
Note: This feature is not supported when connected to PCoIP Host Cards.

Enable Dual Audio Output: [~ Play VM audio to USB and analog devices.
Enable Opus Audio Codec: ¥ Use Opus audio codec for VM audio.

Enable Local USB Audio Driver:

Audio Input
Audio Device Type: | USB v
Preferred USB Device Vendor ID: lm
Preferred USB Device Product ID: lﬁ
Attached USB devices: [_;l

Audio Output
Audio Device Type: | USB 7
Preferred USB Device Vendor ID: lm
Preferred USB Device Product ID: m
Attached USB devices: E

Apply | Cancel I

AWI Audio page

& When connected USB audio devices are not available

USB devices can be restricted using the USB permissions tables. If your USB device does not
appear as a selectable device check your USB permissions configurations.

The following parameters display on the OSD and AWI Audio pages:
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Audio Parameters
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Category

Audio

Audio
Input

Parameter

Enable Audio (AWI
only)

Enable Local USB
Audio Driver

Enable Dual Audio
Output

Enable Opus Audio
Codec

Audio Device Type

Description

Configuring Audio

When enabled, configures audio support on the device.

This property must be enabled on both the host and the client.

When disabled, the audio hardware is not available for the host operating

system to enumerate.

This option locally terminates any USB audio devices that are attached to
the Tera2 PColP Zero Client.
When enabled, the audio stream is moved out of the PColP USB data

channel and into a PColP audio data channel that handles lost and out-of-

sequence packets without retransmitting them. The audio data are also

compressed, resulting in bandwidth savings and a much improved sound

experience.

When this option is not enabled, USB audio devices are bridged to the

host, and the audio stream is embedded in the PColP USB data channel as

uncompressed audio data. This data channel retransmits lost and out-of-

sequence packets, which can affect audio performance in adverse

network conditions.

For bi-directional audio support (for example, microphone as well as

playback), our Virtual Audio Driver must be installed on your VM and

selected as the default playback device.

Caution: If you use a USB composite device that contains audio

functionality but also has one or more functions that must be bridged (that

is, terminated remotely so the host OS can install the driver), you can't use

the local USB audio driver for the device.

When enabled, all VM audio is sent to both an external speaker and a USB

headset.

When enabled, the Opus audio codec is used for audio output from

software hosts to clients if supported by the host.

The options in this section enable you specify the preferred device to use

for audio input (recording). The options are available when you select
Enable Local USB Audio Driver.

This field applies when you enable the Enable Local USB Audio Driver

option and both an analog input device and a USB input device are

connected to the Tera2 PColP Zero Client. Since you can only use one
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Category

Audio
Output

Parameter

Preferred USB
Device Vendor ID

Preferred USB
Device Product ID

Attached USB
devices (AWI only)

Audio Device Type

Preferred USB
Device Vendor ID

Configuring Audio

Description

audio device at a time when devices are locally terminated, select the type
of device you want to use:

+ Analog: The analog input device plugged into the analog input jack
on the Tera2 PColP Zero Client will be used for audio recording.

+ USB: The USB input device attached to the Tera2 PColP Zero Client
will be used for audio recording. If more than one is attached, the
Audio Input options let you specify the preferred one to use.

This field is automatically populated with the USB device's vendor ID (VID)
after you select the preferred audio input device in the Attached USB
devices list and apply your changes. You can also manually enter the VID
of the preferred attached USB device.

This option doesn't apply to analog audio devices.

This field is automatically populated with the USB device's product ID (PID)
after you select the preferred audio input device in the Attached USB
devices drop-down list and apply your changes. You can also manually
enter the PID of the preferred attached USB device.

This option does not apply to analog audio devices.

In the list, select the preferred USB device to use for audio input.

This option doesn't apply to analog audio devices.

The options in this section enable you to specify the preferred device to
use for audio output (playback). The options are available when you select
Enable Local USB Audio Driver.

This field applies when you enable the Enable Local USB Audio Driver
option and both an analog output device and a USB output device are
connected to the Tera2 PColP Zero Client. Since you can use only one
audio device at a time when devices are locally terminated, select the type
of device you want to use:

+ Analog: The analog output device plugged into the analog input jack
on the Tera2 PColP Zero Client will be used for audio playback.

+ USB: The USB output device attached to the Tera2 PColP Zero Client
will be used for audio playback. If more than one is attached, the
Audio Output options enable you specify the preferred one to use.

This field is automatically populated with the USB device's vendor ID (VID)
after you select the preferred audio output device in the Attached USB
devices list and apply your changes. You can also manually enter the VID
of the preferred attached USB device.
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Category Parameter Description

This option doesn't apply to analog audio devices.

Preferred USB This field is automatically populated with the USB device's product ID (PID)

Device Product ID after you select the preferred audio output device in the Attached USB
devices drop-down list and apply your changes. You can also manually
enter the PID of the preferred attached USB device.

This option doesn't apply to analog audio devices.

Attached USB In the list, select the preferred USB device to use for audio output.
devices (AWI only)

To configure audio settings:

1. Open the Audio page:
« From the OSD, select Options > Configuration > Audio.
* From the AWI, select Configuration > Audio.
2. From the OSD or AWI Audio page, update the audio settings.
3. To save your updates, click OK from the OSD, or click Apply from the AWI.
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Configuring Certificate Checking Mode

Setting Default AWI osD Management
Console

Certificate Checking Warn before connecting to

Mode untrusted servers

Certificate Check Disabled

Mode Lockout

The Certificate Checking Mode option configures how the Tera2 PColP Zero Client behaves if it can't
verify a secure connection to the server. You configure this setting from the OSD. To configure this
setting, see Setting Certificate Checking Mode.

Enabling the Certificate Check Mode Lockout option prevents users from changing the Certificate
Checking Mode option on the OSD. You enable this option from the advanced settings for any of the
following session types:

- Amazon WorkSpaces

* PColP Connection Manager

* View Connection Server
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Configuring Discovery

Setting Default AWI osD Management
Console

Internal Endpoint Manager
URI

External Endpoint Manager
URI

Manager Discovery Mode Automatic

Endpoint Bootstrap Manager

URI

Enable Discovery Enabled
Enable SLP Discovery Disabled
Enable DNS-SRV Discovery Enabled
DNS-SRV Discovery Delay 300

You can configure discovery settings from the AWI and OSD Management and Discovery pages.

The AWI and OSD Management pages contain information about how the Tera2 PColP Zero Client is
discovered by an endpoint manager. The discovery can be automatic or manual, and initiated either
by the endpoint manager or the Tera2 PColP Zero Client.

From the AWI and OSD Discovery pages, you can enable Service Location Protocol (SLP)
management entities to discover devices dynamically without requiring prior knowledge of their
locations in the network. You can also enable DNS SRV discovery to enable and configure discovery
settings for connection brokers.

7" Detailed information about discovery methods

For detailed information about discovery methods, see Connecting to an Endpoint Manager.

Viewing Discovery Information

From the OSD MANAGEMENT page (shown next), you can view the discovery mode.
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7" Clearing the Tera2 PColP Zero Client's management state

From the Management page, you also have the option to remove the current endpoint manager
information for the client. To clear the management information, see Clearing the Management
State.

Configuration

MNetwork | IPv6 | Management | SCEP | Label | Discovery | Session | Power | Display | Access | Audio | Reset |

Configure howy this zero client is managed

Phase: Bootstrap
Management Status: [dle
Security Level: Low Security Environment

Manager Discovery Mode:  Auto

| Clear Management State |

Unlock | oK || cancel | Apply

0SD Management page

To view discovery information:

1. From the OSD, select Configuration > Management.
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2. From the OSD Management page, view the Manager Discovery Mode setting. The setting will be
one of the following:

+ Automatic: When this option is set, the client attempts to receive the Endpoint Bootstrap
Manager connection information from a DHCP server or DNS server.

+ Manual: When this option is set, the user provisions the Endpoint Bootstrap Manager in the
Endpoint Bootstrap Manager URI field.

3. Click OK.

Configuring the Discovery Method

Using the AWI Management page (shown next), you can configure the discovery method to use. The
information that displays on the page depends on whether the client uses automatic or manual
discovery.

Management

Configure how this zero client is managed

Phase: Managed

Management Status: Connected to Endpoint Manager: 10.0.153.242:5172

Security Level: I Low Security Environment - Zero Client is discoverable by Endpoint Managers j
Manager Discovery Mode: | Automatic ¥
Discovery
Method Discovery Outcome Endpoint Bootstrap Manager Address Certificate Fingerprint
Discovery Information: DHCP Options Successfully found an Endpoint manager 10.0.153.242 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:
address DB:AA:2B:99:BD:D5:A9:28:91

DNS SRV Records Not used

URI Type EM URI Certificate Fingerprint
EM Topology: Internal EM URI: wss://10.0.153.242:5172 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:DB:AA:2B:99:BD:D5:A9:28:
- 91

External EM URIL:

Clear Management State
Apply Cancel

AWI Management page — automatic discovery mode

-295/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide Configuring Discovery

Management

Configure how this zero client is managed

Phase: Managed

Management Status: Connected to Endpoint Manager: 10.0.157.21:5172

Security Level: ILow Security Environment - Zero Client is discoverable by Endpoint Managers j

Manager Discovery Mode: | Manual %

Endpoint Bootstrap Manager URI: | ea anagement State

URI Type EM URIL Certificate Fingerprint

Internal EM URI: wss://10.0.157.21:5172 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:DB:AA:2B:99:BD:D5:A9:28:
EM Topology: 91

External EM URI:

Clear Management State
Apply | Cancel

AWI Management page — manual discovery mode

The following discovery parameters display on the AWI Management page:
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Discovery Parameters
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Parameter Description

Internal Endpoint This field displays when the security level is set to High Security Environment - Bootstrap
Manager URI phase disabled.

Enter the URI for the internal Endpoint Manager using the following format, and click
Apply:

wss://<internal EM IP address/FQDN>: [port number]

This URL requires a secured WebSocket (wss://) prefix. The PColP Management Console’s
listening port is 5172. Entering this port number is optional. If you do not include it, port
5172 will be used by default.

External Endpoint This optional field displays the security level is set to High Security Environment -
Manager URI Bootstrap phase disabled.
(optional)

If the client is unable to connect to the internal Endpoint Manager, it will attempt to
connect to the external Endpoint Manager if this field is configured.

If desired, enter the URI for the external Endpoint Manager using the following format, and
click Apply:

wss://<external EM IP address/FQDN>: [port number]

This URL requires a secured WebSocket (wss://) prefix. The PColP Management
Console’s listening port is 5172. Entering this port number is optional. If you do not include
it, port 5172 will be used by default.

Manager Discovery Select the correct discovery mode:
Mode + Automatic: When this option is set, the client attempts to receive the Endpoint
Bootstrap Manager connection information from a DHCP server or DNS server.

« Manual: When this option is set, the user provisions the Endpoint Bootstrap Manager

in the Endpoint Bootstrap Manager URI field.

Discovery Information When Manager Discover Mode is set to Automatic, this section displays the device
discovery method your system is using.

+ Discovery Method: Displays the type of automatic discovery mechanism your
system is configured to use (for example, PColP Management Console DNS SRV
record discovery, DHCP vendor-specific options discovery).

« Discovery Outcome: Displays the discovery result for the configured discovery
methods.

+ Endpoint Bootstrap Manager Address: If the client has been discovered using one of
the discovery methods, displays the IP address for the Endpoint Bootstrap Manager.

« Certificate Fingerprint: Displays the certificate fingerprint (that is, the certificate’s
digital signature) that was used to authenticate the Endpoint Bootstrap Manager.
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Parameter Description

Endpoint Manager When the client has been automatically discovered by an Endpoint Manager, this section
Topology displays information about the connection.

If the client used manual discovery, this information does not display.
+ URI Type: Displays whether the client is connected to an internal Endpoint Manager
or an external one.

+ Endpoint Manager URI: Displays the URI (uniform resource identifier) for the
Endpoint Manager the client is currently using.

« Certificate Fingerprint: Displays the certificate fingerprint (digital signature) that was

used to authenticate the Endpoint Manager.

Endpoint Bootstrap This field displays when the discovery mode is set to Manual.

Manager URI
Enter the URI for the Endpoint Bootstrap Manager the client will connect to for bootstrap
information using the following format, and click Apply:

wss://<EBM IP address/FQDN>: [port number]
This URL requires a secured WebSocket (wss://) prefix. The PColP Management

Console’s listening port is 5172. Entering this port number is optional. If you do not include
it, port 5172 will be used by default.

Configuring SLP Discovery

Enable Service Location Protocol (SLP) discovery so that SLP management entities can dynamically
discover devices without requiring prior knowledge of their network configuration.

/7" Devices must reside on the same subnet

* We recommend configuring DHCP Vendor Class Options directly in the DHCP server to
discover PColP endpoints

* SLP discovery requires all PColP devices to reside on the same network subnet. For SLP
discovery to work across subnets, you must configure routers to forward multicast traffic
between subnets.

You enable SLP discovery from the OSD and AWI Discovery pages, shown next:
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Configuration

MNetwork | IPv6 | Management | SCEP | Label | Discovery ’ Session | Power | Display | Access | Audio | Reset |

Automatically discover other PColP devices

Enable Discovery:

Unlock I oK ! \ Cancel I Apply

OSD Discovery page
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Discovery

Automatically discover other PCoIP devices

Enable SLP Discovery: ¥

Enable DNS SRV Discovery: [V

DNS SRV Discovery Delay: |300 seconds

Apply | Cancel |

AWI Discovery page
To enable SLP discovery:

1. Open the Discovery page:
* From the OSD, select Options > Configuration > Discovery.
* From the AWI, select Configuration > Discovery.

2. From the Discovery page, enable SLP discovery so that SLP management entities can dynamically
discover devices. Do one of the following:

* From the OSD, select Enable Discovery.
* From the AWI, select Enable SLP Discovery.

3. To save your updates, click OK from the OSD, or click Apply from the AWI.

Configuring DNS-SRV Discovery for Connection Brokers

Enable DNS-SRV discovery for connection brokers so that:

* A device can automatically advertise itself to a connection broker without the broker having prior
knowledge of the device's whereabouts on the network.

* The device can download and use the DNS SRV record from the DNS server.
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7" Enabling DNS SRV Discovery option configures the discovery for connection brokers

The Enable DNS SRV Discovery option configures discovery for connection brokers, but doesn't
affect DNS SRV functionality for the PColP Management Console.

You enable DNS-SRV discovery for connection brokers from the AWI Discovery page, shown next.
From this page, you can also configure the delay between the DNS SRV discovery attempts for
connection brokers and the PColP Management Console. DNS SRV discovery continues periodically
until the device successfully contacts a connection management server.

Discovery

Automatically discover other PCoIP devices

Enable SLP Discovery: ¥

Enable DNS SRV Discovery: ¥

DNS SRV Discovery Delay: |300 seconds

Applyl Cancel I

AWI Discovery page

To configure DNS-SRV discovery for connection brokers:

1. From the AWI, select Configuration > Discovery. The Discovery page displays.

2. Select or clear Enable DNS SRV Discovery. When enabled, devices automatically advertise
themselves to a connection broker, and download and use the DNS SRV record from the DNS
server.

3. For DNS SRV Discovery Delay, enter the amount of time (in seconds) between DNS SRV discovery
attempts between connection brokers and the PColP Management Console.
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7" DNS SRV Discovery Delay and the PColP Management Console

The Enable DNS SRV option doesn't affect the DNS SRV functionality for the PColP
Management Console; however, the DNS SRV Discovery Delay option does. When DNS SRV
records are not installed, it is recommended that you set the delay to the maximum value of
9999. This minimizes attempts by the client to contact the PColP Management Console.

4. To save your updates, click Apply.
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Clearing the Management State

Setting Default AWI osD Management Console

Clear Management State
(a button)

From the AWI and OSD, you can clear the Tera2 PColP Zero Client's management state.

Clearing the management state removes the current endpoint manager information for the client.
Once the client is managed by an endpoint manager, you must clear its management state before the

client can accept a new endpoint manager.

You clear the management state from the AWI and OSD Management pages, shown next.

© Discovery settings determine what displays on the AWI Management page

The information that displays on the AWI Management page depends on whether the client uses
automatic or manual discovery.
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Configuration

MNetwork | IPv6 | Management | SCEP | Label | Discovery | Session | Power | Display | Access | Audio | Reset |

Configure howy this zero client is managed

Phase: Bootstrap
Management Status: Idle
Security Level: Low Security Environment

Manager Discovery Mode:  Auto

| Clear Management State |

Unlock | OK ] \ Cancel | Apply

0SD Management page
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Management

Configure how this zero client is managed

Phase: Managed

Management Status: Connected to Endpoint Manager: 10.0.153.242:5172

Security LeveI:ILow Security Environment - Zero Client is discoverable by Endpoint Managers ;I
Manager Discovery Mode: | Automatic ¥
Discovery
Method Discovery Outcome Endpoint Bootstrap Manager Address Certificate Fingerprint
Discovery Information: DHCP Options Successfully found an Endpoint manager 10.0.153.242 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1: 7F:6A:4D:5C:
address DB:AA:2B:99:BD:D5:A9:28:91

DNS SRV Records Not used

URI Type EM URI Certificate Fingerprint
EM Topology: Internal EM URI: wss://10.0.153.242:5172 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:DB:AA:2B:99:BD:D5:A9:28:
- 91

External EM URIL:

Clear Management State
Apply Cancel

AWI Management page — automatic discovery mode

Management

Configure how this zero client is managed

Phase: Managed

Management Status: Connected to Endpoint Manager: 10.0.157.21:5172

Security Level: ILcw Security Environment - Zero Client is discoverable by Endpoint Managers |

Manager Discovery Mode: | Manual [~

Endpoint Bootstrap Manager URI: I

URI Type EM URI Certificate Fingerprint
EM Topology: Internal EM URI: wss://10.0.157.21:5172 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:DB:AA: 2B:99:BD:D5:A9:28:
: 91

External EM URIL:

Clear Management State
Apply Cancel

AWI Management page — manual discovery mode
To clear the management state:

1. From the OSD or AWI, select Configuration > Management.

2. From the OSD or AWI Management page, click Clear Management State so that the endpoint will
accept a new endpoint manager.

3. To save your updates, click OK from the OSD, or click Apply from the AWI.
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Configuring a Quad Display Topology

Setting Default AWI osD Management
Console

Enable Configuration
Layout
Alignment

Primary/Position/Rotation/
Resolution

The Display Topology page lets users change the display topology for a PColP session.

© Before applying the display topology feature to a PColP session

To apply the display topology feature to a PColP session between a client and a VMware Horizon
virtual desktop, you must have VMware Horizon 4.5 or higher. To apply the display topology feature
to a PColP session between a client and a PColP Remote Workstation Card, you must have the
Remote Workstation Card Software installed on the host.

/" Use the OSD, rather than Windows Display Settings, to change display topology settings

Always change the display topology settings using this OSD Display Topology page. Do not try to
change these settings using the Windows Display Settings in a virtual machine when using
VMware Horizon.
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User Settings

Certificate | Mouse | Keyboard | Image | Display Topology | Touch Screen | Tablet | Region

Configure the display position, rotation and resolution
Enable Configuration:

Layout:  @© Horizontal O Vertical O Box

(A B [C D (AlB
LD

ofof=>

Alignment: .Top v

Primary:  Port:  Position:  Rotation: Resolution:
. 1 AT No rotatior N N
2 v No rotatior v Native v
3 M v v
4 7 v v
Revert
|} oK || cancel | Apply

0SD Quad-display Topology page

The following parameters can be found on the OSD Quad-display Topology page.
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OSD Quad-display Topology Parameters
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Parameter Description

Enable Enable to configure a device that supports four displays per PColP chipset.
Configuration

Display Layout Select the layout for the displays (A, B, C, and D). This setting should reflect the physical layout of
the displays on the desk.
+ Horizontal: Select to arrange displays horizontally, as indicated in the diagram.

« Vertical: Select to arrange displays vertically, as indicated in the diagram.

+ Box: Select to arrange displays in a box formation, as indicated in the diagram.

Alignment Select how you want displays aligned when they are different sizes.

This setting affects which area of the screen to use when users move the cursor from one
display to the other. The alignment options that appear in the drop-down list depend on the
selected display layout.

Horizontal layout:

* Top: Select to align displays at the top. With this setting, use the top area of the screen
when navigating between displays of different sizes.

« Center: Select to horizontally center displays. With this setting, use the center area of the
screen when navigating between displays of different sizes.

* Bottom: Select to align displays at the bottom. With this setting, use the bottom area of the
screen when navigating between displays of different sizes.
Vertical layout:
« Left: Select to align displays on the left. With this setting, use the left area of the screen
when navigating between displays of different sizes.

+ Center: Select to vertically center displays. With this setting, use the center area of the
screen when navigating between displays of different sizes.

+ Right: Select to align displays on the right. With this setting, use the right area of the screen
when navigating between displays of different sizes.

Primary Configure which video port on the Tera2 PColP Zero Client that you want as the primary port.

The display that is connected to the primary port becomes the primary display (that is, the
display that contains the OSD menus before you initiate a PColP session and the display that is
requested for the Windows taskbar after you initiate the session).

+ Port 1: Select to configure port 1 on the Tera2 PColP Zero Client as the primary port.
« Port 2: Select to configure port 2 on the Tera2 PColP Zero Client as the primary port.
« Port 3: Select to configure port 3 on the Tera2 PColP Zero Client as the primary port.

* Port 4: Select to configure port 4 on the Tera2 PColP Zero Client as the primary port.
Position Specify which display is physically connected to each port.

Rotation
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Parameter Description

Configure the rotation of the display in each port:
* No rotation

* 90° clockwise
+ 180° rotation

* 90° counter-clockwise

Resolution The display resolution can be configured for a PColP session between a virtual machine or host
and a Tera2 PColP Zero Client. The Tera2 PColP Zero Client detects the supported display

resolutions of the monitor and populates them to the drop-down menu. By default, the display’s
native resolution is used.

To configure display settings:

1. From the OSD, select Options > User Settings > Display Topology.

2. From the OSD Display Topology page, update the settings for the attached displays.
3. Click OK.
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Configuring Network Settings

Configuring IPv4 Network Settings

Setting Management
Console

Enable DHCPv4 Enabled

IP Address

Subnet Mask

Gateway

Primary DNS Server
Secondary DNS Server

Domain Name

FQDN
Ethernet Mode Auto
Maximum MTU Size 1200 bytes

Enable 802.1X security

Identity

Authentication TLS
Client Certificate

Enable 802.1X Support for Legacy
Switches

From the OSD and AWI Network pages, you can manually configure network settings if DHCP is
disabled, as well as configure 802.1X security to ensure that only authorized devices access the
network.
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© The Static Fallback Network Configuration

The PColP Zero Client has a default static fallback configuration that is applied if enabled and a
DHCP server is not found on the network. The specific configuration can be different for different
brand names of PColP Zero Clients. This configuration can be disabled or enabled, and configured
through the Management Console. The configurable settings are found in the NETWORK category
of a profile when IPv4 is enabled and DHCPv4 is disabled. The configurable settings are:

« Static Fallback IPv4 Address: The IPv4 address applied to the zero client when a DHCPv4
server is not reached.

« Static Fallback IPv4 Subnet Mask: The IPv4 subnet mask applied to the zero client when a
DHCPv4 server is not reached.

- Static Fallback IPv4 Gateway: The IPv4 gateway address applied to the zero client when a
DHCPv4 server is not reached.

- Static Fallback IPv4 Timeout: The time it takes before the static fallback configuration is
applied.

From the OSD and AWI, you can also configure IPv6 network settings. To configure IPv6 settings, see
Configuring IPv6 Network Settings.

© You can also configure a subset of network settings from the AWI Initial Setup page.

You can also configure network settings (DHCP, IP address, subnet mask, gateway, and primary
and secondary DNS servers) from the AWI Initial Setup page. To configure network settings from
this page, see Configuring Initial Setup Parameters.

© Setting up 802.1X authentication

For a description of all the components you need to configure 802.1X authentication, as well as
the detailed steps you need to follow to configure the authentication, see Configuring 802.1X
Network Device Authentication.

You configure network settings from the OSD and AWI Network pages (shown next).

-313/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide

Configuration

Configuring Network Settings

Network ‘ IPv6 I Management I SCEP I Label | Discovery l Session I Power l Display I Access | Audio | Reset ‘

Enable DHCP:
P Address:

Subnet Mask:
Gateway:

Primary DNS Server:
Secondary DNS Server:

Domain Name:

FQDN:

Ethernet Mode:

Enable 802.1X Security:

[dentity:
Client Certificate:

Change the network settings for the device

|_|[_|]|:||:.F

OK | | Cancel ] Apply

0OSD Network page
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Configuring Network Settings

Network

Change the network settings for the device

Enable DHCP: ¥

IP Address: IFIO_IE,?

Subnet Mask: IEIEIE,O_

Gateway: IF.IO_.IE ll_

Primary DNS Server: IE.IE.F.IT
Secondary DNS Server: IO_.IO_.IO_.IO_

Domain Name: Iterase.local

FQDN: |pcoip—portal—0030040e47c0.terase.local

Ethernet Mode: |Auco j

Maximum MTU Size: |1200 bytes

Enable 802.1X Security: ™

Authentication: I TLS VI

Identity: |

Client Certificate: |

Enable 802.1X Support for Legacy v
Switches:

Apply I Cancel

Choose I

AWI Network page

The following parameters display on the OSD and AWI Network pages:
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Network Parameters
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Parameter Description

Enable DHCP When enabled, the device contacts a DHCP server to be assigned an IP address, subnet
mask, gateway IP address, and DNS servers, and also requests a domain name (option 15),
host name (option 12), and client Fully Qualified Domain Name (FQDN).

When disabled, you must set these parameters manually.

IP Address The device’s IP address. If DHCP is disabled, you must set this field to a valid IP address. If
DHCP is enabled, you cannot edit this field.

Subnet Mask The device’s subnet mask. If DHCP is disabled, you must set this field to a valid subnet
mask. If DHCP is enabled, you cannot edit this field.

Warning: Take care when setting the subnet mask
It is possible to configure an invalid IP address/subnet mask combination (for example,
invalid mask) that leaves the device unreachable. Take care when setting the subnet mask.

Gateway The device's gateway IP address. If DHCP is disabled, this field is required. If DHCP is
enabled, you cannot edit this field.

Primary DNS Server The device's primary DNS IP address. This field is optional. If the DNS server IP address is
configured when using a connection manager, the connection manager address may be set
as an FQDN instead of an IP address.

Secondary DNS The device's secondary DNS IP address. This field is optional. If the DNS server IP address
Server is configured when using a connection manager, the connection manager address may be
set as an FQDN instead of an IP address.

Domain Name The domain name of the device (for example, domain.local). This field is optional.

FQDN The fully qualified domain name for the device. The default is pcoip-portal- where is the
device's MAC address. If used, the domain name is appended (for example, pcoip-
portal-.domain.local). This field is read-only on this page.

To use the FQDN feature, the DNS server with DHCP option 81 must be available and
properly configured.

Ethernet Mode Lets you configure the Ethernet mode of the client as follows:
* Auto
+ 100 Mbps Full-Duplex
+ 10 Mbps Full-Duplex

When you choose 10 Mbps Full Duplex or 100 Mbps Full-Duplex and click**Apply**, the
following warning message appears:

Warning: Different parameters may result in a loss of network connectivity

When Auto-Negotiation is disabled on the PColP device, it must also be disabled on the
switch. Additionally, the PColP device and switch must be configured to use the same
speed and duplex parameters. Different parameters may result in a loss of network
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Parameter Description

connectivity.
Click OK to change the parameter.

Note: Use 10 Mbps Full-Duplex and 100 Mbps Full-Duplex with caution

You should always set the Ethernet mode to Auto and only use 10 Mbps Full-Duplex or 100
Mbps Full-Duplex when the other network equipment (for example, a switch) is also
configured to operate at 10 Mbps full-duplex or 100 Mbps full-duplex. An improperly set
Ethernet mode may result in the network operating at half-duplex, which is not supported by
the PColP protocol. The session will be severely degraded and eventually dropped.

Maximum MTU Size Lets you configure the Maximum Transfer Unit packet size.

(AWI only)
A smaller MTU may be needed for situations such as VPN tunneling because PColP
packets cannot be fragmented. Set the Maximum MTU Size to a value smaller than the
network path MTU for the end-to-end connection between the host and client.

The Maximum MTU Size range is 600 to 1500 bytes for all firmware versions. The default
MTU size is 1200.

Enable 802.1X Enable this field for each of your PColP Remote Workstation Cards and Tera2 PColP Zero
Security Clients if your network uses 802.1X security to ensure that only authorized devices access
the network. If enabled, configure the Authentication, Identity, and Client Certificate fields.

Authentication This field is set to TLS (Transport Layer Security) and is grayed-out. TLS is currently the only

(AWI only) authentication protocol supported.

Identity Enter the identity string used to identify your device to the network. Should be the Common
Name (CN ) or subject name (SN ) of the 802.1X certificate entered in the Client Certificate
field.

Client Certificate Click Choose to select the client certificate you want to use for your 802.1X devices. The

list of certificates that appears includes the certificates uploaded from the Certificate
Upload page that contain a private key. The certificate you choose from the Network page
is linked to the read-only Client Certificate field on the Certificate Upload page.

Note: 802.1X client certificate must contain all security details
PColP only supports one 802.1X client certificate. Ensure your security details are all
contained within the one file. The 802.1X certificate must contain a private key.

Enable 802.1X When enabled, enables greater 802.1X compatibility for older switches on the network.
Support for Legacy
Switches (AWI only)
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To configure network settings:

1. Open the Network page:
* From the OSD, select Options > Configuration > Network.
* From the AWI, select Configuration > Network.
2. From the OSD or AWI Network page, configure the network settings.

3. To save your updates, click OK from the OSD, or click Apply from the AWI.
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Configuring IPv6 Network Settings

Setting Default Management

Console

Enable IPv6 Disabled
Link Local Address

IPv6 Gateway

Enable DHCPv6

Enable DHCPv6
Addresses

Primary IPv6 DNS
Secondary IPv6 DNS
Domain Name

FQDN

Enable SLAC

SLAAC Addresses
Enable Manual Address

Manual Address

Options on the OSD and AWI IPv6 pages (shown next), enable you to change the network settings for
your device.
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Configuration

Configuring Network Settings

Network | IPv6 | Management | SCEP | Label | Discovery | Session | Power | Display | Access | Audio | Reset |

Enable IPv6:

Link Local Address:

Gateway.
Enable DHCPvE:

Primary DNS:
Secondary DNS:
Domain Name:

FQDN.:
Enable SLAAC:

Enable Manual Address:

Manual Address:

Change the IPv6 network settings for the device

Unlock

OK ] \ Cancel | Apply

OSD IPv6 page
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Configuring Network Settings

IPv6

Enable IPv6:

Link Local Address:

Gateway:

Enable DHCPv6:
DHCPv6 Addresses:

Primary DNS:
Secondary DNS:
Domain Name:

FQDN:

Enable SLAAC:
SLAAC Addresses:

Enable Manual Address:

Change the IPv6 network settings for the device

-

/e

/e

/e

/ee

/fee

/[6e]

/6e

-

Apply | Cancel

/ee

AWI IPv6 page

7" Restart your device

change to take effect.

When you make a change to one of the settings on this page, you must reboot your device for the

The following parameters display on the OSD and AWI IPv6 pages:
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IPv6 Parameters

Parameter Description

Enable IPv6 Select the check box to enable IPv6 for your PColP devices.

Link Local Address This field is automatically populated.

Gateway Enter the IPv6 gateway address.

Enable DHCPv6 Select the check box to set up Dynamic Host Configuration Protocol version 6 (DHCPv6)

for your device.

DHCPv6 Addresses When DHCPV6 is enabled and the device is rebooted, the server automatically populates
(AWI only) these fields with addresses for the device.
Primary DNS The device's primary DNS IP address. If DHCPv6 is enabled, this field is automatically

populated by the DHCPv6 server.

Secondary DNS The device's secondary DNS IP address. If DHCPv6 is enabled, this field is automatically
populated by the DHCPv6 server.

Domain Name The domain name used (for example, domain.local) for the client. If DHCPvV6 is enabled,
this field is automatically populated by the DHCPv6 server.

FQDN The fully qualified domain name for the client. If DHCPvV6 is enabled, this field is
automatically populated by the DHCPvV6 server.

Enable SLAAC Select the check box to set up Stateless Address Auto-configuration (SLAAC) for your
devices.

SLAAC Addresses When SLAAC is enabled and the device is rebooted, these fields are automatically

(AWI only) populated.

Enable Manual Select this check box to set up a manual (static) address for the device.

Address

Manual Address (OSD Enter the IP address for the device.

only)

To configure IPv6 settings:

1. Open the IPv6 page:
+ From the OSD, select Options > Configuration > IPv6.
+ From the AWI, select Configuration > IPv6.
2. From the IPv6 page, update the IPv6 network settings.
3. To save your updates, click OK from the OSD, or click Apply from the AWI.

4. Reboot your device for the updates to take place.
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Configuring OSD and AWI Password

The OSD Password page is only visible when there is a password applied to your zero client. OEMs
have the option of applying a password in a new product. Consult your IT department or PColP Zero
Client OEM documentation for OEM default password information. Steps to alter password
configurations are included in this topic.

Setting Default AWI 0SD Management Console
Old Password (See note)

New Password (See note)

Confirm New Password (See note)

Reset

(Challenge/Response)

7" Note: Changing the Password with PColP Management Console

The OSD and AWI password can be managed by the PColP Management Console but not via the

same parameters as seen in a password change dialog. If the zero client already has established
communication with a PColP Management Console, then any password entered in the profile will
be applied to the zero client. The parameters in the PColP Management Console profile that must
be configured to apply or change a PColP Zero Client password are:

* Local Administrative Password: The password entered in this parameter becomes the active
password on any zero client that has this profile applied to it successfully.

* Enable Password Protection for AWI and OSD Configuration: This enables and disables
password protection on the zero client. If enabled, the value in the Local Administrative
Password parameter is used. If no value is entered then an empty password will be required
before changes to the OSD or AWI can be made. For more information on applying profiles
see PColP Management Console Administrators' Guide.

From the OSD and AWI Password page, as shown next, you can update the local administrative
password for the zero client. Applying a password affects access to the AWI and the ability to make
changes in the OSD > Options > Configuration section. Take care when updating the zero client
password as the zero client may become unusable if the password is lost. From the OSD, you can
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also reset the password if you forget it. This process requires communication with us or the Zero

Client vendor.

Change P

Old Password:

New Password:

Confirm New Password:

| Reset | OK I | Cancel

0OSD Change Password page

teradici.

PColP

Password

Change the local administrator password

Old Password: |

New Password: |

Confirm New Password: |

Apply | Cancel

AWI Password page
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The password can be a maximum of 20 characters. Some PColP devices have password protection
disabled by default, and the Password page is not available on these devices. You can enable
password protection for these devices from the PColP Management Console. For details, see
PColP® Management Console Administrators’ Guide.

The following settings display on the Password page:

Password Parameters

Parameter Description

Old Password This field must match the current administrative password before you can update
the password.

New Password The new administrative password for both the AWI and the local OSD interface.
Confirm New Password This field must match the New Password field for the change to take place.
Reset This option is not available through the AWI. If you forget the password, you can
(OSD - Challenge/Response) click Reset to generate a challenge code. You must then provide that challenge

code to a Zero Client vendor or to support in order to obtain a response code. Once
the response code is entered in the PColP Zero Client correctly, the password is
reset to an empty string where you may enter a new password. In order to obtain
the response code, you must meet certain criteria.

+ PColP Zero Client Vendors: The vendor qualifies the request before returning
a response code.
Contact the client vendor for more information when an authorized password
reset is required.

+ Support: You must be a valid subscription holder to interact with our support
team. Generate your response code by browsing to the password technical
resource and selecting the Password Reset > | am OEM partner, or | have
challenge code to reset zero client password option.

To update or change the password:

1. Open the Password page:

* From the OSD, select Options > Password.

« From the AWI, select Configuration > Password.
2. Update the password and select:

+ From the OSD select OK

* From the AWI select Apply
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To Reset the password using the challenge code

1. From the OSD, open the Password page by browsing to Options > Password.
2. Select Reset.
3. Copy the Challenge code down to submit it to our support team or your Zero Client OEM.

« If you do not have a valid subscription, contact your Zero Client OEM and ask for the response
code. You will have to provide the challenge code to obtain it.

a. From the challenge code window seen in step 2, enter the response code and select OK
twice.

b. Enter your desired password and select OK.
« If you have a valid subscription or are an OEM:

a. Login to the Support Site (requires subscription)
b. Browse to the password technical support resource area to obtain your response code.
c. Enter the response code in the reset window seen in step 2 and select OK twice.

d. Enter your desired password and select OK.
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Configuring Power Settings

Setting Management

Console

OSD Screen Saver Timeout
Display Suspend Timeout
Auto Power-Off Timeout

Remote Host Power
Control

Power On After Power
Loss

Enable Wake-on-USB

Enable Wake-on-LAN

From the OSD and AWI Power pages as shown next, you can configure timeout and power settings
for the device.
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Configuration

MNetwork | IPv6 | Management | SEER | Label | Discovery | Session ‘ Power ’ Display |Acoess |Audio | Reset l
Change the power settings
0OSD Screen-Saver Timeout: 300 Seconds (0 = disabled)
Display Suspend Timeout: 0 Seconds (0 = disabled)
| Unlock | OK | Cancel | Apply

OSD Power page

- 329/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide

Configuring Power Settings

Power

Change the power settings

OSD Screen-Saver Timeout:

Display Suspend Timeout

Auto Power-Off Timeout

Remote Host Power Control

Power On After Power Loss:
Enable Wake-on-USB:
Enable Wake-on-LAN:

300 Seconds (0 = disabled)

: IU Seconds (0 = disabled)
: IU Seconds (0 = disabled)

:IHard Power-off only ZI

-
-
-

Apply | Cancel

AWI Power page

The following settings display on the OSD and AWI Power pages:
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Power Parameters
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Parameter Description

0SD Screen- Configure the number of seconds to wait after a period of inactivity (that is, no keyboard or
Saver Timeout mouse action) before the client puts its attached displays into low power mode. Valid values are
10 to0 9999, or use 0 to disable the feature.

This timeout only applies when the device is not in session.

Display Configure the number of seconds to wait after a period of inactivity (that is, no keyboard or
Suspend mouse action) before the client puts its attached displays into low power mode. Valid values are
Timeout 10 to 14400 seconds, or use 0 to disable the feature.

This timeout only applies when the device is in session.

When connected to a workstation, this feature requires you to enable the local mouse and
keyboard feature. For more information about this feature and instructions on how to enable it,
see the PColP® Host Software for Windows User Guide.

Auto Power-Off Configure the number of seconds to wait after a period of inactivity (that is, no keyboard or
Timeout mouse action) before the client powers down. Valid values are 60 to 28800 seconds, or use 0 to
disable the power down.

Non-zero values are only enabled when the Tera2 PColP Zero Client supports powering off.

This timeout only applies when the device is not in session.

Remote Host Configure the client’s remote power setting.
Power Control
Select from the following options:

 Power-off not permitted: Users can't remotely shut down the host PC from the Tera2 PColP
Zero Client. When you select this option, the Zero Client Control Panel overlay window
doesn't appear when you press the Tera2 PColP Zero Client's Connect/Disconnect button.

+ Hard Power-off only: Users are able to remotely shut down the host from the Tera2 PColP
Zero Client. When this option is selected, the Zero Client Control Panel overlay window
appears when you press the Tera2 PColP Zero Client's Connect/Disconnect button.

For more information about the Zero Client Control Panel overlay window, see
Disconnecting from a Session.

Power On After When enabled, the client automatically powers back on when power is supplied.

Power Loss

Enable Wake- When enabled, configures the client to power up when the user presses a key on the keyboard.
on-USB Wake-on-USB applies when the client is either powered off automatically or as a result of the

user holding down the power button.

Clicking or moving the mouse won't power up the client when this feature is enabled.
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Parameter Description

Enable Wake- When enabled, configures the client to wake up from a low power state when it receives Wake-
on-LAN on-LAN magic packets.

To configure power settings and permissions:

1. Open the Power page:
* From the OSD, select Options > Configuration > Power.
+ From the AWI, select Configuration > Power.

2. Update the power settings.

3. To save your updates, click OK from the OSD, or click Apply from the AWI.
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Configuring Security Level

Setting Default AWI (013Y)] Management
Console

Low Security Environment Enabled

Medium Security
Environment

High Security Environment

Peer-to-Peer Certificate

You can view your Tera2 PColP Zero Client's security level from the OSD Management page and
configure the security level from the AWI Management page. In high security environments, the OSD
and AWI may be disabled and managed by a PColP enpoint manager. See Connecting to an Endpoint

Manager.

The AWI Management page has specific Security Level settings that allow for different methods of
discovery by PColP endpoint managers. Setting the Security Level determines if your Tera2 PColP
Zero Client will be discoverable by endpoint managers. For Zero Client security recommendations see
Securing Your Tera2 PColP Zero Client

A Security level implications

The security level setting has major implications for device discovery and connectivity with
endpoint managers like the PColP Managment Console. For detailed information, see About Tera2
PColP Zero Client Security Levels.

Viewing the Security Level

From the OSD Management page (shown next), you can view the Tera2 PColP Zero Client's security
level.
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Configuration

MNetwork | IPv6 | Management | SCEP | Label | Discovery | Session | Power | Display | Access | Audio | Reset |

Configure howy this zero client is managed

Phase: Bootstrap
Management Status: Idle
Security Level: Low Security Environment

Manager Discovery Mode:  Auto

| Clear Management State |

Unlock | OK ] \ Cancel | Apply

0SD Management page
To view the security level using the OSD:

1. From the OSD, select Configuration > Management.
2. From the OSD Management page, view the Security Level setting. The setting will be either:

* Low: Discoverable by endpoint managers. This is the only security mode where certificates
are optional.

+ Medium: Not discoverable by endpoint manager, and the installed certificate must trust the
endpoint bootstrap manager.

* High: Not discoverable by endpoint managers, and the bootstrap phase is disabled. All
endpoint manager connection configuration is manual. The installed certificate must trust the
endpoint manager.
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3. Click Ok.

Configuring the Security Level

From the AWI Management page, you can configure the Tera2 PColP Zero Client's security level.

The information that displays on the AWI Management page (shown next) depends on whether the
client uses automatic or manual discovery.

Management

Configure how this zero client is managed

Phase: Managed

Management Status: Connected to Endpoint Manager: 10.0.153.242:5172

Security Level: [Low Security Environment - Zero Client is discoverable by Endpoint Managers |

Manager Discovery Mode: | Automatic ¥

Discovery
Method Discovery Outcome Endpoint Bootstrap Manager Address Certificate Fingerprint
Discovery Information: DHCP Options Successfully found an Endpoint manager 10.0.153.242 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:
address DB:AA:2B:99:BD:D5:A9:28:91
DNS SRV Records Not used

URI Type EM URI Certificate Fingerprint
EM Topology: Internal EM URI: wss://10.0.153.242:5172 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:DB:AA:2B:99:BD:D5:A9:28:
- 91

External EM URIL:

Clear Management State
Apply Cancel

AWI Management page — automatic discovery mode

Management

Configure how this zero client is managed

Phase: Managed

Management Status: Connected to Endpoint Manager: 10.0.157.21:5172

Security Level: ILcw Security Environment - Zerc Client is discoverable by Endpoint Managers j

Manager Discovery Mode: | Manual <

Endpoint Bootstrap Manager URI: |

URI Type EM URI Certificate Fingerprint
EM Topology: Internal EM URI: wss://10.0.157.21:5172 B7:62:71:01:85:27:46:BB:E3:E9:5C:E2:34:2C:B5:76:7D:7A:F1:7F:6A:4D:5C:DB:AA:2B:99:BD:D5:A9:28:
- 91

External EM URI:

Clear Management State
Apply Cancel

AWI Management page — manual discovery mode
To configure the security level:

1. From the AWI, select Configuration > Management.
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2. From the AWI Management page, set the Security Level setting to one of the following:

* Low: Discoverable by endpoint managers. This is the only security mode where certificates
are optional.

+ Medium: Not discoverable by endpoint manager, and the installed certificate must trust the
endpoint bootstrap manager.

* High: Not discoverable by endpoint managers, and the bootstrap phase is disabled. All
endpoint manager connection configuration is manual. The installed certificate must trust the
endpoint manager.

3. Click Ok.
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Configuring Session Bandwidth

Setting Default AWI osD Management Console
Device Bandwidth Limit 0
Device Bandwidth Target 0
Device Bandwidth Floor 0

From the AWI Bandwidth page as shown next, you can control the bandwidth that your Tera2 PColP
Zero Client uses during a PColP session.

Bandwidth

Configure the device bandwidth limit, target and floor

Device Bandwidth Limit: IO kbps (0 = no limit)
Device Bandwidth Target: IO kbps (0 = disabled)
Device Bandwidth Floor: IO kbps (0 = use default of 1000 kbps)

Apply | Cancel

AWI Bandwidth page

The following parameters display on the AWI Bandwidth page:
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Bandwidth Parameters

Parameter Description

Device
Bandwidth
Limit

Device
Bandwidth
Target

Device
Bandwidth
Floor

Enter the maximum bandwidth peak from the client to the host (for example, USB data).

The usable range of the device bandwidth is 1,000 to 220,000 Kbps for Tera1 devices and 1,000 to
600,000 Kbps for Tera2 devices.

The PColP processor only uses the required bandwidth up to the Device Bandwidth Limit
maximum, and dynamically adjusts the bandwidth in response to network congestion. Setting this
field to 0 configures the PColP processor to use the maximum rate available in the network at any
time.

We recommend setting this field to the limit of the network connected to the client and host.

When applied to devices running firmware lower than 3.0, a value other than 0 is rounded to the
nearest megabit per second, with a minimum value of 1 Mbps.

Enter the temporary limit on the network bandwidth during periods of congestion. When the device
detects packet loss, the device bandwidth is rapidly reduced to this value, and then more slowly
reduced below it. This enables for a more even distribution of bandwidth between users sharing a
congested network link.

Enter the minimum bandwidth when congestion is present and bandwidth is required. This enables
you to optimize performance for a network with understood congestion or packet loss. If the
bandwidth is not required, the bandwidth used drops below the floor.

This setting defines the minimum bandwidth from the client to the host (for example, USB data).

A setting of 0 configures the PColP processor to reduce bandwidth to 1,000 Kbps during these
network impairments. You should have a good understanding of the network topology before
setting this to a non-zero value.

The firmware implements a slow-start algorithm that increases the bandwidth used until the
required bandwidth is reached, network congestion is detected, or the Device Bandwidth Limit is
met. It begins at the lesser of the Device Bandwidth Limit and 8,000 Kbps, and increases the
bandwidth used within seconds. The slow-start algorithm enables a graceful session startup for
low bandwidth scenarios (for example, WAN scenarios). After initiating a PColP session, users may
temporarily notice low bandwidth video artifacts as the algorithm ramps up bandwidth use.

When applied to devices running firmware lower than 3.0, a value other than 0 is rounded to the
nearest megabit per second, with a minimum value of 1 Mbps.

To configure session bandwidth:

1. From the AWI, select Configuration > Bandwidth.
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2. From the AWI Bandwidth page, update the bandwidth settings.

3. Click Apply to apply your updates immediately.
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SNMP Overview

Knowledge of using and configuring Simple Network Management Protocol (SNMP) and an SNMP
manager is required before enabling SNMP. See your SNMP manager documentation.

Simple Network Management Protocol (SNMP) allows an administrator to monitor hardware and
software endpoints through an SNMP agent. The agent can be enabled on the device you are
monitoring, and a SNMP manager can then view the data. From the AWI SNMP page you can enable
or disable the SNMP agent. Once enabled, enter the auth and priv password values. The SNMP
manager also requires configuration with the correct user name and protocols for SNMPv3
authentication. The SNMPv3 manager must use a username of pcoip_authpriv, using another value
will cause the connection to fail. The authentication password provides user authentication using the
SHA protocol while the private password provides the encryption key using the AES protocol.

For further information to help collect PColP related data on the PColP endpoint see Using SNMP
with a PColP Endpoint User Guide.

SNMP Configuration
Setting Default AWI osD Management Console
Enable SNMP Disabled

SNMPv3 Auth Password

SNMPv3 Priv Password

From the AWI SNMP page, you can enable or disable the device’s SNMP agent.

SNMP
Change the SNMP configuration

Enable SNMP:
New SNMPv3 Auth Password: |

New SNMPv3 Priv Password: |

Apply | Cancel

AWI SNMP page
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To configure SNMPv3 perform the following steps:

1. From the AWI, select Configuration > SNMP.
2. Select Enable SNMP check box.

When enabled, the device enables the PColP SNMP agent to respond to SNMP requests. Disabling
the SNMP agent prevents it from responding to SNMP requests and from generating traps. It also
ensures that the PColP SNMP MIB cannot be accessed.

3. For SNMPv3 Auth Password, enter an 8 - 16 character password to identify the agent with the
manager.

4. For SNMPv3 Priv Password, enter an 8 - 16 character password to activate encryption of the data
stream with the manager.

5. Click Apply.

6 SNMPv3 Manager Tool

For connectivity from your third-party SNMPv3 manager, configure the manager with the username

of pcoip_authpriv. Using another value will cause the connection to fail.
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USB Parameters and Permissions

Setting Default AWI osD Management Console
Force Local Cursor Visible Disabled

Enable EHCI (USB 2.0) Enabled

Authorized Devices Any, Any, Any

Unauthorized Devices Empty

Bridged Devices Empty

Devices Forced to USB 1.1 Empty

USB configurations can be made from different AWI pages. USB audio configurations are performed
from the Configuration > Audio page and is described in further detail in the Configuring Audio topic.

From the Configuration > USB page you can enable options that help with cursor and PColP sessions

with software based hosts.

From the Permissions > USB page, you can configure USB permissions to authorize and unauthorize
certain USB devices, configure devices that need to be bridged to the host, and force devices to USB
1.1 for environments requiring such.

USB Cursor and EHCI

The Configuration > USB page allows you to configure parameters for devices plugged into Tera2
Zero Client USB ports.

-343/496 - Copyright Teradici Corporation 2022; © Copyright 2023 HP Development Company, L.P



PColP Zero Client Firmware Administrators Guide USB Parameters and Permissions

usB

Change the USB settings for the device
Force Local Cursor Visible: "
) Applies only to software based PColP sessions. EHCI is automatically enabled in hardware based PCoIP
Enable EHCI (USB 2.0): ¥ sessions if both endpoints support it.

Apply Cancel

USB Cursor and EHCI Settings

Parameter Description

Force Local When enabled, the Tera2 Zero Client always shows the local cursor. When disabled, the local
Cursor Visible cursor is only shown when the host requests it or a locally-terminated mouse is connected.
* The cursor will disappear when a locally connected mouse is bridged to a software host.
Ensure to enable Force Local Cursor Visible if bridging your mouse.

+ Connections to hosts with Remote Workstation Card Software installed and Remote Cursor
and Keyboard enabled will force the mouse and keyboard to be locally terminated. For more
information, see Local Cursor and Keyboard.

Enable EHCI Enable this field to configure EHCI (USB 2.0) for devices connected directly to Tera2 Zero Client
(USB 2.0) USB ports for sessions with a software host.

This setting applies only to PColP sessions with software hosts. EHCI is automatically enabled in
hardware-based PColP sessions if both endpoints support it. If you want the device to operate in
OHCI (USB 1.1) mode, add it to the Devices Forced to USB 1.1 table on the AWI USB permissions
page (see Configuring USB Permissions from the AWI).

This feature cannot be enabled on clients with less than 128 MB of RAM. Devices with
isochronous endpoints will not operate at USB 2.0 speeds.

To enable USB visible cursor and EHCI settings:

1. From the AWI, select Configuration > USB.
2. Select the settings you want enabled for your session.
3. Click Apply.

4. Click Continue.

Additional USB Parameters
The Configuration > USB page allows you to add up to 10 entries for each parameter that:

« Authorize/Unauthorize a list of USB devices based on ID or Class.
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- create a list of Bridged Devices that need to be bridged to the host.

- create a list of Devices Forced to USB 1.1.

Parameter Description

Authorized Specify the authorized USB devices for the device:
Devices Add New: Add a new device or device group to the list. This enables USB authorization by ID or
Class:

« ID: The USB device is authorized by its Vendor ID and Product ID.

« Class: The USB device is authorized by Device Class, Sub Class, and Protocol.

Remove: Delete a rule for a device or device group from the list.

Unauthorized Specify the unauthorized USB devices for the device.
Devices Add New: Add a new device or device group to the list. This enables USB unauthorization by ID
or Class:

« ID: The USB device is unauthorized by its Vendor ID and Product ID.

« Class: The USB device is unauthorized by Device Class, Sub Class, and Protocol.
Remove: Delete a rule for a device or device group from the list.

Bridged Devices Tera2 Zero Clients locally terminate HID devices when connecting to VMware Horizon virtual
desktops. However, some devices advertise as HID but use different drivers. These devices may
need to be bridged to the host rather than locally terminated. This setting lets you force the
Tera2 Zero Client to bridge specific USB devices so that they use the drivers on the virtual
desktop.

Add New: Add a device or device group to the list. This lets you bridge USB devices by their
Vendor ID and Product ID
Remove: Delete a rule for a device or device group from the list.

Bridging requires host support; USB bridging is not supported by all PColP hosts. See your host's
guide for more information.

Devices Forced If a bridged USB device that is capable of EHCI (USB 2.0) does not perform normally over PColP,
to USB 1.1 you can use this table to force the device to use OHCI (USB 1.1) instead of EHCI (USB 2.0),
which may provide a better experience.

Add New: Add a device or device group to the list. This lets you bridge USB
devices by their Vendor ID and Product ID.
Remove: Delete a rule for a device or device group from the list.

AUTHORIZATION FOR USB DEVICES

Authorizations are controlled through USB plug events which are compared to entries in the
authorization/unauthorization tables. USB devices that are added to the USB unauthorized table will
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be denied access to the PColP endpoint. Unauthorized devices can be configured on the client, and
on the host for an additional layer of security.

You can authorize and unauthorize using a USB device by entering its USB Vendor ID (VID)/Product ID
(PID) for a single device, or use the Class category which identifies a group of USB devices based on
its function. The USB class parameter accepts wildcards or the Any option to reduce the number of
entries needed to restrict USB device access.

Once an unauthorization is configured on a host PColP Remote Workstation Card or host agent
desktop, access to other USB devices must be authorized on the host due to the hosts higher
permission priority and its default configuration to not allow all USB devices access to the host. In
contrast the default Tera2 Zero Client USB permissions authorize all USB devices using the Any
wildcard. (Any, Any, Any)

USB permissions are updated at the start of a PColP session and are authorized in the following
order of priority from highest to lowest with the hosts set of permissions taking precendence:

+ Unauthorized Vendor ID/Product ID

+ Authorized Vendor ID/Product ID

* Unauthorized Device Class/Sub Class/Protocol

+ Authorized Device Class/Sub Class/Protocol

6 Connectiong to a Remote Workstation Card

It is strongly recommended you only set the USB permissions (AWI > Permissions > USB) on the
host when connecting to a PColP Remote Workstation Card where the following rules apply:

« If the host does not have permissions programmed, the client’s permissions are used.

* If the host has permissions programmed (authorized and/or unauthorized), the permissions
are sent to the client.

« If the client has any unauthorized devices, they are added to the host's unauthorized
configuration

Tip: Be careful when adding an unauthorization on the Remote Workstation Card. Once an
unauthorization is added, your production HID devices need to be explicitly authorized on the host
in order to be used. Failure to do so could leave you without use of a mouse and keyboard.
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USB Class and VID/PID Parameters

The following figures show the parameters that display when you add a new USB authorized or
unauthorized entry. The parameters that display depend on whether you enter the device by Class or
ID.

Add new: IClass 'I
Device Class: I'_IAny j

Sub Class: I"' Any ¥

2

Protocol: l*_ Zny ¥

Add | Cancel |

Device Class parameters

Add new: IID 'I

Vendor ID: |0000

Product ID: IOOOO

Add | Cancel |

Device ID parameters
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The following parameters display when you add a new device to the authorize or unauthorize table:

Parameter Description

Add new (button) When adding a new USB authorization or unauthorization entry, select one of the
following:
« Class: The USB device is authorized by its device class, sub-class, and protocol
information.

+ ID:The USB device is authorized by its Vendor ID and Product ID information.

Device Class This field is enabled when Class is selected.
(authorized/ Select a supported device class from the drop-down menu, or select Any to authorize or
unauthorized tables) unauthorize (disable) any device class.

Device classes include: Audio, Communication, Human Interface Device, Physical
Interface Device, Imaging, Printer, Mass Storage, Hub, CDC Data, Chip/SmartCard, Content
Security, Video, Diagnostic, Wireless, Miscellaneous Device, Application Specific Interface,
Vendor Specific Class

Sub Class This field is enabled when Class is selected.

(authorized/ Select a supported device sub class from the drop-down menu, or select Any to authorize
unauthorized tables) or unauthorize (disable) any sub-class.

Protocol (authorized/ This field is enabled when Class is selected.

unauthorized tables) Select a supported protocol from the drop-down menu, or select Any.

Vendor ID (all tables) This field is enabled when ID is selected.

Enter the Vendor ID of the authorized (or unauthorized) device. The valid range is
hexadecimal 0-FFFF.

Protocol ID (all This field is enabled when ID is selected.
tables) Enter the Product ID of the (authorized or unauthorized) device. The valid range is
hexadecimal 0-FFFF.

DEVICES BRIDGED AND FORCED TO OHCI

You may want to bridge a USB device to the host to take advantage of drivers installed on the host or
to try and improve it's performance. Likewise, forcing a device to use OHCI (USB 1.1) instead of EHCI
(USB 2.0) might provide a better experience when a bridged USB device using EHCI (USB 2.0) does
not perform normally over PColP.

The following figure shows the parameters that display when you add a new Bridged Devices or
Devices Forced to USB 1.1 entry.
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Vendor ID: |0000

Product ID: |0000

2dd| cancel |

USB Bridged Parameters

Parameter Description

Vendor ID Enter the Vendor ID of the USB device you want bridged or forced to use USB 1.1. The valid range is
hexadecimal 0-FFFF.

Product ID Enter the Product ID of the USB device you want bridged or forced to use USB 1.1. The valid range
is hexadecimal O-FFFF.

To add entries on the Permissions USB page:

1. From the AWI > Permissions > USB page, update the USB permissions

* Click the Add new button and enter any unauthorized/authorized USB devices by USB class or
VID/PID and click the Add button.

« For Bridge devices or Devices forced to USB 1.7, you must enter the Vendor ID and Product ID
of the USB Device

2. Click Apply.
3. Click Continue.

4. Disconnect and reconnect the PColP session for your changes to take affect.
To remove an entry:

1. Select the entries Remove button.
2. Click Apply.
3. Click Continue.

4. Disconnect and reconnect the PColP session for your changes to take affect.
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Configuring User Settings

Configuring User Settings

This section describes how you can customize your environment to suit your personal preferences.
For example, you can configure regional settings (such as the timezone and daylight saving time),
configure multiple monitors to accommodate your physical desktop, and configure the language and
keyboard layout to use for the OSD user interface. You can also adjust the image quality during PColP
sessions.

If your Zero Client is managed by an administrator via the management console, the administrator
may have hidden some or all of the User Settings configuration tabs and the features found on those
tabs. If you are unable to view or see a particular user settings tab or a feature for your PColP Zero
Client, please consult your administrator or visit the Management Console Administrators' Guide
section on Hidden OSD Menus and Settings.
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AWI: Power Permissions

The Power page lets you configure timeout and power settings for the device. You can access this
page from the Configuration > Power menu.

Power

Change the power settings

OSD Screen-Saver Timeout: (300 Seconds (0 = disabled)

Display Suspend Timeout: ID Seconds (0 = disabled)
Auto Power-Off Timeout: ID Seconds (0 = disabled)
Remote Host Power Control: IHard Power-off only j

Power On After Power Loss: [
Enable Wake-on-USB: [~
Enable Wake-on-LAN: [~

Apply | Cancel

AWI Power page

The following parameters can be found on the AWI Power page.
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AWI Power Parameters

Parameter Description

0SD Screen- Configure the number of seconds to wait after a period of inactivity (that is, no keyboard or
Saver Timeout mouse action) before the client puts its attached displays into low power mode. Valid values are
10 to 9999, or use 0 to disable the feature.

This timeout only applies when the device is not in session.

Display Configure the number of seconds to wait after a period of inactivity (that is, no keyboard or
Suspend mouse action) before the client puts its attached displays into low power mode. Valid values are
Timeout 10 to 14400 seconds, or use 0 to disable the feature.

This timeout only applies when the device is in session.

When connected to a workstation, this feature requires Local Mouse and Keyboard to be

enabled.
Auto Power-Off Configure the number of seconds to wait after a period of inactivity (that is, no keyboard or
Timeout mouse action) before the client powers down. Valid values are 60 to 28800 seconds, or use 0 to

disable the power down.

Non-zero values are only enabled when the PColP client supports powering off.

This timeout only applies when the device is not in session.

Remote Host Configure the client’s remote power setting.
Power Control Select from the following options:

+ .Power-off not permitted: Users cannot remotely shut down the host PC from the Tera2
PColP Zero Client. When this option is selected, the Zero Client Control Panel on the OSD
does not appear when the PColP Zero Client’s connect/disconnect button is pressed.

+ Hard Power-off only: Users are able to remotely shut down the host from the Tera2 PColP
Zero Client. When this option is selected, the Zero Client Control Panel on the OSD appears

when the Tera2 PColP Zero Client’s connect/disconnect button is pressed.

Power On After When enabled, the client automatically powers back on when power is supplied.

Power Loss

Enable Wake- When enabled, configures the client to power up when the user presses a key on the keyboard.
on-USB Wake-on-USB applies when the client is either powered off automatically or as a result of the

user holding down the power button.

Clicking or moving the mouse will not power up the client when this feature is enabled.

Enable Wake- When enabled, configures the client to wake up from a low power state when it receives Wake-
on-LAN on-LAN magic packets.
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Configuring OSD Language

Setting Default AWI (013Y)] Management Console
Language English

Keyboard Layout us

0SD Region Tab Lockout Disabled

When you configure OSD language settings, you configure the language to use for the OSD user
interface, as well as the keyboard layout to use when you type information within the OSD. Note that
updating the OSD language doesn't affect the language setting for the actual PColP session.

You can update language settings from both the OSD and AWI. From the AWI, you can also enable a
setting to prevent users from changing the language settings (as well as the time zone) from the
OSD.

From the OSD Region page, as shown next, you can update language and keyboard settings.
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Configuring User Settings

User Settings

Certificate | Mouse | Keyboard | Image | Display Topology | Touch Screen | Tablet | Region
Configure the region settings for the zero client
Time Zone: \i(GMT-S:OO) America’\ancouver ':
Language: \English j
Keyboard Layout: \_US v
[ ok |[ cancel || Apply |

OSD Region page

From the AWI Language page, as shown next, you can update language and keyboard settings. In

addition, you can enable a setting to prevent users from changing the configuration on the OSD

Region page.
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Language

Select a language for the local GUI (client only)

Language: IEnglish LI

Keyboard Layout: IUS LI

OSD Region Tab Lockout I Prevent users from changing the controls in the OSD Reg